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7.6.3.18
Extensible Forwarding Options

This parameter refers to a set of forwarding options attached to a supplementary service. It contains the following informations:

-
notification to forwarding party
(see TS GSM 02.82 for the meaning of this parameter);


-
notification to calling party
(see TS GSM 02.82 for the meaning of this parameter);

-    redirecting presentation
(see TS GSM 02.82 for the meaning of this parameter);

-
Forwarding reason
(see TS GSM 02.82 for the meaning of this parameter).


***   Next modified section   ***

17.7.1
Mobile Service data types

.

.

.

Ext-ForwOptions ::= OCTET STRING (SIZE (1..5))


-- OCTET 1:


--  bit 8: notification to forwarding party


--
0  no notification


--
1  notification


--  bit 7: redirecting presentation (presentation of redirecting number to forwarded-to party)

--
0  no presentation (presentation restricted)

--
1  presentation (presentation allowed)

--  bit 6: notification to calling party


--
0  no notification


--
1  notification


--  bit 5: 0 (unused)


--  bits 43: forwarding reason


--
00  ms not reachable


--
01  ms busy


--
10  no reply


--
11  unconditional


-- bits 21: 00 (unused)

 










-- OCTETS 2-5: reserved for future use. They shall be discarded if


-- received and not understood.

