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*** First Modified Section ***

4.6.1.2
Apply Charging Report

4.6.1.2.1
Description

This IF is used by the gsmSSF to report to the gsmSCF the information requested in the Apply Charging IF.

4.6.1.2.2
Information Elements

Information element name
MO
MF
MT
Description

Call Result
M
M
M
This IE contains the charging information to be provided by the gsmSSF.

M
Mandatory (The IE shall always be sent) 

Call Result contains the following information:

Information element name
MO
MF
MT
Description

Time Duration Charging Result
M
M
M
This IE is a list defined in the next table.

M
Mandatory (The IE shall always be sent) 

Time Duration Charging Result contains the following information:

Information element name
MO
MF
MT
Description

Time Information
M
M
M
This IE is a choice between Time if No Tariff Switch and Time if Tariff Switch.

Party To Charge
M
M
M
This IE is received in the related ApplyCharging operation to correlate the result to the request. This IE shall be a copy of the corresponding IE received in the Apply Charging operation.

Call Active
M
M
M
This IE indicates whether the call is active or not.

Call Released at Tcp Expiry
C
C
C
This element is an indication that the gsmSSF has released the call and terminated the dialogue, due to Tcp expiry.
It shall be present when ACR is sent due to Tcp expiry and the gsmSSF has released the call (because ‘ReleaseIfExceeded’ was present in ACH operation).
In all other circumstances, this element shall be absent.

M
Mandatory (The IE shall always be sent) 

C
Conditional (The IE shall be sent, if available)

Time Information contains one of the following information:

Information element name
MO
MF
MT
Description

Time If No Tariff Switch
C
C
C
This IE will be present if no tariff switch has occurred since the detection of Answer for the connection to the Called Party, the Temporary Connection, or the SRF connection, otherwise it will be absent.

Time If Tariff Switch
C
C
C
This IE will be present if a tariff switch has occurred since the detection of Answer for the connection to the Called Party, the Temporary Connection, or the SRF connection, otherwise it will be absent.

C
Conditional (The IE shall be sent, if available)

Informative Section – 2 SDL’s included in CR

These 2 SDL’s indicate the only instances where the parameter ‘callReleasedAtTcpExpiry’ shall be present in ACR.

[image: image1.wmf]/* Invocation of gsmSSF in MO,

MT or CF call case. */

Process gsmSSF

19(35)

/* Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF.  */

Waiting_for_End_Of_Temporary_Connection_WFI,

Waiting_for_End_Of_User_Interaction_WFI,

Waiting_for_End_Of_Temporary_Connection_MON,

Waiting_for_End_Of_User_Interaction_MON

Tw expired

Internal

Int_Apply_

Warning_Tone

This provoques the MSC

to play a tone to the party

for whom the BCSM is operating

-

Tsw expired

Internal

Stored

e parameters?

Send_e_

Parameters

This provoques the MSC

to send e parameters to

the calling party

Store curent

value of Tcp

Tcp expired

Internal

Release?

Handle_ACR

Set Tssf to last

used time interval

 

and restart Tssf

CAP_

Apply_Charging_

Report

Int_Disconnect_

Forward_Connection

Handle_CIR

Int_Release

Stop Tssf

Application_

End

Idle

Yes

No

No

Yes

‘CallReleasedAtTcpExpiry’

present in ACR



[image: image2.wmf]/* Invocation of gsmSSF in MO,

MT or CF call case. */

Process gsmSSF

20(35)

Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF.

Monitoring

Tw expired

Internal

Int_Apply_

Warning_Tone

This provoques the MSC

to play a tone to the party

for whom the BCSM is operating

Monitoring

Tsw expired

Internal

Stored

e parameters?

Send_e_

Parameters

This provoques the MSC

to send e parameters to

the calling party

Store curent

value of Tcp

Tcp expired

Internal

Release?

Handle_ACR

'Any EDP or

reports

outstanding?'

'Stop delta

measurement'

Idle

CAP_

Apply_Charging_

Report

Handle_CIR

Int_Release

Application_

End

Idle

Yes

No

No

No

Yes

Yes

‘CallReleasedAtTcpExpiry’

present in ACR


_1003007902.doc


/* Invocation of gsmSSF in MO,







MT or CF call case. */







Process gsmSSF







19(35)







/* Signals to/from the left are to/from the MSC;







signals to/from the right are







to/from the gsmSCF.  */







Waiting_for_End_Of_Temporary_Connection_WFI,







Waiting_for_End_Of_User_Interaction_WFI,







Waiting_for_End_Of_Temporary_Connection_MON,







Waiting_for_End_Of_User_Interaction_MON







Tw expired







Internal







Int_Apply_







Warning_Tone







This provoques the MSC







to play a tone to the party







for whom the BCSM is operating







-







Tsw expired







Internal







Stored







e parameters?







Send_e_







Parameters







This provoques the MSC







to send e parameters to







the calling party







Store curent







value of Tcp







Tcp expired







Internal







Release?







Handle_ACR







Set Tssf to last







used time interval







 and restart Tssf 







CAP_







Apply_Charging_







Report







Int_Disconnect_







Forward_Connection







Handle_CIR







Int_Release







Stop Tssf







Application_







End







Idle







Yes







No







No







Yes







‘CallReleasedAtTcpExpiry’



present in ACR












_1003007874.doc


/* Invocation of gsmSSF in MO,







MT or CF call case. */







Process gsmSSF







20(35)







Signals to/from the left are to/from the MSC;







signals to/from the right are







to/from the gsmSCF. 







Monitoring







Tw expired







Internal







Int_Apply_







Warning_Tone







This provoques the MSC







to play a tone to the party







for whom the BCSM is operating







Monitoring







Tsw expired







Internal







Stored







e parameters?







Send_e_







Parameters







This provoques the MSC







to send e parameters to







the calling party







Store curent







value of Tcp







Tcp expired







Internal







Release?







Handle_ACR







'Any EDP or 







reports 







outstanding?'







'Stop delta







measurement'







Idle







CAP_







Apply_Charging_







Report







Handle_CIR







Int_Release







Application_







End







Idle







Yes







No







No







No







Yes







Yes







‘CallReleasedAtTcpExpiry’



present in ACR












