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1. Introduction

This information flow may be invoked zero, one, or more time by the gprsSSF in order to supply a GPRS session or PDP context with needed charging resources should those provided initially by the gprsSCF – through the Provide Charging Resources GPRS operation – reach a specified threshold – or zero – value.

This information flow may also be invoked by the gprsSSF if the maximum update interval timer expires.  

2. Proposal

The following text is proposed to be included within draft 23.078 specification.

6.6.1
gprsSSF to gsmSCF Information Flows

6.6.1.x
Update Charging Resources GPRS
6.6.1.x.1
Description

This IF is invoked by the gprsSSF to update the charging resources available for a given GPRS session or PDP context.

6.6.1.x.2
Information Elements

The following information elements are used:

Information element name
Required
Description

Sub-Service Key
M
This IE specifies the sub-service key provided by the gsmSCF during a previous provide charging resources GPRS IF  related to the given GPRS session or PDP context.

MSISDN
M
This IE contains the basic MSISDN of the MS.

IMSI
M
This IE identifies the mobile subscriber.

Charging Identifier
C
This IE represents the charging identifier allocated for the PDP context for which the update IF is invoked. It is mandatory in case the IF is invoked for a PDP context.

Consumed Charging Resources
O
This IE indicates the number of credit units so far consumed for the given GPRS session or PDP context.

Default indicates that no resources has been consumed

Need for new charging resources
O
This IE indicates if charging resources are needed for the given GPRS session or PDP context.

Default indicates that no charging resources are needed (see note)

Note : default represent cases where the update charging resources GPRS IF invocation was triggered by the gprsSSF following the expiration of  the maximum update interval timer.  

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if available)

O
Optional (Service logic dependent)
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