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****    FIRST MODIFIED SECTION    ****

6
Circuit Switched Call Control

6
gsmSSF/CCF - gsmSCF Interface

6.1
Operations and arguments

CAP-gsmSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) 3GPP(???) mobileDomain(1) ???3g-network(1) modules(3) CAP-gsmSSF-gsmSCF-ops-args (5) version3(1)}

DEFINITIONS IMPLICIT TAGS::= 

BEGIN

IMPORTS


errortypes, datatypes, operationcodes, classes, ros-InformationObjects

FROM CAP-object-identifiers

 

{ccitt(0) identified-organization(4) ???(0) ???Domain(1) ???-network(1) modules(0) CAP-object-identifiers(17) version3(0)}


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects

tc-Messages, classes FROM CAP-object-identifiers



{ccitt(0) identified-organization(4) ???(0) ???Domain(1) ???-network(1) module(0) CAP-object-identifiers(17) version3(0)}


InvokeIdType
FROM TCAPMessages tc-Messages 


AddOnChargingInformation,


ChargingTariffInformation,


ChargingMessageType

FROM Tarifing-DataTypes {itu-t(0) identified-organization etsi (0) 1296 version1(1)};


IMSI,


Ext-BasicServiceCode

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) ???(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version3(3)}


LocationInformation,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi (0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version5(5)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) ???(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CH-DataTypes(13) version3(3)}


ISDN-AddressString

FROM MAP-CommonDataTypes {ccitt identified-organization(4) ???(0) mobileDomain(0)

gsm-Network (1) modules (3) map-CommonDataTypes (18) version3 (3)}
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