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****    FIRST MODIFIED SECTION    ****


Figure 4.52ff: Process gsmSSF (sheet 0)
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Figure 4.52ff: Process gsmSSF (sheet 0)


Figure 4.52.gg: Process gsmSSF (sheet 0)
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Figure 4.52.gg: Process gsmSSF (sheet 0)

****   NEXT MODIFIED SECTION    ****

4.6.2.13
Furnish Charging Information

4.6.2.13.1
Description

This IF is used to request the gsmSSF to include call related information in the CAMEL specific logical call record. 

4.6.2.13.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
Description

FCI Billing Charging Characteristics
M
M
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
MO
MF
MT
Description

FCIBCCCAMEL Sequence 1
M
M
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
MO
MF
MT
Description

Free Format Data
M
M
M
This IE is a free format data to be inserted in the CAMEL logical call record.

Party To Charge
M
M
M
This IE indicates the party for whom a CAMEL logical call record will be created.

Append Free Format Data
O
O
O
This IE indicates that the gsmSSF shall append the free format data to the Logical call record.

-
If this IE is present and indicates “Append”, the gsmSSF shall append the free format data received in this IF to the free format data already present in the Logical call record for that leg of the call.

-
If this IE is absent or in value “Overwrite”, then the gsmSSF shall overwrite all free format data already present in the Logical call recird for that leg of the call, by the free format data received in this IF.

If no Logical call record exists yet for that leg of the call, then the gsmSSF shall ignore this IE.
The CSE can send up to five (5) concatenated FCIs per leg for completion. The possibly overwritten data is not counted to the limit. In the case of Connect to T-BCSM (any DP), re-routeing in the O-BCSM due to Connect in (O_Busy, O_No_Answer, Route_Select_Failure or O_Disconnect DP), or call forwarding the CSE may send again another set of up to five (5) FCIs for the called leg.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)
****   NEXT MODIFIED SECTION    ****

6.6.2.6

Furnish Charging Information GPRS

6.6.2.6.1
Description

This IF is used to request the gprsSSF to include information in the CAMEL specific logical call record. 

6.6.2.6.2

Information Elements

Information element name
Required 
Description

FCI Billing Charging Characteristics
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
Required
Description

FCIBCCCAMEL Sequence 1
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
Required
Description

Free Format Data
M
This IE is a free format data to be inserted in the CAMEL logical call record. 

Append Free Format Data
O
This IE indicates that the gprsSSF shall append the free format data to the Logical call record.

· If this IE is present indicating “Append”, the gprsSSF shall append the free format data received in this IF to the free format data already present in the Logical call record for that session or PDP Context.

· If this IE is absent or in value “Overwrite”, then the gprsSSF shall overwrite all free format data already present in the Logical call record for that session or PDP Context, by the free format data received in this IF.

If no Logical call record exists yet for that session or PDP Context, then the gprsSSF shall omit this IE.
The CSE can send up to five (5) concatenated FCIs per CAP dialogue for completion. The possibly overwritten data is not counted to the limit. 

M
Mandatory (The IE shall always be sent)

O  Optimal (Service logic dependent)

****   NEXT MODIFIED SECTION    ****


Figure 68e: Process MO_SMS (sheet5)
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Figure 68e: Process MO_SMS (sheet5)

****   NEXT MODIFIED SECTION    ****

7.6.2.4

Furnish Charging Information SMS

7.6.2.4.1
Description

This IF is used to request the gsmSSF to include information in the CAMEL specific logical call record. 

7.6.2.4.1

Information Elements

Information element name
MO

SMS
Description

FCI Billing Charging Characteristics
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
MO

SMS
Description

FCIBCCCAMEL Sequence 1
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
MO

SMS
Description

Free Format Data
M
This IE indicates that the gsmSSF shall append the free format data to the Logical call record.

· If this IE is present indicating “Append”, the gsmSSF shall append the free format data received in this IF to the free format data already present in the Logical call record.

· If this IE is absent or in value “Overwrite”, then the gsmSSF shall overwrite all free format data already present in the Logical call record, by the free format data received in this IF.

If no Logical call record exists yet, then the gsmSSF shall omit this IE.
The CSE can send up to five (5) concatenated FCIs per Short Message for completion. The possibly overwritten data is not counted to the limit.

Append Free Format Data
O
This IE indicates that the gsmSSF/gprsSSF shall insert the free format data in the CAMEL logical SM charging record without overwriting any free format data that may already have been received for that transaction. When this IE is not present then the gsmSSF/gprsSSF shall override free format data in a non-completed CAMEL logical SM record of the previous FCI operations.

M
Mandatory (The IE shall always be sent)

O  Optimal (Service logic dependent)
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