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****    FIRST MODIFIED SECTION    ****

14.39
SendChargingInformation procedure

14.39.1
General description

This operation is used to instruct the gsmSSF on the advice of charge information to be sent by the gsmSSF. The SCI operation may be invoked on multiple occasions.
The SCI operation can be used for MO and MT calls in the VMSC. In the case of a MT call the CSE provided e-parameters are not used by mobile if a call forwarding or follow-on call occurs.
14.39.1.1
Parameters

-
sCIBillingChargingCharacteristics: 


This parameter is a choice between two lists of information. 


The first list shall only be sent before an answer event has been detected from the current Called Party, Temporary Connection or connection to an gsmSRF. It contains the following parameters:

-
aOCBeforeAnswer:
This is a list of the following information:

-
aOCInitial:


This is a set of GSM Charge Advice Information elements, as defined in GSM 02.24 [26], and these CAI elements are sent by the gsmSSF to the MS when an ANSWER is received and a tariff switch has not yet occurred.

-
aOCSubsequent:


This list may indicate the following information:

- CAIElements


This is a set of GSM Charge Advice Information elements, as defined in GSM 02.24 [26], and these CAI elements are sent to the MS when Answer is detected and a tariff switch has occurred previously, or when Answer has previously been detected and a tariff switch occurs. 

-
tariffSwitchInterval:


This parameter indicates to the gsmSSF the time duration until the next tariff switch. The measurement of the elapsed tariff switch period commences immediately upon successful execution of this operation.


The second list in the Choice shall only be sent after an answer event has been detected from the current Called Party, Temporary Connection or connection to an gsmSRF. It contains the following parameters:

-
aOCAfterAnswer:


This list may indicate the following information:

-
cAIElements:


This is a set of GSM Charge Advice Information elements, as defined in GSM 02.24 [26], and these CAI elements are sent to the MS by the gsmSSF when Answer is detected and a tariff switch has occurred previously, or when Answer has previously been detected and a tariff switch occurs in the call.. 

-
tariffSwitchInterval:


This parameter indicates to the gsmSSF the time duration until the next tariff switch. The measurement of the elapsed tariff switch period commences immediately upon successful execution of this operation.

-
legID:


This parameter indicates where the charging information shall be sent.
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