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*** Modified Section ***

4.5.2
Handling of mobile originated calls

4.5.2.1
Handling of mobile originated calls in the originating MSC

The functional behaviour of the originating VMSC is specified in 3G TS 23.018 [3]. The procedures specific to CAMEL are specified in this subclause:

-
Procedure CAMEL_OCH_MSC_INIT,

-
Procedure CAMEL_OCH_MSC_ANSWER,

-
Procedure CAMEL_OCH_MSC1,

-
Procedure CAMEL_OCH_MSC2,

-
Procedure CAMEL_OCH_MSC_DISC1,

-
Procedure CAMEL_OCH_MSC_DISC2,

-
Procedure CAMEL_OCH_MSC_DISC4,

-
Procedure CAMEL_OCH_ETC,

-
Procedure CAMEL_OCH_CTR,

-
Procedure CAMEL_Start_TNRy,

-
Procedure CAMEL_Stop_TNRy.

-
Procedure CAMEL_Store_Destination_Address

The procedure Send_Access_Connect_If_Required is specified in 3G TS 23.018 [3].

The following paragraphs gives details on the behaviour of the MSC in the procedure CAMEL_OCH_MSC_INIT, CAMEL_OCH_ETC, CAMEL_OCH_ANSWER and CAMEL_Store_Destination_Address.

4.5.2.1.1
Actions of the MSC on receipt of Int_Error

The MSC checks the default Call Handling parameter in O-CSI.

If the default call handling is release call, a Release is sent to the MS and an Abort to the VLR. The MSC then releases all call resources and the procedure CAMEL_OCH_MSC_INIT ends.

If the default call handling is continue call, the MSC continues processing without CAMEL support. It sends Send_Info_For_Ougoing_Call to the VLR and waits in state Wait_For_MO_Call_Result.

4.5.2.1.2
Actions of the MSC on receipt of Int_Continue

The MSC continues processing without any modification of call parameters. At DP_Analysed_Information it sends Send_Info_For_Ougoing_Call to the VLR and waits in state Wait_For_MO_Call_Result.

4.5.2.1.3
Actions of the MSC on receipt of Int_Continue_With_Argument
The MSC continues processing with modified call parameters. The MSC shall transparently modify the call parameters with the received information. Call parameters which are not included in the Int_Continue_With_Argument message are unchanged.
Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

4.5.2.1.4
Actions of the MSC on receipt of Int_Connect

The MSC continues processing with modified call parameters. The MSC shall transparently modify the call parameters with the received information. The MSC then sends a PROGRESS message to the MS. Call parameters which are not included in the Int_Connect message are unchanged.

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

The network signalling system shall indicate that this is an internal network number.

At DP_Analysed_Information the MSC sets the O-CSI suppression parameter, sends a Send Info For Outgoing Call to the VLR and waits in state Wait_For_MO_Call_Result.

4.5.2.1.5
Actions of the MSC on receipt of Int_Release_Call

A Release is sent to the MS, an abort to the VLR and a Release is sent to the destination exchange. The release cause received in the Int_Release_Call is used. The MSC then releases all call resources and the procedure CAMEL_OCH_MSC_INIT ends. 

4.5.2.1.6
Action of the MSC in procedure CAMEL_OCH_MSC_ANSWER

If the MSC received a destination address from the GMSC in the ISUP Answer or Connect message, the MSC relays the destination address to the gsmSSF in the Int_DP_O_Answer message.

NOTE:
The sending of e-parameters by the gsmSCF after receiving the DP_O_Answer indication may be to late.

4.5.2.1.7
Action of the MSC in procedure CAMEL_OCH_ETC

In procedure CAMEL_OCH_ETC (sheet 2) the MSC will remain in the Wait_For_Assisting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is between PLMNs.

NOTE:
This means that it may not be possible to access an SRF which does not generate an ISUP Answer Message (ANM). 

If a Progress message is sent towards the MS the progress indicator shall indicate "In Band Information".

4.5.2.1.8
Action of the MSC in procedure CAMEL_Store_Destination_Address

The Int_Store_DA message carries the value of the global variable Destination address and the parameters OR and Forwarding received in the procedure call.

*** Modified Section ***

4.5.3
Retrieval of routeing information

4.5.3.1
Retrieval of routeing information in the GMSC

The functional behaviour of the GMSC is specified in 3G TS 23.018 [3]. The procedures specific to CAMEL are specified in this subclause :

-
Procedure CAMEL_Set_ORA_Parameters

-
Procedure CAMEL_MT_GMSC_INIT

-
Procedure CAMEL_MT_GMSC_ANSWER

-
Procedure CAMEL_MT_GMSC_DISC1

-
Procedure CAMEL_MT_GMSC_DISC2

-
Procedure CAMEL_MT_GMSC_DISC4,

-
Procedure CAMEL_MT_GMSC_DISC5,

-
Procedure CAMEL_MT_GMSC_DISC6

-
Procedure CAMEL_MT_CTR,

-
Procedure CAMEL_MT_ETC

-
Procedure CAMEL_Start_TNRy,

-
Procedure CAMEL_Stop_TNRy.

-
Procedure CAMEL_MT_GMSC_Notify_CF

The procedure Send_ACM_If_Required is specified in 3G TS 23.018 [3].

The following paragraphs gives details on the behaviour of the GMSC in the procedure CAMEL_MT_GMSC_INIT.

4.5.3.1.1
Action of the GMSC on receipt of Int_Release_Call

An ISUP_Release is sent to the originating exchange and resources are released.

4.5.3.1.2
Action of the GMSC on receipt of Int_Error

The GMSC checks in T-CSI the default Call Handling parameter.

If the default call handling is release call, an ISUP_Release is sent to the originating exchange. The MSC then releases all call resources and the procedure CAMEL_MT_GMSC_INIT returns result=fail.

If the default call handling is continue call, the MSC continue call handling without CAMEL support.

4.5.3.1.3
Action of the GMSC on receipt of Int_Continue

If a FTN has been stored the information received from HLR is used to overwrite corresponding call parameters. Note that the MSISDN is replaced by the FTN as the Called party number. The redirection counter is incremented.

If no FTN has been stored, a Send Routeing Info message including a T-CSI suppression parameter is sent to the HLR. The Send Routing Info includes an indication which CAMEL Phases are supported by the GMSC/gsmSSF.

4.5.3.1.4
Action of the GMSC on receipt of Int_Continue_With_Argument
If an FTN has been stored, the information received from HLR is used to overwrite corresponding call parameters. The MSISDN is replaced by the FTN as the Called party number. The redirection counter is incremented.

If no FTN has been stored, a Send Routeing Info message including a T-CSI suppression parameter is sent to the HLR. The Send Routing Info includes an indication which CAMEL phases are supported by the GMSC/gsmSSF.
The MSC shall transparently modify the call parameters with the received information. Call parameters which are not included in the Int_Continue_With_Argument message are unchanged.
Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

4.5.3.1.5
Action of the GMSC on receipt of Int_Connect

If the Destination Number received from the gsmSCF (via the gsmSSF) is the same as the ISUP Called party number, i.e. the MSISDN, the following parameters, if received, are used to overwrite the corresponding ISUP parameters (for mapping see 3G TS 29.078 [5]): Calling Partys Category and Generic Number. If received, the Announcement Suppression Indicator is stored. The further processing is described in subclause 4.5.3.1.3 with the addition that the Announcement Suppression indicator, if stored, is sent to the HLR in the Send_Routeing_Info message.

If:

-
the Destination Number received from the gsmSCF (via the gsmSSF) is not the same as the stored ISUP Called party number, i.e. the MSISDN; and

-
a CUG active indication was received from the HLR ; and

-
CUG information was received in the ISUP_IAM for the incoming call,

then an exception event is reported to the process gsmSSF, an ISUP_Release is sent to the originating exchange and all resources are released.

Otherwise the following parameters, if received, are used to overwrite the corresponding ISUP parameters (for mapping see 3G TS 29.078 [5]): Destination Number, Calling Partys Category, Generic Number, Original Called Party ID, Redirecting Party ID, Announcement Suppression Indicator, and Redirection Information. Call parameters that are not included in the Int_Connect message are unchanged.

As a network operator option loop prevention mechanisms may cause the redirection information to be ignored or modified (e.g., if the Redirection counter has been decreased).

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

The network signalling system shall indicate that this is an internal network number. 

4.5.3.1.6
Action of the GMSC on receipt of Send_Routeing_Info Negative Response (at state Wait_For_Routeing_Info_2)

An exception event is reported to the process gsmSSF. If the Announcement Suppression indicator has been received from the gsmSCF (via the gsmSSF) any announcements or tones shall be suppressed.

4.5.3.1.7
Action of the GMSC on receipt of Send_Routeing_Info ack with MSRN (at state Wait_For_Routeing_Info_2)

An ISUP_IAM with the MSRN as Called party number is constructed.

4.5.3.1.8
Action of the GMSC on receipt of Send_Routeing_Info ack with FTN (at state Wait_For_Routeing_Info_2)

The information received from HLR is used to overwrite corresponding call parameters (for details see 3G TS 23.018 [3]). The redirection counter is incremented. 

4.5.3.1.9
Action of the GMSC on receipt of Send_Routeing_Info ack with O-CSI and FTN (at state Wait_For_Routeing_Info_2)

The information received from the HLR is used to overwrite corresponding call parameters. The redirection counter is incremented. The Called Party Number is set to FTN.

4.5.3.1.10
Action of the GMSC in procedure CAMEL_MT_ETC

In procedure CAMEL_MT_ETC (sheet 2) the GMSC will remain in the Wait_For_Assiting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is between PLMNs.

NOTE:
This means that it may not be possible to access an SRF which does not generate an ISUP Answer Message (ANM).

If a Progress message is sent towards the MS the progress indicator shall indicate "In Band Information".

4.5.3.1.11
Action of the GMSC in procedure CAMEL_MT_GMSC_Notify_CF

The Forwarding reason is taken from the Send Routeing Info ack (for early call forwarding) or the Resume Call Handling (for Optimal Routeing of Late Call Forwarding).

The Int_DP_T_No_Answer and Int_DP_T_Busy messages include a parameter to indicate that the call has encountered conditional call forwarding. The gsmSSF will transfer this parameter to the CAP_Event_Report_BCSM message which it sends to the gsmSCF.

* New section *

4.5.5
Handling of forwarded calls

The handling of forwarded calls in the GMSC or the terminating VMSC is specified in 3G TS 23.018 [3]. The procedures specific to CAMEL are specified in this subclause.

-
Procedure CAMEL_Check_ORLCF_VMSC 

-
Procedure CAMEL_CF_MSC_INIT,

-
Procedure CAMEL_CF_MSC_ANSWER

-
Procedure CAMEL_CF_ETC,

-
Procedure CAMEL_CF_CTR.

A mobile terminated call can be forwarded either in the GMSC (indicated by provision of Forwarded-To-Number from HLR or gsmSCF) or in the MSC (indicated by provisioning of Forwarded-To-Number from VLR).

4.5.5.1 Procedure CAMEL_CF_MSC_INIT: handling of Int_Continue_With_Argument

The received parameters are used to overwrite the corresponding ISUP parameters (for mapping see 3G TS 29.078 [5]). Call parameters which are not included in the Int_Continue_With_Argument message are unchanged.

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

4.5.5.2
Procedure CAMEL_CF_MSC_INIT: handling of Int_Connect 

The received parameters are used to overwrite the corresponding ISUP parameters (for mapping see 3G TS 29.078 [5]. Call parameters which are not included in the Int_Connect message are unchanged.

An a network operator option, loop prevention mechanisms may cause the redirection information to be ignored or modified (e.g., if the Redirection counter has been decreased).

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

The network signalling system shall indicate that this is an internal network number.

4.5.5.3
Action of the MSC in procedure CAMEL_CF_MSC_ANSWER

If the MSC received a destination address from the GMSC in the ISUP Answer or Connect message, the MSC relays the destination address to the gsmSSF in the Int_DP_O_Answer message.

4.5.5.4
Action of the MSC in procedure CAMEL_CF_ETC

In procedure CAMEL_CF_ETC (sheet 2) the GMSC or terminating VMSC will remain in the Wait_For_Assisting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is between PLMNs.

NOTE:
This means that it may not be possible to access an SRF which does not generate an ISUP Answer Message (ANM).

* Modified section *

4.6.1.3
Call Information Report

4.6.1.3.1
Description

This IF is used to send specific call information for a single call to the gsmSCF as requested from the gsmSCF in a previous Call Information Request.

4.6.1.3.2
Information Elements

Information element name
MO
MF
MT
Description

Requested Information List 
M
M
M
This IE specifies a list of Requested information Values which are requested.

Leg ID
M
M
M
This IE indicates the party in the call for which information shall be collected. When absent, it indicates the ‘outgoing’ leg created with Connect,  Continue or Continue With Argument.

M
Mandatory (The IE shall always be sent) 

* Modified section *

4.6.2.3
Call Information Request

4.6.2.3.1
Description

This IF is used to request the gsmSSF to record specific information about a single call and report it to the gsmSCF (with a CallInformationReport)

4.6.2.3.2
Information Elements

Information element name
MO
MF
MT
Description

Requested Information Type List
M
M
M
This IE specifies a list of specific items of information which are requested.

Leg ID
M
M
M
This IE indicates the party in the call for which information shall be collected. When absent, it indicates the ‘outgoing’ leg created with Connect, Continue or Continue With Argument.

M
Mandatory (The IE shall always be sent)

Requested Information Type List contains the following information:

Information element name
MO
MF
MT
Description

Call Attempt Elapsed Time
O
O
O
This IE indicates that the Call Attempt Elapsed Time is requested in the Call Information Report.
Call Attempt Elapsed Time is the duration between the end of the CAMEL processing initiating call setup (Connect, Continue or Continue With Argument IF) and the received answer indication from the called party side.
For the Calling Party, the value of Call Attempt Elapsed Time in the Call Information Report shall be set to 0.

Call Stop Time
O
O
O
This IE indicates that the Call Stop Time is requested in the Call Information Report.
Call Stop Time is the time stamp when the connection is released.

Call Connected Elapsed Time
O
O
O
This IE indicates that the Call Connected Elapsed Time is requested in the Call Information Report.
Call Connected Elapsed Time is the duration between the received answer indication from the called party side and the release of the connection.
For a Calling Party, it indicates the duration between the sending of IDP and the release of that party

Release Cause
O
O
O
This IE indicates that the Release Cause is requested in the Call Information Report.
Release Cause is the release cause for the call.

O
Optional (Service logic dependent)

* New section *

4.6.2.x
Continue With Argument

4.6.2.x.1
Description

This information flow requests the gsmSSF to proceed the call processing with modified information at the DP at which it previously suspended call processing to await gsmSCF instructions. The gsmSSF completes DP processing, and continues basic call processing (i.e., proceeds to the next point in call in the BCSM) with the modified call setup information as received from the gsmSCF.

4.6.2.x.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
Description

Alerting Pattern
-
-
O
This parameter indicates the kind of Alerting Pattern to be applied.

Calling Partys Category
O
O
O
This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Generic Number
O
O
O
This IE contains the generic number. Its used to convey the additional calling party number, which e.g. could be used to modify the calling line ID presented to the called user.

NA Carrier Information
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
This IE identifies the type of number in the NA Charge Number (e.g. subscriber versus PLMN operator number).

NA Charge Number
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.

Original Called Party ID
O
O
O
This IE carries the dialled digits if the call has met call forwarding on route to the gsmSSF or is forwarded by the gsmSCF.

Redirecting Party ID
O
O
O
This IE indicates the directory number the call was redirected from.

Redirection Information
O
O
O
This IE contains forwarding related information, such as redirecting counter.

Suppression Of Announcements
-
-
O
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

O
Optional (Service logic dependent)

-
Not applicable

NA Carrier Information contains the following information:

Information element name
MO
MF
MT
Description

NA Carrier Identification Code
M
M
M
This IE uniquely identifies a North American long distance carrier.

NA Carrier Selection Information
M
M
M
This IE indicates the way the carrier was selected e.g.:

· dialled

· subscri bed

M
Mandatory (The IE shall always be sent)

