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Reason for 
change:

The removal of the destination number check after Connect, raises the need of a simple mechanism by which the SCF instructs the SSF to continue call processing with modified call setup information (e.g. alerting pattern).

It is proposed to include in CAMEL Phase 3 the ContinueWithArgument from CS-2, enhanced with all parameters of Connect except the Destination Routing Address and NA-carrier information.
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comments:


* New section *

6.1 Operations and arguments

…

continueWithArgument {PARAMETERS-BOUND : bound} OPERATION ::= {


ARGUMENT

ContinueWithArgumentArg {bound}


RETURN RESULT
FALSE


ERRORS 


{missingParameter |






unexpectedComponentSequence |






unexpectedDataValue |






unexpectedParameter}


CODE


opcode-continueWithArgument


}

-- Direction: gsmSCF ( gsmSSF, Timer: Tcwa  
-- This operation is used to request the gsmSSF to proceed with call processing at the DP at which it 

-- previously suspended call processing to await gsmSCF instructions (i.e. proceed to the next point 

-- in call in the BCSM). The gsmSSF continues call processing with the modified call setup information as received from the gsmSCF.

ContinueWithArgumentArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {


alertingPattern
[1] AlertingPattern
OPTIONAL,


extensions
[6] SEQUENCE SIZE(1..bound.&numOfExtensions) OF 


    ExtensionField {bound} 
OPTIONAL,


callingPartysCategory
[51] CallingPartysCategory
OPTIONAL,


genericNumbers




[54] GenericNumbers {bound}




OPTIONAL,


suppressionOfAnnouncement
[55] SuppressionOfAnnouncement
OPTIONAL,


…,


}

* New section *

14.X.1
General description

This operation is used to request the SSF to proceed with call processing at the DP at which it previously suspended call processing to await SCF instructions. It is also used to provide additional service related information to a User (Called Party or Calling Party) whilst the call processing proceeds.

14.X.1.1
Parameters

‑
alertingPattern: 


See ITU‑T Recommendation Q.1290 [29] It only applies if the network signalling support this parameter or if gsmSSF is the terminating local exchange for the subscriber.

‑
callingPartysCategory: 
This parameter is used by the SSF to overwrite the INServiceCompatibilityIndication which has been derived during triggering of the given IN service. It is up to the Network Operator whether or not the overwrite is allowed.

‑
genericNumbers
This parameter allows the gsmSCF to modify the GenericNumber information received from the gsmSSF, if any. Also, it allows the gsmSCF to precise a Generic Number information to the gsmSSF if the gsmSSF has not preciously done so.

‑
suppressionOfAnnouncement: 
This parameter indicates that announcements and tones which are played in the exchange at non‑successful call set‑up attempts shall be suppressed.

14.X.2
Spare

14.X.3
Responding entity (SSF)

14.X.3.1
Normal procedure

SSF precondition: 

(1)  A control relationship exists between the SSF and the SCF

(2)
BCSM: Basic call processing has been suspended at any DP.

(3)
SSF-FSM is in the state "Waiting for Instructions"

SSF postcondition: 

(1) BCSM: Basic call processing continues with modified information.

(2) The SSF-FSM moves to the state “Monitoring” if there exist armed EDPs or outstanding reports, otherwise the SSF-FSM transits to “Idle”.

14.X.3.2
Error handling

Generic error handling for the operation related errors are described in clause 17 and the TC services which are used for reporting operation errors are described in clause 19.

