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*** First modified section ***

3.2
Definitions

Subscriber data to be stored in the HLR, VLR and SGSN are defined in GSM 03.08, and in GSM 03.6x, GSM 03.8x and GSM 03.9x-series of technical specifications.

…

-
CAMEL subscription information (Group H):

· Originating CAMEL Subscription Information (O-CSI);
· Supplementary Service Invocation Notification CAMEL Subscription Information (SS-CSI)
;

· SMS CAMEL Subscription Information (SMS-CSI);

· Mobility Management Event Notification CAMEL Subscription Information (M-CSI).

The following groups of GPRS subscriber information are defined:

 -
subscriber information (Group P1):

 -
International Mobile Subscriber Identity (IMSI);

-
basic Mobile Station International ISDN Number (MSISDN);

-
subscriber status;

 -
basic service information (Group P2):

-
Teleservice list.

 -
Operator Determined Barring (ODB) information (Group P3):

 -
ODB Data for GPRS services;

 -
roaming restriction information (Group P4):

 -
roaming restriction in SGSN due to unsupported feature;

 -
regional subscription information (Group P5):

 -
regional subscription data.

-
GPRS subscription information (Group P6):

· GPRS subscription data.

-
GPRS CAMEL data (Group P7):

· GPRS CAMEL subscription information

· SMS CAMEL subscription information.

*** Next modified section ***

4.3.1
Order of information sent by the HLR

The order of information is defined by the order in which the transfer syntax is generated by the HLR. This includes a sequence of messages as well as the syntax within a message (first to last message, component, operation, parameter, etc.).

With the above definitions, the following rules shall apply for non-GPRS subscriber data for the order of information within an HLR-VLR dialogue:

-
Group A information (subscriber status) shall be sent first;

 -
Group B information shall be sent after Group A information and before any Group C, E, F, G or H information;

 -
Group D information shall be sent after Group A information and in any order with respect to Group B, C, E, F, G and H information.

 -
a specific order of Group C, E, F, G or H information is not required.

There is no requirement for the sending of subscriber information groups in the same message.

With the above definitions, the following rules shall apply for GPRS subscriber data for the order of information within a dialogue:

 -
Group P1 information (subscriber status) shall be sent first;

-
Group P2 information shall be sent after P1 information and before P4 and P5 information

-
Group P3 information shall be sent after Group P1 information and in any order with respect to Group P2, P4, P5, P6 and P7 information.

-
a specific order of Group P4, P5, P6 and P7 information is not required.

*** Next modified section ***

4.5.4
Consistency of supplementary service data

…

  ¦
  ¦ +----+
  +-¦IMSI¦
  ¦ +----+
  ¦ +-----------+
  +-¦Access Mode¦
  ¦ +-----------+
  ¦ +------------+
  +-¦Basic MSISDN¦
  ¦ +------------+
  ¦ +------------------+
  +-¦Basic Service List¦
  ¦ +------------------+
  ¦ +--------------------------+
  +-¦ODB Data for GPRS services¦
  ¦ +--------------------------+
  ¦ +------------------------------------+
  +-¦Roaming Restriction Data in the SGSN¦
  ¦ +------------------------------------+
  ¦ +--------------------------+
  +-¦Regional Subscription Data¦
  ¦ +--------------------------+
  ¦ +------------------------------+
  +-¦GPRS subscription Data        ¦
  ¦ +------------------------------+
  ¦ +-----------------------------------+
  +-¦GPRS CAMEL Data                    ¦
    +-----------------------------------+

Figure 1a: Abstract data structure of GPRS Subscriber Data (Data sent to the SGSN)



+-CAMEL Subscription Information
  ¦
  +- Originating CAMEL Subscription Info
  ¦  ¦
  ¦  +- TDP Data List
  ¦  ¦  ¦
  ¦  ¦  +- O-BCSM CAMEL TDP Data (1)
  ¦  ¦  ¦  ¦
  ¦  ¦  ¦  +- O-BCSM TDP
  ¦  ¦  ¦  +- DPCriteria
  ¦  ¦  ¦  +- Service Key
  ¦  ¦  ¦  +- gsmSCF Address
  ¦  ¦  ¦  +- Default Call Handling
  ¦  ¦  ¦
  ¦  ¦  +-.....
  ¦  ¦  ¦
  ¦  ¦  +- O-BCSM CAMEL TDP Data (n)
  ¦  ¦     ¦
  ¦  ¦     +- O-BCSM TDP 
  ¦  ¦     +- DPCriteria
  ¦  ¦     +- Service Key  
  ¦  ¦     +- gsmSCF Address
  ¦  ¦     +- Default Call Handling
  ¦  ¦
  ¦  +- CAMEL Capability Handling
  ¦
  ¦
  +- SS Invocation Notification CAMEL Subscription Info
  ¦  ¦
  ¦  +- Notification Criteria
  ¦  +- gsmSCF address
  ¦
  +- Translation Information Flag
  ¦
  +- SMS CAMEL Subscription Info
  ¦
  +- Mobility Management CAMEL Subscription Info
     ¦
     +- Mobility Trigger List
     +- Service Key
     +- gsmSCF Address


Figure 12: CAMEL subscription info

+-GPRS CAMEL Data 
    ¦
    +- GPRS CAMEL Subscription Information
    ¦    ¦
    ¦    +- GPRS CAMEL TDP Data (1)
    ¦    ¦    ¦
    ¦    ¦    +- GPRS TDP
    ¦    ¦    +- Service Key
    ¦    ¦    +- gsmSCF Address
    ¦    ¦    +- Default Call Handling
    ¦    ¦
    ¦    +- .....
    ¦    ¦
    ¦    +- GPRS CAMEL TDP Data (n)
    ¦         ¦
    ¦         +- O-Bcsm TDP
    ¦         +- Service Key
    ¦         +- gsmSCF Address
    ¦         +- Default Call Handling
    ¦
    +- SMS CAMEL Subscription Info


Figure A: GPRS CAMEL data and GPRS CAMEL subscription info

+- SMS CAMEL Subscription Info
     ¦
     +- TDP Data List
     ¦  ¦
     ¦  +- SMS-BCSM CAMEL TDP Data (1)
     ¦  ¦  ¦
     ¦  ¦  +- SMS-BCSM TDP
     ¦  ¦  +- Service Key
     ¦  ¦  +- gsmSCF Address
     ¦  ¦  +- Default SMS Handling
     ¦  ¦
     ¦  +-.....
     ¦  ¦
     ¦  +- SMS-BCSM CAMEL TDP Data (n)
     ¦     ¦
     ¦     +- SMS-BCSM TDP 
     ¦     +- Service Key  
     ¦     +- gsmSCF Address
     ¦     +- Default SMS Handling
     ¦
     +- CAMEL Capability Handling

Figure B: SMS subscription info
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