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10.1.3
Parameter use

User error
This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Unknown Subscriber;

-
Number changed;

-
Call Barred;


This error will indicate that either incoming calls are barred for this MS or that calls are barred due to Operator Determined Barring (see GSM 02.41 for a definition of this network feature).

-
CUG Reject;


The value of this error cause will indicate the reason for CUG Reject.

-
Bearer Service Not Provisioned;

-
Teleservice Not Provisioned;


A subscription check has been performed and the call has not passed the check due to incompatibility with regard to the requested service. Depending on the nature of the incompatibility, either of these messages will be returned.

-
Facility Not Supported;

-
Absent Subscriber;


This indicates that the location of the MS is not known (either the station is not registered and there is no location information available or the Provide Roaming Number procedure fails due to IMSI detached flag being set), or the GMSC requested forwarding information with a forwarding reason of not reachable, and the call forwarding on MS not reachable service is not active.

-
Busy Subscriber;


This indicates that Call Forwarding on Busy was not active for the specified basic service group when the GMSC requested forwarding information with a forwarding reason of busy.


The error may also indicate that the subscriber is busy due to an outstanding CCBS recall. In the error data it may then be specified that CCBS is possible for the busy encountered call.

-
No Subscriber Reply;


This indicates that Call Forwarding on No Reply was not active for the specified basic service group when the GMSC requested forwarding information with a forwarding reason of no reply.

-
OR Not Allowed;


This indicates that the HLR is not prepared to accept an OR interrogation from the GMSC, or that calls to the specified subscriber are not allowed to be optimally routed.

-
Forwarding Violation;

-
System Failure;

-
Data Missing;

· Unexpected Data Value.

· MNP Mismatch Error.

This indicates that there is a mismatch in the MNP database.

See subclause 7.6 for a definition of these errors.

17.5
MAP operation and error codes

-- generic error codes

systemFailure  SystemFailure ::= localValue 34

dataMissing  DataMissing ::= localValue 35

unexpectedDataValue  UnexpectedDataValue ::= localValue 36

facilityNotSupported  FacilityNotSupported ::= localValue 21

incompatibleTerminal  IncompatibleTerminal ::= localValue 28

resourceLimitation  ResourceLimitation ::= localValue 51

-- identification and numbering error codes

unknownSubscriber  UnknownSubscriber ::= localValue 1

numberChanged  NumberChanged ::= localValue 44

unknownMSC  UnknownMSC ::= localValue 3

unidentifiedSubscriber  UnidentifiedSubscriber ::= localValue 5

unknownEquipment  UnknownEquipment ::= localValue 7

mnpmismatch   MnpMismatch : : = localValue X

-- subscription error codes

roamingNotAllowed  RoamingNotAllowed ::= localValue 8

illegalSubscriber  IllegalSubscriber ::= localValue 9

illegalEquipment  IllegalEquipment ::= localValue 12

bearerServiceNotProvisioned  BearerServiceNotProvisioned ::=


localValue 10

teleserviceNotProvisioned  TeleserviceNotProvisioned ::=


localValue 11

17.6.3
Call Handling Operations

.$MAP-CallHandlingOperations {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CallHandlingOperations (7)

   version5 (5)}

DEFINITIONS

::=

BEGIN

EXPORTS


SendRoutingInfo,


ProvideRoamingNumber,


ResumeCallHandling,


ProvideSIWFSNumber,


SIWFSSignallingModify,


SetReportingState,


StatusReport,


RemoteUserFree

;

IMPORTS


OPERATION

FROM TCAPMessages {

   ccitt recommendation q 773 modules (2) messages (1) version2 (2)}


SystemFailure,


DataMissing,


UnexpectedDataValue,


FacilityNotSupported,


OR-NotAllowed,


UnknownSubscriber,


NumberChanged,


BearerServiceNotProvisioned,


TeleserviceNotProvisioned,


NoRoamingNumberAvailable,


AbsentSubscriber,


BusySubscriber,


NoSubscriberReply,


CallBarred,


ForwardingViolation,


ForwardingFailed,


CUG-Reject,


ResourceLimitation,


IncompatibleTerminal,


UnidentifiedSubscriber,


MnpMismatch
FROM MAP-Errors {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Errors (10) version5 (5)}


SendRoutingInfoArg,


SendRoutingInfoRes,


ProvideRoamingNumberArg,


ProvideRoamingNumberRes,


ResumeCallHandlingArg,


ResumeCallHandlingRes,


ProvideSIWFSNumberArg,


ProvideSIWFSNumberRes,


SIWFSSignallingModifyArg,


SIWFSSignallingModifyRes,


SetReportingStateArg,


SetReportingStateRes,


StatusReportArg,


StatusReportRes,


RemoteUserFreeArg,


RemoteUserFreeRes

FROM MAP-CH-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CH-DataTypes (13) version5 (5)}

;

SendRoutingInfo ::= OPERATION



--Timer m--

ARGUMENT



sendRoutingInfoArg
SendRoutingInfoArg


RESULT



sendRoutingInfoRes
SendRoutingInfoRes


ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



FacilityNotSupported,



OR-NotAllowed,



UnknownSubscriber,



NumberChanged,



BearerServiceNotProvisioned,



TeleserviceNotProvisioned,



AbsentSubscriber,



BusySubscriber,



NoSubscriberReply,



CallBarred,



CUG-Reject,



ForwardingViolation,



MnpMismatch }

17.6.6
Errors

.$MAP-Errors {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Errors (10) version5 (5)}

DEFINITIONS

::=

BEGIN

EXPORTS


-- generic errors


SystemFailure,


DataMissing,


UnexpectedDataValue,


FacilityNotSupported,


IncompatibleTerminal,


ResourceLimitation,


-- identification and numbering errors


UnknownSubscriber,


NumberChanged,


UnknownMSC,


UnidentifiedSubscriber,


UnknownEquipment,


MnpMismatch,


-- subscription errors


RoamingNotAllowed,


IllegalSubscriber,


IllegalEquipment,


BearerServiceNotProvisioned,


TeleserviceNotProvisioned,


-- handover errors


NoHandoverNumberAvailable,


SubsequentHandoverFailure,


-- operation and maintenance errors


TracingBufferFull,


-- call handling errors


OR-NotAllowed,


NoRoamingNumberAvailable,


BusySubscriber,


NoSubscriberReply,


AbsentSubscriber,


CallBarred,


ForwardingViolation,


ForwardingFailed,


CUG-Reject,


-- any time interrogation errors


ATI-NotAllowed,


-- supplementary service errors


IllegalSS-Operation,


SS-ErrorStatus,


SS-NotAvailable,


SS-SubscriptionViolation,


SS-Incompatibility,


UnknownAlphabet,


USSD-Busy,


PW-RegistrationFailure,


NegativePW-Check,


NumberOfPW-AttemptsViolation,


ShortTermDenial,


LongTermDenial,


-- short message service errors


SubscriberBusyForMT-SMS,


SM-DeliveryFailure,


MessageWaitingListFull,


AbsentSubscriberSM,


-- Group Call errors


NoGroupCallNumberAvailable,


-- location service errors


UnauthorizedRequestingNetwork,


UnauthorizedLCSClient,


PositionMethodFailure,


PositionMethodFailureWithRestart,


LMUUnknownOrOffline,


TrafficChannelEstablishmentFailure,


UnknownOrUnreachableLCSClient

;

IMPORTS


ERROR

FROM TCAPMessages {

   ccitt recommendation q 773 modules (2) messages (1) version2 (2)}


SS-Status

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version5 (5)}


SS-IncompatibilityCause,


PW-RegistrationFailureCause,


SM-DeliveryFailureCause,


SystemFailureParam,


DataMissingParam,


UnexpectedDataParam,


FacilityNotSupParam,


UnknownSubscriberParam,


NumberChangedParam,


UnidentifiedSubParam,


RoamingNotAllowedParam,


IllegalSubscriberParam,


IllegalEquipmentParam,


BearerServNotProvParam,


TeleservNotProvParam,


TracingBufferFullParam,


NoRoamingNbParam,


OR-NotAllowedParam,


AbsentSubscriberParam,


BusySubscriberParam,


NoSubscriberReplyParam,


CallBarredParam,


ForwardingViolationParam,


ForwardingFailedParam,


CUG-RejectParam, 


ATI-NotAllowedParam,


SubBusyForMT-SMS-Param,


MessageWaitListFullParam,


AbsentSubscriberSM-Param,


ResourceLimitationParam,


NoGroupCallNbParam,


IncompatibleTerminalParam,


ShortTermDenialParam,


LongTermDenialParam,


UnauthorizedRequestingNetwork-Param,


UnauthorizedLCSClient-Param,


PositionMethodFailure-Param,


PositionMethodFailureWithRestart-Param,


LMUUnknownOrOffline-Param,


TrafficChannelEstablishmentFailure-Param,

UnknownOrUnreachableLCSClient-Param

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version5 (5)}

;

-- generic errors

SystemFailure ::= ERROR


PARAMETER



systemFailureParam
SystemFailureParam



-- optional
DataMissing ::= ERROR


PARAMETER



dataMissingParam
DataMissingParam



-- optional



-- dataMissingParam must not be used in version <3

UnexpectedDataValue ::= ERROR


PARAMETER



unexpectedDataParam
UnexpectedDataParam



-- optional



-- unexpectedDataParam must not be used in version <3
FacilityNotSupported ::= ERROR


PARAMETER



facilityNotSupParam
FacilityNotSupParam



-- optional



-- facilityNotSupParam must not be used in version <3
IncompatibleTerminal ::= ERROR


PARAMETER



incompatibleTerminalParam
IncompatibleTerminalParam



-- optional
ResourceLimitation ::= ERROR


PARAMETER



resourceLimitationParam
ResourceLimitationParam



-- optional
-- identification and numbering errors

UnknownSubscriber ::= ERROR


PARAMETER



unknownSubscriberParam
UnknownSubscriberParam



-- optional



-- unknownSubscriberParam must not be used in version <3
NumberChanged ::= ERROR


PARAMETER



numberChangedParam
NumberChangedParam



-- optional
UnknownMSC ::= ERROR

UnidentifiedSubscriber ::= ERROR


PARAMETER



unidentifiedSubParam
UnidentifiedSubParam



-- optional



-- unidentifiedSubParam must not be used in version <3
UnknownEquipment ::= ERROR

MnpMismatch ::= ERROR


PARAMETER



mnpmismatchParam
MnpMismatchParam



-- optional
-- subscription errors

RoamingNotAllowed ::= ERROR


PARAMETER



roamingNotAllowedParam
RoamingNotAllowedParam

IllegalSubscriber ::= ERROR


PARAMETER



illegalSubscriberParam
IllegalSubscriberParam



-- optional



-- illegalSubscriberParam must not be used in version <3
IllegalEquipment ::= ERROR


PARAMETER



illegalEquipmentParam
IllegalEquipmentParam



-- optional



-- illegalEquipmentParam must not be used in version <3
BearerServiceNotProvisioned ::= ERROR


PARAMETER



bearerServNotProvParam
BearerServNotProvParam



-- optional



-- bearerServNotProvParam must not be used in version <3
TeleserviceNotProvisioned ::= ERROR


PARAMETER



teleservNotProvParam
TeleservNotProvParam



-- optional



-- teleservNotProvParam must not be used in version <3
17.7.7
Error data types

.$MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version5 (5)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoamingNotAllowedParam,


CallBarredParam,


CUG-RejectParam,


SS-IncompatibilityCause,


PW-RegistrationFailureCause,


SM-DeliveryFailureCause,


SystemFailureParam,


DataMissingParam,


UnexpectedDataParam,


FacilityNotSupParam,


OR-NotAllowedParam,


UnknownSubscriberParam,


NumberChangedParam,


UnidentifiedSubParam,


IllegalSubscriberParam,


IllegalEquipmentParam,


BearerServNotProvParam,


TeleservNotProvParam,


TracingBufferFullParam,


NoRoamingNbParam,


AbsentSubscriberParam,


BusySubscriberParam,


NoSubscriberReplyParam,


ForwardingViolationParam,


ForwardingFailedParam, 


ATI-NotAllowedParam,


SubBusyForMT-SMS-Param,


MessageWaitListFullParam,


AbsentSubscriberSM-Param,


AbsentSubscriberDiagnosticSM,


ResourceLimitationParam,


NoGroupCallNbParam,


IncompatibleTerminalParam,


ShortTermDenialParam,


LongTermDenialParam,


UnauthorizedRequestingNetwork-Param,


UnauthorizedLCSClient-Param,


PositionMethodFailure-Param,


PositionMethodFailureWithRestart-Param,


LMUUnknownOrOffline-Param,


TrafficChannelEstablishmentFailure-Param,


UnknownOrUnreachableLCSClient-Param,

MnpMismatchParam
;

MnpMismatchParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

.#END

C.5
Changes to parameters of errors

This subclause lists in alphabetical order the errors whose parameters have changed.

C.5.X
MNP Mismatch

The error MnpMismatch shall be added to indicate an error in the MNP database. This error shall be sent in the Send Routing ack in all MAP versions. 
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