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Following is proposal for introduction of R-CSI to 23.008:

2.14
Data related to CAMEL

2.14.1 Subscriber Data stored in HLR

. . . 

2.14.1.a
Roaming CAMEL Subscription Information (R-CSI)

This data defines the contents of the Roaming CAMEL subscription information used to interwork with the gsmSCF for MO and MF call. It is applicable at TDP Analysed Info. It consists of:

1. DP Criteria list: This consists of 1 to 10 entries containing:

2. DP Criterion: It indicateds when the gsmSSF shall request gsmSCF for instructions.
3. A gsmSCF address. It is the gsmSCF address (E164 number) where this Subscribed Dialled CAMEL service is treated for the subscriber. A gsmSCF address is associated to each DP Criterion.

4. A serviceKey. The serviceKey identifies to the gsmSCF the service logic. A serviceKey is associated to each DP Criterion.

5. A default Call Handling. It indicates whether the call shall be released or continued as requested in case of error in the gsmSSF to gsmSCF dialogue. A default Call Handling is associated to each DP Criterion.

6. CAMEL capability handling. It indicates the CAMEL phase associated to the R-CSI (CAMEL phase3 shall be indicated).
7. Activation Flag: It indicates whether the R-CSI is active.

8. Notification Flag: It indicates whether the change of the R-CSI shall trigger the Notification on Change of Subscriber Data.
next modified section

2.14.1.� Subscriber data stored in VLR

2.14.1.1 Originating CAMEL Subscription Information (O-CSI)

The Originating CAMEL Subscription Information (O-CSI) are stored in the VLR:

This data defines the contents of the originating CAMEL subscription information used to interwork with the gsmSCF for MO and CF call. It consists of:

1. A TDP list.: DP Collected_Info,  DP Route_Selection_Failure are possible

2. A gsmSCF address. It is the gsmSCF address (E164 number) where the CAMEL service is treated for the subscriber. A gsmSCF address is associated to each serviceKey.

3. A serviceKey. The serviceKey identifies to the gsmSCF the service logic.. A serviceKey is  associated to each TDP.

4. A default Call Handling. The default call handling indicates whether the call shall be released or continued as requested in case of error in the gsmSSF to gsmSCF dialogue. A default Call Handling is associated to each serviceKey.

5. DP criteria: The DP criteria indicates on which criteria the gsmSSF shall access the gsmSCF 

6. CAMEL capability handling. It gives the CAMEL phase associated to the O-CSI (CAMEL phase1, or phase2, or phase3).

2.14.x.y
Roaming CAMEL Subscription Information (R-CSI)

This data defines the contents of the Roaming CAMEL subscription information used to interwork with the gsmSCF for MO and MF call. It is applicable at TDP Analysed Info. It consists of:

9. DP Criteria list: This consists of 1 to 10 entries containing:

10. DP Criterion: It indicateds when the gsmSSF shall request gsmSCF for instructions.

11. A gsmSCF address. It is the gsmSCF address (E164 number) where this Subscribed Dialled CAMEL service is treated for the subscriber. A gsmSCF address is associated to each DP Criterion.

12. A serviceKey. The serviceKey identifies to the gsmSCF the service logic. A serviceKey is associated to each DP Criterion.

13. A default Call Handling. It indicates whether the call shall be released or continued as requested in case of error in the gsmSSF to gsmSCF dialogue. A default Call Handling is associated to each DP Criterion.

14. CAMEL capability handling. It indicates the CAMEL phase associated to the R-CSI (CAMEL phase3 shall be indicated).

15. Activation Flag: It indicates whether the R-CSI is active.

16. Notification Flag: It indicates whether the change of the R-CSI shall trigger the Notification on Change of Subscriber Data.

next modified section

Table 1: Overview of data stored for non-GPRS Network Access Mode

PARAMETER
SUB CLAUSE
HLR
VLR
TYPE


…






Originating CAMEL Subscription Information (O-CSI)
2.14.1.1/3.1
C
C
P


Roaming CAMEL Subscription Information (R-CSI)
2.14.1.A
C
C
P


Terminating CAMEL Subscription Information (T-CSI)
2.14.1.2
C

P


Terminating CAMEL Subscription Information (VT-CSI)
2.14.1.2/3.2
C
C
P


Location Information/Subscriber state Information
2.14.1.3
C
-
P


USSD CAMEL subscription information(U-CSI)
2.14.1.4
C
-
P


SS invocation notification (SS-CSI)
2.14.1.5/3.3
C
C
P


FTN translation information flag(TIF-CSI)
2.14.1.6
C
-
P


Mobility Management event notification(M-CSI) 
2.14.1.A/3.A
C
C-
P


Short Message Service CAMEL Subscription Information (SMS-CSI)
2.14.1.B/3.B
C
C-
P


USSD General CAMEL service information (UG—CSI)
2.14.2
C
-
P


Negotiated  with VLR CAMEL Capability Handling
2.14.2
C
-
T
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