
3GPP-CN2 Meeting #13
Document
N2A00-0016

Kyoto, Japan, 17 - 21 January 2000









CHANGE REQUEST





23.078
CR
044
Current Version:
3.3.0














For submission to: 

for approval
X

strategic




for information


non-strategic











Proposed change affects:
(U)SIM

ME

UTRAN / Radio

Core Network
X





Source:
Ericsson
Date: 
10-01-2000



Subject:
Technical and editorial corrections to chapter circuit switched call control



Work item:
CAMEL Phase 3



Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96



B
Addition of feature


Release 97



C
Functional modification of feature


Release 98



D
Editorial modification


Release 99
X





Release 00




Reason for 
change:
This CR proposes a number of technical and editorial corrections to chapter 4 of 3G TS 23.078 (Circuit Switched Call Control).



Clauses affected:
4



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:
· The figure numbering of Process gsmSSF shall be corrected.

*** First Modified Section ***

4.3.6
Other CAMEL data

4.3.6.1
Location information/Subscriber state Interrogation

This data indicates whether additional subscriber information shall be sent to the GMSC as part of the terminating call handling.

-
an indication that the HLR shall send the location information of the called subscriber.

-
an indication that the HLR shall send the subscriber state of the called subscriber.

4.3.6.2
Translation Information Flag CAMEL Subscription Information (TIF-CSI)

4.3.6.2.1
Translation Information Flag

A flag (TIF) in the CAMEL Subscriber data in the HLR indicates, when the subscriber registers a forwarded-to number, that the HLR shall not attempt to perform any translation, number format checks, prohibited FTN checks, call barring checks (cf. 4.7.2). 

If the flag is absent, this indicates that a translation is needed in the HLR and the usual procedure applies as defined in the current version of 3G TS 23.082 [27]. In particular, the interaction with barring services shall be performed by the HLR at the registration of the FTN.

A flag (TIF) in the CAMEL Subscriber data in the VLR indicates, when the subscriber registers a forwarded-to number, that the VLR shall not attempt to perform any translation, number format checks, prohibited DTN checks, call barring checks (cf. 4.7.2). 

If the flag is absent, this indicates that a translation is needed in the VLR and the usual procedure applies as defined in the current version of 3G TS 23.082 [27]. In particular, the interaction with barring services shall be performed by the VLR at the registration of the DTN.

4.3.6.2.2 Notification flag

The notification flag indicates whether the change of the TIF-CSI is notified to the gsmSCF or not.

*** Next Modified Section ***

4.5.3.3
Handling of provide roaming number request in the VLR

The functional behaviour of the VLR is specified in 3G TS 23.018[3]. The procedure specific to CAMEL is specified in this subclause :

-
CAMEL_SET_SOA.
*** Next Modified Section ***
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CR Editor’s note: the above change removes unncessary double inverse logic.

*** Next Modified Section ***

4.6.1.4
Event Report BCSM

4.6.1.4.1
Description

This IF is used to notify the gsmSCF of a call-related event (i.e., BCSM events as answer and disconnect) previously requested by the gsmSCF in a Request Report BCSM Event IF.

4.6.1.4.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Event type BCSM
M
M
M
M
This IE specifies the type of event that is reported.

Event Specific Information BCSM
C
C
C
C
This IE indicates the call related information specific to the event.

Leg ID
M
M
M
M
This IE indicates the party in the call for which the event is reported.

Misc Call Info
M
M
M
M
This IE indicates the DP type.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if available)

Event Specific Information BCSM contains the following information for the O Answer and T Answer cases: 

Information element name
MO
MF
MT
VT
Description

Destination address
M
M
M
M
This IE specifies the destination address for the call leg.

OR
-
C
C
-
This IE indicates that the call was subject to basic Optimal Routeing as specified in 3G TS 23.079 [x].

Forwarded call
-
M
C
C
This IE indicates that the call has been subject to GSM call forwarding.

M
Mandatory (The IE shall always be sent) 

C
Conditional (The IE shall be sent if its value is True, otherwise it shall not be sent)

-
Not applicable

*** Next Modified Section ***

4.6.2.14
Reset Timer

4.6.2.14.1
Description

This IF is used to refresh a timer. 

4.6.2.14.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Timer Value
M
M
M
M

This IE specifies the value to which the indicated timer shall be set.

Timer ID
O
O
O
O

This IE indicates which timer shall be reset. It shall be set to ‘Tssf’.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

*** Next Modified Section ***

4.6.2.15
Send Charging Information

4.6.2.15.1
Description

This IF is used to send e-parameters from the gsmSCF to the gsmSSF. If charge advice information is received from the gsmSCF, it shall replace the charge advice information which would be generated by the MSC and inhibit any further generation of CAI by the MSC. Further processing of the charge advice information by the MSC shall be in accordance with the GSM Advice of Charge Supplementary Service. 

The IF is only used in the MO case or in the VT case.

NOTE: 
If charge advice information is received from the gsmSCF after charge information has been generated by the MSC and sent to the MS, the behaviour of the service may be unpredictable or incorrect ; the service designer should therefore ensure that the first set of charge advice information is sent to the gsmSSF before charge information is sent to the to the MS.

4.6.2.15.2
Information Elements

The following information elements are only used for the MO case and for  the VT case:

Information element name
MO
MF
MT
VT
Description

SCI Billing Charging
Characteristics
M
-
-
M
This IE defines the Advice Of Charge related information to be provided to the Mobile Station

Leg ID
M
-
-
M
This IE indicates where the charging information shall be sent.

M
Mandatory (The IE shall always be sent)

SCI Billing Charging Characteristics is defined as:

Information element name
MO
MF
MT
VT
Description

AOC After Answer
C
-
-
C
This IE is sent after an Answer from event has been detected from the called party, the current connected SRF or the temporary connection. 

AOC Before Answer
C
-
-
C
This IE is sent before an Answer event has been detected from the called party, the current connected SRF or the temporary connection.

C
Conditional (only one of these IEs may be sent)

AOC Before Answer is defined as:

Information element name
MO
MF
MT
VT
Description

AOC Initial
M
-
-
M
This IE contains CAI elements as defined in 3G TS 22.024 [x].

AOC Subsequent
O
-
-
O
See definition in the next table.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

AOCSubsequent is defined as:

Information element name
MO
MF
MT
VT
Description

CAI Elements
M
-
-
M
This IE contains CAI elements as defined in 3G TS 22.024 [x].

Tariff Switch Interval
O
-
-
O
This IE indicates the tariff switch time until the next tariff switch applies.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

AOCAfterAnswer is defined as:

Information element name
MO
MF
MT
VT
Description

CAI Elements
M
-
-
M
This IE contains CAI elements as defined in 3G TS 22.024 [x].

Tariff Switch Interval
O
-
-
O
This IE indicates the tariff switch time until the next tariff switch applies.

M
Mandatory (The IE shall always be sent)

*** Next Modified Section ***

4.6.3.3
Play Announcement

4.6.3.3.1
Description

This IF is used for inband interaction. 

4.6.3.3.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Information To Send
M
M
M
M
This IE indicates an announcement or a tone to be sent to the end user by the gsmSRF.

Disconnect From IP Forbidden
M
M
M
M
This IE indicates whether or not the gsmSRF may be disconnected from the user when all information has been sent.

Request Announcement Complete
M
M
M
M
This IE indicates whether or not a SpecializedResourceReport shall be sent to the gsmSCF when all information has been sent.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

Information To Send contains the following information:

Information element name
MO
MF
MT
VT
Description

Inband Info
C
C
C
C
This IE indicates the inband information to be sent.

Tone
C
C
C
C
This IE indicates the tone to be sent. The mapping from the code points of this IE to tones is a matter for agreement between the gsmSCF operator and the gsmSRF operator.


C
Conditional (only one element shall be present)
CR Editor’s note: this correction is in alignment with CAP

Inband Info contains the following information:

Information element name
MO
MF
MT
VT
Description

Message ID
M
M
M
M
This IE is described in the next table.

Number Of Repetitions
M
M
M
M
This IE indicates the maximum number of times the message shall be sent to the end-user.

Duration
O
O
O
O
This IE indicates the maximum duration time in seconds that the message shall be played/repeated. Zero indicates endless repetition.

Interval
O
O
O
O
This IE indicates the time interval in seconds between two repetitions.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

Message ID contains the following information:

Information element name
MO
MF
MT
VT
Description

Elementary Message ID
C
C
C
C
This IE indicates a single announcement

Text
C
C
C
C
This IE indicates a text to be sent. The text shall be transformed to inband information (speech) by the gsmSRF.

Elementary Message IDs
C
C
C
C
This IE indicates a sequence of announcements

Variable Message
C
C
C
C
This IE indicates an announcement with one or more variable parts.


C
Conditional (only one element shall be present)

CR Editor’s note: this correction is in alignment with CAP

Tone contains the following information:

Information element name
MO
MF
MT
VT
Description

Tone ID
M
M
M
M
This IE indicates the tone to be sent.

Duration
O
O
O
O
This IE indicates the maximum duration time in seconds that the message shall be played/repeated. Zero indicates endless repetition.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

*** Next Modified Section ***

4.6.3.4
Prompt And Collect User Information (received information)

4.6.3.4.1
Description

This IF is used to interact with a call party in order to collect information. 

4.6.3.4.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Collected Info
M
M
M
M
This IE is described in the next table.

Information To Send
O
O
O
O
This IE indicates an announcement or a tone to be sent to the end user by the gsmSRF.

Disconnect From IP Forbidden
O
O
O
O
This IE indicates whether the gsmSRF shall be disconnected from the user when all information has been sent.

O
Optional (Service logic dependent)

…

…

*** Next Modified Section ***

4.6.11
VMSC to GMSC information flows

4.6.11.1
Resume Call Handling

4.6.11.1.1
Description

This IF is described in 3G TS 23.079 [x] and is used to request the GMSC to take over handling the call so that it can be forwarded from the GMSC.

4.6.11.1.2
Information Elements

Resume Call Handling contains the following CAMEL specific IE:

Information element name
Required
Description

O-CSI
C
This IE contains O-CSI without triggering criteria.
It indicates that CAMEL handling applies for a forwarded call.
Shall be present if CAMEL handling applies; otherwise shall be absent.

C
Conditional (The IE shall be sent if applicable)

*** Next Modified Section ***

4.6.13.2
Process Call Waiting

4.6.13.2.1
Description

This IF is described in 3G TS 23.018 [3] and is used to instruct the MSC to continue the connection of a waiting call.

4.6.13.2.2
Information Elements

Process Call Waiting contains the following CAMEL specific IE:

Information element name
Required
Description

Call Reference Number
M
This IE carries the Call Reference Number provided by the HLR in the Provide Roaming Number IF.

GMSC Address
M
This IE is the E.164 address of the GMSC.

M
Mandatory (The IE shall always be sent)

*** Next Modified Section ***

4.7.2
Call forwarding services

4.7.2.1
Registration of Call Forwarding

The functional behaviour for the registration of the Call Forwarding supplementary service is defined in 3G TS 23.082 [x]. The procedure specific to CAMEL is defined in this subclause:

· CAMEL_Check_CF_Interaction
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