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Reason for 
change:

The following changes are proposed in the process gsmSSF.

- sheet 2:  Handling of Int_O_Route_Select_Failure, Int_T_Busy, and Int_T_No_Answer is corrected.  If one of the TDPs is armed, then evaluation of the criteria shall be done and InitialDP shal be sent and so on as stated in the note 3 in the table 4.1 and the note 2 in the table 4.2..  Therefore, the treatment of these DPs are done in the new sheet.

- sheet 3:  Branches of the CSI-decision box should be N-CSI instead of D-CSI, and D-CSI instead of O-CSI.

- sheet 3:  deletion of the receiving Int_O_Route_Select_Failure, Int_T_Busy, and Int_T_No_Answer, the right most input signal in the original SDT file was moved.(Editorial)
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Figure 4.57b: Process gsmSSF (sheet 2)
CR editor’s note: Above three signals, Int_DP_Route_Select_Failure, Int_DP_T_No_Answer and Int_DP_T_Busy, should be deleted.  (Word does not show the strike through lines)
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Figure 4.57(new): Process gsmSSF 
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Figure 4.57c: Process gsmSSF (sheet 3)
CR editor’s note: Moving the right most input signal at Waiting_For_Request state was done in the original SDT file. 




_1009176708.doc


/* Invocation of gsmSSF in MO,







MT, VT or CF call case. */







Process gsmSSF











/* Signals to/from the left are to/from the MSC;







signals to/from the right are







to/from the gsmSCF.  */







Idle







Int_DP_Route_Select_Failure,







Int_DP_T_No_Answer,







Int_DP_T_Busy,







TDP







armed?







Check_Criteria







Result=







pass?







'Set Tssf to default







non user interaction







Tssf timer interval







and restart Tssf'







Int_Continue







Application_







Begin







Idle







'Set Control







Relationship'







CAP_InitialDP







Waiting_for_







_Instructions







Yes







No







Yes







No












_1009176911.doc


/* Invocation of gsmSSF in MO,







MT, VT or CF call case. */







Process gsmSSF







3(35)







/* Signals to/from the left are to/from the MSC;







signals to/from the right are







to/from the gsmSCF.  */







Wait_For_







_Request







Int_DP_







_Terminating_







_Attempt_







_Authorized







'Set Tssf to default







non user interaction







Tssf timer interval







and restart Tssf'







Application_







Begin







'Set Control







Relationship'







CAP_InitialDP







ACR sent:=false







AC pending:=false







Outstanding requests = 1







Oustanding Call Information Report = 0







Waiting_for_







_Instructions







Int_DP_







_Analysed_







Informaion







CSI







Check_Criteria_







Anyalysed_Info







Result=







pass?







Int_Continue







Idle







Check_Criteria







Result=







pass?







'Set Tssf to default







non user interaction







Tssf timer interval







and restart Tssf'







Application_







Begin







'Set Control







Relationship'







CAP_InitialDP







Waiting_for_







_Instructions_







for DS







Int_DP_







_Collected_







_Information







Check_Criteria_







Collected_Info







Int_ DP_Route_Select_Failure, 







Int_DP_T_Busy,







Int_DP_T_No_Answer







Check_Criteria_







Unsuccessful







Int_T_Exception,







Int_O_Exception,







Int_DP_T_Abandon,







Int_DP_O_Abandon







D-CSI O-CSI







Yes







No







N-CSI D-CSI







No







Yes












_1009099726.doc


/* Invocation of gsmSSF in MO,







MT, VT or CF call case. */







Process gsmSSF







2(35)







/* Signals to/from the left are to/from the MSC;







signals to/from the right are







to/from the gsmSCF.  */







Start_State







Idle







Int_Invoke







gsmSSF







(O-CSI)







Arm DP







The received CSI states







whether DP Collected_Info







or DP Analysed_Information







or DP Route_Select_Failure 







or DP T_Busy







or DP T_No_Answer







or DP Terminating_Attempt_







Authorised shall be armed







as TDP.







Int_gsmSSF 







Invoked







Wait_For_







_Request







Int_Invoke







gsmSSF







(T-CSI)







Int_Invoke







gsmSSF







(VT-CSI)







Int_Invoke







gsmSSF







(D-CSI)







Int_Invoke







gsmSSF







(N-CSI)







Int_O_Exception,







Int_T_Exception







Idle







Int_DP_O_Answer,







Int_DP_T_Answer,







Int_DP_O_Abandon,







Int_DP_T_Abandon,







Int_DP_Route_Select_Failure,







Int_DP_O_No_Answer,







Int_DP_T_No_Answer,







Int_DP_O_Busy,







Int_DP_T_Busy,







Int_DP_O_Disconnect,







Int_DP_T_Disconnect







Int_Continue







Idle












