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4. Abstract

5. This contribution proposes to send a LS to R3 (CC: N1 S2 and S4), which confirm the capability for TrFO break. 

6. Definition

TrFO break: The situation that a TrFO call inserts transcoders e.g. for the interaction with or Multiparty SS.

6.1 Discussion

6.2 TrFO break

Section 6.4 of TS 23.153 Out of band Transcoder Control Stage 2 describes the procedure for Interaction with Multiparty SS.

--- start quote ---

After having established a call (using codec x), the subscriber sets up another call (using codec y). When joining these calls to a multiparty call, the negotiated codecs remain active for the call leg from a subscriber to the CCD. 

At the CCD, the encoded speech signal is transcoded to PCM. After joining the input signals, the joint speech signal is fed back to the participants of the Multiparty call by transcoding it to the previously negotiated encoding scheme of that particular subscriber.

--- end quote ---

As mentioned above, after having established a TrFO call, it must insert a transcoder to transcode to PCM for the interaction with MPTY. 

6.3 Iu User Plane protocol

R3 specifies Iu User Plane protocol as TS 25.415. In normal call, the Iu user Plane Protocol is terminated at a transcoder and RNC. In TrFO call, the Iu User Plane protocol is used between originating RNC and terminating RNC. After TrFO breaks and transcoders are inserted, the peer entity of Iu User Plane protocol changes from the RNC’s point of view.
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Figure 1: Insertion of transcoders

7. Conclusion & Proposal

The insertion of transcoders gives an impact to Iu User Plane Protocol as shown in previous section. The impact may cause the modification of Iu User Plane protocol or other protocols.

Therefore, we propose to send the LS to R3 (CC: N1, S2 and S4), which ask to study the capability for TrFO break. 

� Masahiro Sawada: � HYPERLINK mailto:masahiro@nw.yrp.nttdocomo.co.jp ��masahiro@nw.yrp.nttdocomo.co.jp� 
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