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Reason for 
change:

In R3#9 Paris Meeting, it was agreed that SRNS relocation procedure can be executed when there is only Iu signalling connection (R3-99J08). This means that there is a possibility of SRNS Relocation procedure executed even when no active PDP Context exists. Therefore, the PDP Context IE within Forward Relocation Request message needs to be ‘Conditional’.
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comments:


7.5.6
Forward Relocation Request
The old SGSN shall send a Forward Relocation Request to the new SGSN to inform nesessary information to perform the SRNS Relocation procedure between new SGSN and Target RNC.

All information elements are mandatory, except PDP Context and Private Extension.

The IMSI information element contains the IMSI of the target MS for SRNS Relocation procedure.

The Tunnel Endpoint Identifier Signalling field specifies a tunnel endpoint identifier, which is chosen by the old SGSN. The new SGSN shall include this Tunnel Endpoint Identifier Signalling in the GTP header of all subsequent signalling messages, which are sent from the new SGSN to the old SGSN .
The MM Context contains necessary mobility management and security parameters.

All active PDP contexts in the old SGSN shall be included as PDP Context information elements.

UTRAN transparent container, Target identification and RANAP Cause are informed from the source RNC in the old SGSN.

The optional Private Extension contains vendor or operator specific information.

Table 32: Information elements in a Forward Relocation Request
Information element
Presence requirement
Reference

IMSI
Mandatory
7.7.2

Tunnel Endpoint Identifier Signalling
Mandatory
7.7.14

MM Context
Mandatory
7.7.18

PDP Context
Conditional
7.7.19

Target Identification
Mandatory
7.7.31

UTRAN transparent container
Mandatory
7.7.32

RANAP Cause
Mandatory
7.7.33

Private Extension
Optional
7.7.26
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