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1. Introduction
At the previous CN#6 Plenary held in December, categorization of Multicall was questioned by the SS Ad-hoc chairman. Since stage1 specification (22.135) dose not clearly define the categorization of Multicall, it was pointed out that the Multicall shall be categorized as s Supplementary Service by SS Ad-hoc Chairman.  The reason is that stage1 requires the introduction of subscriber controlled features for future Release.
Since Multicall should be clearly categorized in order for CN WGs to complete stage2/3 work, the issue should be solved as soon as possible.  Therefore, this paper clarifies the Multicall category from the ISDN point of view, and also clarifies the relationship with the user-controlled procedures.  Finally it proposes how to complete Multicall work based on the clarification.

2. Discussion

2.1 Multicall as a network environment
Multicall is a kind of network environment, which offers multiple bearers simultaneously for users.  So far PSTN and 2G mobile network have provided a network environment which offers only one bearer simultaneously for users.  On the other hand, ISDN provides a network environment, which offers multiple bearers simultaneously for users.  Since 3G functions is based on ISDN functions, Multicall in 3G functions is a network environment offering multiple simultaneous bearers for users.
2.2 Multicall and i
nterrogation/registration features
Current Multicall stage1 specification defines interrogation/registration features for future Release.  However, interrogation/registration features are not specific to Multicall.  Rather, those features can be used for customizing each user’s network capabilities in general.  Multicall stage1 specification should be limited to only the description specific to Multicall.  Therefore, the description of interrogation/registration should be removed from the Multicall stage1 specification and be defined as independent features.
2.3 Multicall and configuration features
Current Multicall stage1 specification defines configuration features for future Release.  However, this feature can be offered by enhancing Call Hold SS so that Call Hold can be provided in the Multicall network environment as the same as Call Hold in ISDN.  Therefore, the configuration features should be defined as the enhancement of Call Hold SS. 
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3. Conclusion

This paper clarifies that;
(1) Multicall is a network environment.
(2) Multicall and interrogation/registration/configuration features are independent each other.
4. Proposal

Based on the above clarification, this paper proposes that;

(1) N1/N2 should approve the related CRs postponed at the CN#6 Plenary.
(2) After WG’s approval, the CRs should be sent to CN-Plenary Mailing Reflector for information/approval.
(3) N1/N2/NSS should proceed the remaining tasks, considering the Multicall as a network environment.
(4) 
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