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7.6
Definition of parameters

Following is an alphabetic list of parameters used in the common MAP-services in subclause 7.3:

Application context name
7.3.1
Refuse reason
7.3.1

Destination address
7.3.1
Release method
7.3.2

Destination reference
7.3.1
Responding address
7.3.1

Diagnostic information
7.3.4
Result
7.3.1

Originating address
7.3.1
Source
7.3.5

Originating reference
7.3.1
Specific information
7.3.1/7.3.2/7.3.4

Problem diagnostic
7.3.6
User reason
7.3.4

Provider reason
7.3.5



Following is an alphabetic list of parameters contained in this clause:

Absent Subscriber Diagnostic SM
7.6.8.9
Invoke Id
7.6.1.1

Access connection status
7.6.9.3
ISDN Bearer Capability

IST Alert Timer

IST Information Withdrawn

IST Support Indicator
7.6.3.41

7.6.3.66

7.6.3.68

7.6.3.69

Access signalling information
7.6.9.5
Kc
7.6.7.4

Additional Absent Subscriber Diagnostic SM
7.6.8.12
Linked Id
7.6.1.2

Additional number
7.6.2.46
LMSI
7.6.2.16

Additional signal info

Additional SM Delivery Outcome
7.6.9.10

7.6.8.11
Location Information
7.6.2.30

Alert Reason
7.6.8.8
Location update type
7.6.9.6

Alert Reason Indicator
7.6.8.10
Lower Layer Compatibility

LSA Information

LSA Information Withdraw
7.6.3.42

7.6.3.56

7.6.3.58

Alerting Pattern
7.6.3.44
Mobile Not Reachable Reason
7.6.3.51

All GPRS Data
7.6.3.53
More Messages To Send
7.6.8.7

All Information Sent
7.6.1.5
MS ISDN
7.6.2.17

APN
7.6.2.42
MSC number
7.6.2.11

Authentication set list
7.6.7.1
MSIsdn-Alert
7.6.2.29

B-subscriber Address
7.6.2.36
MWD status
7.6.8.3

B subscriber Number
7.6.2.48
Network Access Mode
7.6.3.50

B subscriber subaddress
7.6.2.49
Network node number
7.6.2.43

Basic Service Group
7.6.4.40
Network resources
7.6.10.1

Bearer service
7.6.4.38
Network signal information
7.6.9.8

BSS-apdu
7.6.9.1
New password
7.6.4.20

Call barring feature
7.6.4.19
No reply condition timer
7.6.4.7

Call barring information
7.6.4.18
North American Equal Access

preferred Carrier Id
7.6.2.34

Call Direction
7.6.5.8
Number Portability Status
7.6.5.14

Call Info
7.6.9.9
ODB General Data
7.6.3.9

Call reference

Call Termination Indicator
7.6.5.1

7.6.3.67
ODB HPLMN Specific Data
7.6.3.10

Called number
7.6.2.24
OMC Id
7.6.2.18

Calling number
7.6.2.25
Originally dialled number
7.6.2.26

CAMEL Subscription Info Withdraw
7.6.3.38



Cancellation Type
7.6.3.52
Originating entity number
7.6.2.10

Category
7.6.3.1
Override Category
7.6.4.4

CCBS Feature
7.6.5.8
P-TMSI
7.6.2.47

Channel Type
7.6.5.9
PDP-Address
7.6.2.45

Chosen Channel
7.6.5.10
PDP-Context identifier
7.6.3.55

Ciphering mode
7.6.7.7
PDP-Type
7.6.2.44



Pre-paging supported
7.6.5.15

Cksn
7.6.7.5
Previous location area Id
7.6.2.4

CLI Restriction
7.6.4.5
Protocol Id
7.6.9.7

CM service type
7.6.9.2
Provider error
7.6.1.3

Complete Data List Included
7.6.3.54



CS Allocation/Retention priority
7.6.3.X



CUG feature
7.6.3.26
QoS-Subscribed
7.6.3.47

CUG index
7.6.3.25
Rand
7.6.7.2

CUG info
7.6.3.22
Regional Subscription Data
7.6.3.11

CUG interlock
7.6.3.24
Regional Subscription Response
7.6.3.12

CUG Outgoing Access indicator
7.6.3.8
Requested Info
7.6.3.31

CUG subscription
7.6.3.23
Roaming number
7.6.2.19

CUG Subscription Flag
7.6.3.37
Roaming Restricted In SGSN Due To Unsupported Feature
7.6.3.49

Current location area Id
7.6.2.6
Roaming Restriction Due To Unsupported Feature
7.6.3.13

Current password
7.6.4.21
Service centre address
7.6.2.27

eMLPP Information
7.6.4.41
Serving Cell Id
7.6.2.37

Equipment status
7.6.3.2
SGSN address
7.6.2.39

Extensible Basic Service Group
7.6.3.5
SGSN number
7.6.2.38

Extensible Bearer service
7.6.3.3
SIWF Number

SoLSA Support Indicator
7.6.2.35

7.6.3.57

Extensible Call barring feature
7.6.3.21
SM Delivery Outcome
7.6.8.6

Extensible Call barring information
7.6.3.20
SM-RP-DA
7.6.8.1

Extensible Forwarding feature
7.6.3.16
SM-RP-MTI
7.6.8.16

Extensible Forwarding info
7.6.3.15
SM-RP-OA
7.6.8.2

Extensible Forwarding Options
7.6.3.18
SM-RP-PRI
7.6.8.5

Extensible No reply condition timer
7.6.3.19
SM-RP-SMEA
7.6.8.17

Extensible SS-Data
7.6.3.29
SM-RP-UI
7.6.8.4

Extensible SS-Info
7.6.3.14
Sres
7.6.7.3

Extensible SS-Status
7.6.3.17
SS-Code
7.6.4.1

Extensible Teleservice
7.6.3.4
SS-Data
7.6.4.3

External Signal Information
7.6.9.4
SS-Event
7.6.4.42

Forwarded-to number
7.6.2.22
SS-Event-Data
7.6.4.43

Forwarded-to subaddress
7.6.2.23
SS-Info
7.6.4.24

Forwarding feature
7.6.4.16
SS-Status
7.6.4.2

Forwarding information
7.6.4.15
Stored location area Id
7.6.2.5

Forwarding Options
7.6.4.6
Subscriber State
7.6.3.30

GGSN address
7.6.2.40
Subscriber Status
7.6.3.7

GGSN number
7.6.2.41
Supported CAMEL Phases
7.6.3.36

GMSC CAMEL Subscription Info
7.6.3.34
Suppress T-CSI
7.6.3.33

GPRS Node Indicator
7.6.8.14
Suppression of Announcement
7.6.3.32

GPRS Subscription Data
7.6.3.46
Target cell Id
7.6.2.8

GPRS Subscription Data Withdraw
7.6.3.45
Target location area Id
7.6.2.7

GPRS Support Indicator
7.6.8.15
Target MSC number
7.6.2.12

Group Id
7.6.2.33
Teleservice
7.6.4.39

GSM bearer capability
7.6.3.6
TMSI
7.6.2.2

Guidance information
7.6.4.22
Trace reference
7.6.10.2

Handover number
7.6.2.21
Trace type
7.6.10.3

High Layer Compatibility
7.6.3.43
User error
7.6.1.4

HLR Id
7.6.2.15
USSD Data Coding Scheme
7.6.4.36

HLR number
7.6.2.13
USSD String
7.6.4.37

HO-Number Not Required
7.6.6.7
UU Data
7.6.5.12

IMEI
7.6.2.3
UUS CF Interaction
7.6.5.13

IMSI
7.6.2.1
VBS Data
7.6.3.40

Inter CUG options
7.6.3.27
VGCS Data
7.6.3.39

Intra CUG restrictions
7.6.3.28
VLR CAMEL Subscription Info
7.6.3.35



VLR number
7.6.2.14



VPLMN address allowed
7.6.3.48



Zone Code
7.6.2.28






**** Next Modified Section ****

7.6.3.X
CS Allocation/Retention priority
This parameter indicates the allocation/retention priority for Circuit Switched (CS). The Allocation/Retention priority is defined in TS 23.008. 

**** Next Modified Section ****

8.8
Subscriber management services

8.8.1
MAP-INSERT-SUBSCRIBER-DATA service

8.8.1.1
Definition

This service is used by an HLR to update a VLR with certain subscriber data in the following occasions:

-
the operator has changed the subscription of one or more supplementary services, basic services or data of a subscriber. Note that in case of withdrawal of a Basic or Supplementary service this primitive shall not be used;

-
the operator has applied, changed or removed Operator Determined Barring;

-
the subscriber has changed data concerning one or more supplementary services by using a subscriber procedure;

-
the HLR provides the VLR with subscriber parameters at location updating of a subscriber or at restoration. In this case, this service is used to indicate explicitly that a supplementary service is not provisioned, if the supplementary service specification requires it. The only supplementary services which have this requirement are the CLIR and COLR services. Network access mode is provided only in restoration.

Also this service is used by an HLR to update a SGSN with certain subscriber data in the following occasions:

-
if the GPRS subscription has changed;

-
if the network access mode is changed;

-
the operator has applied, changed or removed Operator Determined Barring;

-
the HLR provides the SGSN with subscriber parameters at GPRS location updating of a subscriber.

It is a confirmed service and consists of the primitives shown in table 6.8/1.

8.8.1.2
Service primitives

Table 8.8/1: MAP-INSERT-SUBSCRIBER-DATA

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

IMSI
C
C(=)



MSISDN
C
C(=)



Category
C
C(=)



Subscriber Status
C
C(=)



Bearer service List
C
C(=)
C
C(=)

Teleservice List
C
C(=)
C
C(=)

Forwarding information List
C
C(=)



Call barring information List
C
C(=)



CUG information List
C
C(=)



SS-Data List
C
C(=)



eMLPP Subscription Data
C
C(=)



Operator Determined Barring General data
C
C(=)
C
C(=)

Operator Determined Barring HPLMN data
C
C(=)



Roaming Restriction Due To Unsupported Feature
C
C(=)



Regional Subscription Data
C
C(=)



VLR CAMEL Subscription Info
C
C(=)



Voice Broadcast Data
C
C(=)



Voice Group Call Data
C
C(=)



Network access mode
C
C(=)



GPRS Subscription Data
C
C(=)



Roaming Restricted In SGSN Due To Unsupported Feature
C
C(=)



North American Equal Access preferred Carrier Id List
U
C(=)



LSA Information

IST Alert Timer

SS-Code List
C

C
C(=)

C(=)
C
C(=)

LMU Identifier
C
C(=)



LCS Information
C
C(=)



Regional Subscription Response


C
C(=)

Supported CAMEL Phases


C
C (=)

User error


U
C(=)

Provider error



O

CS Allocation/Retention priority
C
C(=)



8.8.1.3
Parameter use

……….

CS Allocation/Retention priority 
The CS Allocation/Retention priority is used only for Circuit Switched (CS). This parameter specifies relative importance to compare with other bearers about allocation and retention of bearer. This parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it. 
**** Next Modified Section ****

17.7
MAP constants and data types

17.7.1
Mobile Service data types
..........

-- subscriber management types

InsertSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI

OPTIONAL,


COMPONENTS OF
SubscriberData,


extensionContainer
[14] ExtensionContainer
OPTIONAL,


... ,



naea-PreferredCI
[15] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


gprsSubscriptionData
[16] GPRSSubscriptionData
OPTIONAL,


roamingRestrictedInSgsnDueToUnsupportedFeature [23] 
NULL









OPTIONAL, 


networkAccessMode
[24] NetworkAccessMode
OPTIONAL,


lsaInformation
[25] LSAInformation
OPTIONAL,


lmu-Indicator
[21]
NULL

OPTIONAL,


lcsInformation
[22]
LCSInformation
OPTIONAL,


istAlertTimer
[26] IST-AlertTimerValue
OPTIONAL,


csAllocationRetentionPriority
[27] CS-AllocationRetentionPriority

OPTIONAL

 }


-- If the Network Access Mode parameter is sent, it shall be present only in 


-- the first sequence if the seqmentation is used

..........

CS-AllocationRetentionPriority :: = ENUMERATED {


priorityLevel1
(1),


priorityLevel2
(2),


priorityLevel3
(3)}

-- Value is the same as the value of Allocation/Retention priority of 3G TS 23.107
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