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Reason for 
change:
In the MAP Messages Any Time Subscription Interrogation and Any Time Modification, there is no parameter to indicate to the HLR the CAMEL Phase of the CSI the SCP wants to interrogate or modify.

An HLR may have multiple sets of CSI data per subscriber, one set per CAMEL Phase. Hence, the SCP should be able to indicate to the HLR which CSI it wants to interrogate or modify.

The present CR proposes to include an optional CAMEL Capability Handling parameter in the MAP Messages AnyTimeSubscriptionInterrogation and AnyTimeModification.
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Other 
comments:
(1) When an HLR receives the CAMEL Capability Handling parameter in AnyTimeSubscriptionInterrogation or AnyTimeModification, it may decide to ignore this parameter.
The HLR will then have to apply an alternative method to determine which CAMEL Phase CSI shall be interrogated or modified.

(2) No CAMEL Capability Handling parameter is proposed for the MAP Message NoteSubscriberDataModified.
Reason is that this notification only indicates that CAMEL data has changed. It does not indicate which CAMEL data has changed.



 4 *** First Modification ***

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator,


-- handover types


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,

IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,


-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,


-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


SubscriberState,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes

;

IMPORTS


maxNumOfSS,


SS-SubscriptionOption,


SS-List,


SS-ForBS-Code,


Password

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version6 (6)}


SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version6 (6)}


Ext-BearerServiceCode

FROM MAP-BS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-BS-Code (20) version6 (6)}


Ext-TeleserviceCode

FROM MAP-TS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-TS-Code (19) version6 (6)}


AddressString,

ISDN-AddressString, 


ISDN-SubaddressString,


ExternalSignalInfo,


IMSI, 


TMSI,


HLR-List,


LMSI,


Identity,


GlobalCellId,


CellIdOrLAI,


Ext-BasicServiceCode,


NAEA-PreferredCI,


EMLPP-Info,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version6 (6)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version6 (6)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version6 (6)}

;

...

< unmodified text >

...

-- subscriber data management types

AnyTimeSubscriptionInterrogationArg ::= SEQUENCE {


subscriberIdentity
[0] SubscriberIdentity,


requestedSubscriptionInfo
[1] RequestedSubscriptionInfo,


gsmSCF-Address
[2] ISDN-AddressString,


extensionContainer
[3] ExtensionContainer
OPTIONAL,


...}

AnyTimeSubscriptionInterrogationRes ::= SEQUENCE {


callForwardingData
[1] CallForwardingData
OPTIONAL,


callBarringData
[2] CallBarringData
OPTIONAL,


odb-Info

[3] ODB-Info
OPTIONAL,


camel-SubscriptionInfo
[4] CAMEL-SubscriptionInfo
OPTIONAL,


supportedVLR-CAMEL-Phases
[5] SupportedCamelPhases
OPTIONAL,


supportedSGSN-CAMEL-Phases
[6] SupportedCamelPhases
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


...}

RequestedSubscriptionInfo ::= SEQUENCE {


requestedSS-Info
[1] SS-ForBS-Code
OPTIONAL,


odb


[2] NULL

OPTIONAL,


requestedCAMEL-SubscriptionInfo
[3] RequestedCAMEL-SubscriptionInfo
 OPTIONAL,


supportedVLR-CAMEL-Phases
[4] NULL

OPTIONAL,


supportedSGSN-CAMEL-Phases
[5] NULL

OPTIONAL,


extensionContainer
[6] ExtensionContainer
OPTIONAL,


...}











RequestedCAMEL-SubscriptionInfo ::= SEQUENCE {

requested-csi
CHOICE {


o-CSI

(0),



t-CSI

(1),



vt-CSI

(2),



tif-CSI

(3),



gprs-CSI

(4),



sms-CSI

(5),



ss-CSI

(6),



m-CSI

(7),



d-csi

(8)


},


camelCapabilityHandling
CamelCapabilityHandling

OPTIONAL


}
-- When camelCapabilityHandling is absent, then the HLR shall use a default CAMEL Phase
-- for the indicated subscriber.
CallForwardingData ::= SEQUENCE {


forwardingFeatureList
Ext-ForwFeatureList,


notificationToCSE
NULL


OPTIONAL,


extensionContainer
[0] ExtensionContainer
OPTIONAL,


...}

CallBarringData ::= SEQUENCE {


callBarringFeatureList
Ext-CallBarFeatureList,


password

Password,


wrongPasswordAttemptsCounter
WrongPasswordAttemptsCounter,


notificationToCSE
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

WrongPasswordAttemptsCounter ::= INTEGER (0..4)

ODB-Info ::= SEQUENCE {


odb-Data

ODB-Data,


notificationToCSE
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

CAMEL-SubscriptionInfo ::= SEQUENCE {


o-CSI

[0]
O-CSI
OPTIONAL,


o-BcsmCamelTDP-CriteriaList
[1]
O-BcsmCamelTDPCriteriaList
OPTIONAL,


t-CSI

[2]
T-CSI
OPTIONAL,


t-BCSM-CAMEL-TDP-CriteriaList
[3]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


vt-CSI

[4]
T-CSI
OPTIONAL,


vt-BCSM-CAMEL-TDP-CriteriaList
[5]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


tif-CSI

[6]
NULL

OPTIONAL,


tif-CSI-NotificationToCSE
[7]
NULL

OPTIONAL,


gprs-CSI

[8]
GPRS-CSI
OPTIONAL,


sms-CSI

[9]
SMS-CSI
OPTIONAL,


ss-CSI

[10]
SS-CSI
OPTIONAL,


m-CSI

[11]
M-CSI
OPTIONAL,


extensionContainer
[12]
ExtensionContainer
OPTIONAL,


...}

AnyTimeModificationArg ::= SEQUENCE {

subscriberIdentity
[0]
SubscriberIdentity,


gsmSCF-Address
[1]
ISDN-AddressString,


modificationRequestFor-SS-Info
[2]
ModificationRequestFor-SS-Info
OPTIONAL,


modificationRequestFor-CSI
[3]
ModificationRequestFor-CSI
OPTIONAL,


extensionContainer
[4]
ExtensionContainer
OPTIONAL,


...}

AnyTimeModificationRes ::= SEQUENCE {

ss-InfoFor-CSE
[0]
Ext-SS-InfoFor-CSE
OPTIONAL,


camel-SubscriptionInfo
[1]
CAMEL-SubscriptionInfo
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-SS-Info ::= SEQUENCE {


ss-Code

[0]
SS-Code,


basicService
[1]
Ext-BasicServiceCode
OPTIONAL,


ss-Status

[2]
Ext-SS-Status
OPTIONAL,


forwardedToNumber
[3]
AddressString
OPTIONAL,


forwardedToSubaddress
[4]
ISDN-SubaddressString
OPTIONAL,


noReplyConditionTime
[5]
Ext-NoRepCondTime
OPTIONAL,


modifyNotificationToCSE
[6]
ModificationInstruction
OPTIONAL,


extensionContainer
[7]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-CSI ::= SEQUENCE {


requestedCamelSubscriptionInfo
[0]
RequestedCAMEL-SubscriptionInfo OPTIONAL,


modifyNotificationToCSE
[1]
ModificationInstruction
OPTIONAL,


modifyCSI-State
[2]
ModificationInstruction
OPTIONAL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...}

ModificationInstruction ::= ENUMERATED {


deactivate
(0),


activate

(1)}

...

< unmodified text >

...

.#END




