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Introduction

As it has agreed at the last meeting, TCAP dialoque between the SGSN and the gprsSCF may be closed and opened several time while the relationship is maintened open. 

In order to simplify the dialogue between the SGSN and the gprsSCF, we propose the use only the TC-END (basic end) to know exactly when the dialogue is closed. The entity which closes the dialogue is always the SGSN.

As the dialogue is closed by TC-END (basic end), the sending of the TC-END may have the same role as a RESULT.(in the next chapter is drawn several scenarii which present the ending of the dialogue). So the most operation classes may have the classe 2. The fact that the most operations are in classe 2 insteads of classe 1 decreases the data flow over the TCAP dialogue.

Proposal

Some examples of scenario
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The following table lists the the GPRS operation and the result if any .

SGSN -> SCP
SCP -> SGSN

ActivityTestGPRS ack
ActivityTestGPRS *


ApplyChargingGPRS *


CancelGPRS *


ConnectGPRS


ContinueGPRS


FurnishChargingInformationGPRS *


ReleaseGPRS *


RequestReportGPRSEvent *


ResetTimerGPRS


SendChargingInformationrGPRS

ApplyChargingReportGPRS *


EntityReleasedGPRS *


EventReportGPRS *


InitialEventGPRS *
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Possible only in control control relationship
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