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Reason for 
change:
The present CR corrects a number of errors in the Object Identifiers for CAP V3.

Many Object Identifiers used in CAP V3 are used by MAP already. Therefore a new range of Object Identifier values shall be allocated to CAP.

The range 100 – 125 has been reserved by the ETSI secretariat for Object Identifiers in CAP. These values indicate the immediate subordinate of the tree position:

ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)

The change in Object Identifier value applies only to the Object Identifiers that were added in CAP V3 and which clash with Object Identifiers of MAP.

The ‘Other Comments’ section of the present CR gives an overview of all Object Identifiers specified in CAP V3.

All Object Identifiers specified in CAP V3, except for CAP-U-ABORT-Data, have version ‘version3(2)’.



Clauses affected:
Chapters 5, 6, 7 and 8



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:
The following OI’s shall be used by CAP V3:

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-datatypes(52) version3(2)}

CAP-errortypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-errortypes(51) version3(2)}

CAP-operationcodes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-operationcodes(53) version3(2)}

CAP-errorcodes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-errorcodes(57) version3(2)}

CAP-classes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-classes(54) version3(2)}

CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-object-identifiers(100) version3(2)}

CAP-gsmSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-gsmSSF-gsmSCF-ops-args(101) version3(2)}

CAP-gsmSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-gsmSSF-gsmSCF-pkgs-contracts-acs (102) version3(2)}

CAP-gsmSCF-gsmSRF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-gsmSCF-gsmSRF-ops-args(103) version3(2)}

CAP-gsmSCF-gsmSRF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1)  modules(3) cAP-gsmSCF-gsmSRF-pkgs-contracts-acs(104) version3(2)}

CAP-SMS-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-SMS-ops-args(105) version3(2)}

CAP-smsSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-smsSSF-gsmSCF-pkgs-contracts-acs(106) version3(2)}

CAP-gprsSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-GPRS-ops-args(107) version3(2)}

CAP-gprsSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-gprsSSF-gsmSCF-pkgs-contracts-acs (108) version3(2)}

CAP-U-ABORT-Data {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-Network(1) modules(3) cap-u-abort-data(56) version1(0)}



Other 
comments:
(Continued)

The following additional errors are corrected or improvements are made in this CR:

(1) In sect. 5.1, CAP-datatypes is identified with
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-datatypes(50) version3(2)}

The value underneath modules(3) shall, however, be 52.

(2) Sect. 6.1.1 contains two IMPORT definitions from MAP-CommonDataTypes. These IMPORT definitions can be combined to a single definition.

(3) Sect. 7.1 contains duplicate IMPORTS from CAP-object-identifiers. This duplication shall be removed.

(4) The identification of CS1-DataTypes is incorrect in 29.078. It shall be

CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) modules(0) cs1-datatypes(2) version1(0)}
(from ETS 300 374-1)
(5) The identification of CS2-DataTypes is incorrect in 29.078. It shall be
CS2-datatypes { ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) CS2(20) modules(0) in-cs2-datatypes (0) version1(0)}
(from EN 301 140-1 V1.3.1)
(6) Sect. 5.2. The text ‘other values FOR FURTHER STUDY’ shall be removed.

(7) Unused Object Identifier definitions have been removed.

(8) The Object Identifier definitions of id-CAP and id-CAPOE in sect. 5.6 have been corrected.

(9) Unnecessary IMPORTs of ROS-OBJECT-CLASS have been removed.
(10) Small casing are suggested for some of the CAP object identifier names.
Why using mixed casing in object identifiers such as ‘cAP-datatypes(52)’ or ‘cAP-classes(54)’ instead of ‘cap-datatypes(52)’ and ‘cap-classes(54)? Small casing for these names is more readable. CAP V2 also uses small casing.


****    FIRST MODIFIED SECTION    ****

5.1
Data types

-- The Definition of Common Data Types follows

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-datatypes(52) version3(2)}

--  This module contains the type definitions for the CAP v.3 data types.

DEFINITIONS IMPLICIT TAGS ::= BEGIN

IMPORTS



CallingPartysCategory,


HighLayerCompatibility,


Integer4,


LegID,


RedirectionInformation,


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) modules(0)

cs1-datatypes(2) version1(0)}


BothwayThroughConnectionInd,


CriticalityType,


MiscCallInfo,


Duration,


Interval

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) cS2(20)

modules(0) in-cs2-datatypes (0) version1(0)}



IMSI,


ISDN-AddressString,


Ext-BasicServiceCode,


NAEA-CIC

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-network(1) modules(3) map-CommonDataTypes(18) version6(6)}


LocationInformation,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-network(1) modules(3) map-MS-DataTypes(11) version6(6)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-network(1) modules(3) map-CH-DataTypes(13) version6(6)}


tc-Messages,


classes

FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


TCInvokeldSet

FROM TCAPMessages tc-Messages


EXTENSION,


PARAMETERS-BOUND,


SupportedExtensions {}

FROM CAP-classes classes

;

****    NEXT MODIFIED SECTION    ****

5.2
Error types

CAP-errortypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-errortypes(51) version3(2)}

-- This module contains the type definitions for the IN CS2 errors.

-- Where a parameter of type CHOICE is tagged with a specific tag value, the tag is automatically 

-- replaced with an EXPLICIT tag of the same value.  

DEFINITIONS IMPLICIT TAGS ::= BEGIN

IMPORTS


ros-InformationObjects,


datatypes,


errorcodes

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


ERROR
FROM Remote-Operations-Information-Objects ros-InformationObjects 


InvokeID,

UnavailableNetworkResource
FROM CAP-datatypes datatypes


errcode-canceled,


errcode-cancelFailed,


errcode-eTCFailed,


errcode-improperCallerResponse,


errcode-missingCustomerRecord,


errcode-missingParameter,


errcode-parameterOutOfRange, 


errcode-requestedInfoError,


errcode-systemFailure,


errcode-taskRefused,


errcode-unavailableResource,


errcode-unexpectedComponentSequence,


errcode-unexpectedDataValue,


errcode-unexpectedParameter,


errcode-unknownLegID,


errcode-unknownPDPID,


errcode-unknownGPRSReference,

    errcode-overlappingDialogue

FROM CAP-errorcodes errorcodes

;

-- TYPE DEFINITION FOR CAP ERROR TYPES FOLLOWS

canceled ERROR 



::= {


CODE
errcode-canceled


}

-- The operation has been canceled.

cancelFailed ERROR 


::= {


PARAMETER 
SEQUENCE {



problem




[0] ENUMERATED {




unknownOperation

(0),




tooLate




(1),




operationNotCancellable
(2)




},



operation



[1] InvokeID,



...



}


CODE
errcode-cancelFailed


}

-- The operation failed to be canceled.

eTCFailed ERROR 


::= {


CODE 
errcode-eTCFailed


}

-- The establish temporary connection failed.

improperCallerResponse ERROR ::= {


CODE 
errcode-improperCallerResponse


}

-- The caller response was not as expected.

missingCustomerRecord ERROR ::= {


CODE 
errcode-missingCustomerRecord


}

-- The Service Logic Program could not be found in the gsmSCF.

missingParameter ERROR 

::= {


CODE 
errcode-missingParameter


}

-- An expected optional parameter was not received.

parameterOutOfRange ERROR 
::= {


CODE 
errcode-parameterOutOfRange


}

-- The parameter was not as expected (e.g. missing or out of range).

requestedInfoError ERROR 
::= {


PARAMETER
 ENUMERATED {




unknownRequestedInfo

(1),




requestedInfoNotAvailable
(2)





}


CODE 
errcode-requestedInfoError


}

-- The requested information cannot be found.

systemFailure ERROR 

::= {


PARAMETER
UnavailableNetworkResource


CODE 
errcode-systemFailure


}

-- The operation could not be completed due to a system failure at the serving physical entity.

taskRefused ERROR 


::= {


PARAMETER
ENUMERATED {




generic





(0),




unobtainable 



(1),




congestion




(2)




-- other values FOR FURTHER STUDY




}


CODE 
errcode-taskRefused


}

-- An entity normally capable of the task requested cannot or chooses not to perform the task at 

-- this time. This includes error situations like congestion and unobtainable address as used in 

-- e.g. the connect operation.)

unavailableResource ERROR 
::= {


CODE 
errcode-unavailableResource


}

-- A requested resource is not available at the serving entity.

unexpectedComponentSequence ERROR ::= {


CODE 
errcode-unexpectedComponentSequence


}

-- An incorrect sequence of Components was received (e.g."DisconnectForwardConnection" 

-- followed by"PlayAnnouncement").

unexpectedDataValue ERROR ::= {


CODE 
errcode-unexpectedDataValue


}

-- The data value was not as expected (e.g. routing number expected but billing number received)

unexpectedParameter ERROR ::= {


CODE 
errcode-unexpectedParameter


}

-- A parameter received was not expected.

unknownLegID ERROR 

::= {


CODE 
errcode-unknownLegID


}

-- Leg not known to the gsmSSF.

unknownPDPID ERROR 

::= {


CODE 
errcode-unknownPDPID


}

-- PDPID not known by the receiving entity.

unknownGPRSReference ERROR 

::= {


CODE 
errcode-unknownGPRSREference


}

-- GPRS Reference not known by the receiving entity.

overlappingDialogue ERROR 

::= {


CODE 
errcode-overlappingDialogue


}

-- A dialogue exists already for the same relationship.

END

****    NEXT MODIFIED SECTION    ****

5.3
Operation codes

CAP-operationcodes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-operationcodes(53) version3(2)}

DEFINITIONS ::= BEGIN

IMPORTS


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


Code
FROM Remote-Operations-Information-Objects ros-InformationObjects 

;

****    NEXT MODIFIED SECTION    ****

5.4
Error codes

CAP-errorcodes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-errorcodes(57) version3(2)}

DEFINITIONS ::= BEGIN

IMPORTS


ros-InformationObjects

FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


Code
FROM Remote-Operations-Information-Objects ros-InformationObjects 

;

****    NEXT MODIFIED SECTION    ****

5.5
Classes

CAP-classes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1)

modules(3) cap-classes(54) version3(2)}

DEFINITIONS ::= BEGIN

IMPORTS


ROS-OBJECT-CLASS,


CONTRACT,


OPERATION-PACKAGE,


Code,


OPERATION 
FROM Remote-Operations-Information-Objects ros-InformationObjects




id-rosObject-gsmSRF,


id-rosObject-gsmSSF,


ros-InformationObjects,



gsmSSF-gsmSCF-Protocol,


gsmSCF-gsmSRF-Protocol,


datatypes

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


capSsfToScfGeneric,


capAssistHandoffssfToScf

FROM CAP-gsmSSF-gsmSCF-pkgs-contracts-acs gsmSSF-gsmSCF-Protocol


gsmSRF-gsmSCF-contract

FROM CAP-gsmSCF-gsmSRF-pkgs-contracts-acs gsmSCF-gsmSRF-Protocol


CriticalityType

FROM CAP-datatypes datatypes

;

****    NEXT MODIFIED SECTION    ****

5.6
Object IDentifiers (IDs)

CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}

DEFINITIONS ::= BEGIN

-- This module assigns object identifiers for Modules, Packages, Contracts and AC 

-- for CAP

-- For Modules from TCAP, ROS, 

tc-Messages





OBJECT IDENTIFIER ::= 


{ccitt  recommendation q 773 modules(2) messages(1) version3(3)}

tc-NotationExtensions


OBJECT IDENTIFIER ::= 


{ccitt  recommendation q 775 modules(2) notation-extension (4) version1(1)}

ros-InformationObjects


OBJECT IDENTIFIER ::= 


{joint-iso-ccitt remote-operations(4) informationObjects(5) version1(0)}








-- For CAP Modules

datatypes





OBJECT IDENTIFIER ::=


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-datatypes(52) version3(2)}

errortypes





OBJECT IDENTIFIER ::=


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-errortypes(51) version3(2)}

operationcodes




OBJECT IDENTIFIER ::= 

{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-operationcodes(53) version3(2)}

errorcodes





OBJECT IDENTIFIER ::=

{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-errorcodes(57) version3(2)}

classes






OBJECT IDENTIFIER ::=

{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-classes(54) version3(2)}

gsmSSF-gsmSCF-Operations

OBJECT IDENTIFIER ::=

{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-gsmSSF-gsmSCF-ops-args(101) version3(2)}

gsmSSF-gsmSCF-Protocol


OBJECT IDENTIFIER ::=

{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-gsmSSF-gsmSCF-pkgs-contracts-acs(102) version3(2)}

gsmSCF-gsmSRF-Operations

OBJECT IDENTIFIER ::=

{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-gsmSCF-gsmSRF-ops-args (103) version3(2)}

gsmSCF-gsmSRF-Protocol


OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-gsmSCF-gsmSRF-pkgs-contracts-acs (104) version3(2)}

sms-Operations 




OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-SMS-ops-args (105) version3(2)}

smsSSF-gsmSCF-Protocol 


OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-smsSSF-gsmSCF-pkgs-contracts-acs (106) version3(2)}

gprsSSF-gsmSCF-Operations 

OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-GPRS-ops-args (107) version3(2)}

gprsSSF-gsmSCF-Protocol 

OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3)


cap-gprsSSF-gsmSCF-pkgs-contracts-acs (108) version3(2)}

id-CAP






OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)


umts-network(1) cap3(20)}

id-CAP0E





OBJECT IDENTIFIER ::= 


{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)


umts-network(1) acp3OE(21)}

id-ac









OBJECT IDENTIFIER ::= {id-CAP 

ac(3)}

id-acE









OBJECT IDENTIFIER ::= {id-CAP0E 
ac(3)}

id-as









OBJECT IDENTIFIER ::= {id-CAP 

as(5)}

id-asE









OBJECT IDENTIFIER ::= {id-CAP0E 
as(5)}

id-rosObject







OBJECT IDENTIFIER ::= {id-CAP

rosObject(25)}

id-contract








OBJECT IDENTIFIER ::= {id-CAP 

contract(26)}

id-contractE







OBJECT IDENTIFIER ::= {id-CAP0E 
contract(26)}

id-package








OBJECT IDENTIFIER ::= {id-CAP 

package(27)}

id-packageE








OBJECT IDENTIFIER ::= {id-CAP0E 
package(27)}

-- for ac, as, rosObject, contract and package, the values are identical to Q.1218

-- ROS Objects

id-rosObject-gsmSCF






OBJECT IDENTIFIER ::= {id-rosObject 4}

id-rosObject-gsmSSF






OBJECT IDENTIFIER ::= {id-rosObject 5}

id-rosObject-gsmSRF






OBJECT IDENTIFIER ::= {id-rosObject 6}

-- gsmSSF/gsmSCF AC

id-ac-CAP-gsmSSF-scfGenericAC



OBJECT IDENTIFIER ::= {id-acE 4}

id-ac-CAP-gsmSSF-scfAssistHandoffAC


OBJECT IDENTIFIER ::= {id-acE 6}

-- gsmSRF/gsmSCF AC

id-ac-gsmSRF-gsmSCF






OBJECT IDENTIFIER ::= {id-ac 14}

-- gprsSSF/gsmSCF AC

id-ac-CAP-gprsSSF-gsmSCF-AC




OBJECT IDENTIFIER ::= {id-acE 50}

id-ac-CAP-gsmSCF-gprsSSF-AC




OBJECT IDENTIFIER ::= {id-acE 51}

-- gprsSSF/gsmSCF or gsmSSF/gsmSCF AC

id-ac-cap3-sms-AC






OBJECT IDENTIFIER ::= {id-acE 61}

-- gsmSSF/gsmSCF Contracts

id-CAPSsfToScfGeneric





OBJECT IDENTIFIER ::= {id-contractE 3}

id-CAPAssistHandoffssfToScf




OBJECT IDENTIFIER ::= {id-contractE 5}

-- gsmSRF/gsmSCF Contracts

id-contract-gsmSRF-gsmSCF




OBJECT IDENTIFIER ::= {id-contract 13}

-- gprsSSF/gsmSCF Contracts

id-cap3GprsSsfTogsmScf





OBJECT IDENTIFIER ::= {id-contract 14}

id-cap3GgsmSCFTogprsSSF





OBJECT IDENTIFIER ::= {id-contract 15}

-- gprsSSF/gsmSCF or gsmSSF/gsmSCF Contracts

id-cap3GprsSsfTogsmScf





OBJECT IDENTIFIER ::= {id-acE 15}

-- gsmSSF/gsmSCF Operation Packages

id-package-scfActivation




OBJECT IDENTIFIER ::= {id-package 11}

id-package-gsmSRF-scfActivationOfAssist

OBJECT IDENTIFIER ::= {id-package 15} 

id-package-assistConnectionEstablishment
OBJECT IDENTIFIER ::= {id-package 16} 

id-package-genericDisconnectResource

OBJECT IDENTIFIER ::= {id-package 17} 

id-package-nonAssistedConnectionEstablishment











OBJECT IDENTIFIER ::= {id-package 18} 

id-package-connect






OBJECT IDENTIFIER ::= {id-package 19} 

id-package-callHandling





OBJECT IDENTIFIER ::= {id-packageE 20} 

id-package-bcsmEventHandling



OBJECT IDENTIFIER ::= {id-package 21} 

id-package-ssfCallProcessing



OBJECT IDENTIFIER ::= {id-packageE 24} 

id-package-timer






OBJECT IDENTIFIER ::= {id-package 26} 

id-package-billing






OBJECT IDENTIFIER ::= {id-package 27} 

id-package-charging






OBJECT IDENTIFIER ::= {id-package 28}

id-package-trafficManagement



OBJECT IDENTIFIER ::= {id-package 29}

id-package-callReport





OBJECT IDENTIFIER ::= {id-package 32} 

id-package-signallingControl



OBJECT IDENTIFIER ::= {id-package 33} 

id-package-activityTest





OBJECT IDENTIFIER ::= {id-package 34} 

id-package-cancel






OBJECT IDENTIFIER ::= {id-packageE 36} 

-- gsmSRF/gsmSCF Operation Packages

id-package-specializedResourceControl

OBJECT IDENTIFIER ::= {id-package 42}

id-package-gsmSRF-scfCancel




OBJECT IDENTIFIER ::= {id-package 43}

-- gprsSSF/gsmSCF Operation Packages

id-package-gprsSCFActivationPackage


OBJECT IDENTIFIER ::= {id-package 51}

id-package-gprsConnectPackage



OBJECT IDENTIFIER ::= {id-package 52}

id-package-gprsReleasePackage



OBJECT IDENTIFIER ::= {id-package 53}

id-package-gprsEventHandlingPackage


OBJECT IDENTIFIER ::= {id-package 54}

id-package-gprsSCFTimerPackage



OBJECT IDENTIFIER ::= {id-package 55}

id-package-gprsSCFBillingPackage


OBJECT IDENTIFIER ::= {id-package 56}

id-package-gprsSCFChargingPackage


OBJECT IDENTIFIER ::= {id-package 57}

id-package-gprsSCFActivityTestPackage

OBJECT IDENTIFIER ::= {id-package 58}

id-package-gprsSCFCancelPackage



OBJECT IDENTIFIER ::= {id-package 59}

id-package-gprsSCFChargeAdvicePackage

OBJECT IDENTIFIER ::= {id-package 60}

id-package-gprsContinue





OBJECT IDENTIFIER ::= {id-package 49}

id-package-gprsExceptionInformation 

OBJECT IDENTIFIER ::= {id-package 50}

-- gprsSSF/gsmSCF or gsmSSF/gsmSCF Operation Packages

id-package-smsActivation




OBJECT IDENTIFIER ::= {id-package 61}

id-package-smsConnect





OBJECT IDENTIFIER ::= {id-package 62}

id-package-smsContinue 





OBJECT IDENTIFIER ::= {id-package 63}

id-package-smsRelease





OBJECT IDENTIFIER ::= {id-package 64}

id-package-smsEventHandling




OBJECT IDENTIFIER ::= {id-package 65}

id-package-smsBilling





OBJECT IDENTIFIER ::= {id-package 66}

id-package-smsActivityTest




OBJECT IDENTIFIER ::= {id-package 67}

id-package-smsTimer






OBJECT IDENTIFIER ::= {id-package 68} 

-- gsmSSF/gsmSCF Abstract Syntaxes

id-as-gsmSSF-scfGenericAS




OBJECT IDENTIFIER ::= {id-asE 4}

id-as-assistHandoff-gsmSSF-scfAS


OBJECT IDENTIFIER ::= {id-asE 6}

-- gsmSRF/gsmSCF Abstract Syntaxes

id-as-basic-gsmSRF-gsmSCF




OBJECT IDENTIFIER ::= {id-as 14}

-- gprsSSF/gsmSCF Abstract Syntaxes

id-as-gprsSSF-gsmSCF-AS





OBJECT IDENTIFIER ::= {id-as 50}

id-as-gsmSCF-gprsSSF-AS





OBJECT IDENTIFIER ::= {id-as 51}

-- gprsSSF/gsmSCF or gsmSSF/gsmSCF Abstract Syntaxes

id-as-sms-AS







OBJECT IDENTIFIER ::= {id-as 61}

END

****    NEXT MODIFIED SECTION    ****

6.1
gsmSSF/CCF - gsmSCF Interface

6.1.1
Operations and arguments

CAP-gsmSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-gsmSSF-gsmSCF-ops-args(101) version3(2)}

DEFINITIONS IMPLICIT TAGS::= BEGIN

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


tc-Messages,


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) modules(0)

cs1-datatypes(2) version1(0)}




MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) cS2(20)

modules(0) in-cs2-datatypes (0) version1(0)}




IMSI,


Ext-BasicServiceCode,


ISDN-AddressString
FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version6(6)}


CUG-Index,


CUG-Interlock,


CUG-Info,


LocationInformation,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version6(6)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CH-DataTypes(13) version6(6)}





PARAMETERS-BOUND

FROM CAP-classes classes


opcode-activityTest,


opcode-applyCharging,


opcode-applyChargingReport,


opcode-assistRequestInstructions,


opcode-callGap,


opcode-callInformationReport,


opcode-callInformationRequest,


opcode-cancel,


opcode-connect,


opcode-connectToResource,


opcode-continue,


opcode-continueWithArgument,


opcode-disconnectForwardConnection,


opcode-establishTemporaryConnection,


opcode-eventReportBCSM,


opcode-furnishChargingInformation,


opcode-initialDP,


opcode-releaseCall,


opcode-requestReportBCSMEvent,


opcode-resetTimer,


opcode-sendChargingInformation

FROM CAP-operationcodes operationcodes


AChBillingChargingCharacteristics {},


AdditionalCallingPartyNumber {},


AlertingPattern,


AssistingSSPIPRoutingAddress {},


BCSMEvent {},


BearerCapability {},


CalledPartyNumber {},


CalledPartyBCDNumber {},


CallingPartyNumber {},


CallingPartysCategory,


CallResult {},


Cause {},


CGEncountered,


ControlType,


CorrelationID {},


DestinationRoutingAddress {},


EventSpecificInformationBCSM {},


EventTypeBCSM,


ExtensionField {},


FCIBillingChargingCharacteristics {},


GapCriteria {},


GapIndicators,


GapTreatment,


GenericNumbers {},


HighLayerCompatibility,


InvokeID,


IPRoutingAddress {},


IPSSPCapabilities {},


leg1,


LocationNumber {},


MonitorMode,


NACarrierInformation,


NA-Info,


OCSIApplicable,


OriginalCalledPartyID {},


ReceivingSideID,


RedirectingPartyID {},


RedirectionInformation,


RequestedInformationList {},


RequestedInformationTypeList {},


ScfID {},


SCIBillingChargingCharacteristics {},


SendingSideID,


ServiceInteractionIndicatorsTwo,


TimeAndTimezone {},


TimerID,


TimerValue

FROM CAP-datatypes datatypes


cancelFailed,


eTCFailed,


missingCustomerRecord,


missingParameter,


parameterOutOfRange,


requestedInfoError,


systemFailure,


taskRefused,


unexpectedComponentSequence,


unexpectedDataValue,


unexpectedParameter,


unknownLegID

FROM CAP-errortypes errortypes

;

****    NEXT MODIFIED SECTION    ****

6.1.2.1
gsmSSF/gsmSCF ASN.1 module

CAP-gsmSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-gsmSSF-gsmSCF-pkgs-contracts-acs (102) version3(2)}

DEFINITIONS ::= BEGIN

-- This module describes the operation-packages, contracts and application-contexts used

-- over the gsmSSF-gsmSCF interface.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes



CONTRACT,


OPERATION-PACKAGE,


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


TCMessage {} 

FROM TCAPMessages tc-Messages


APPLICATION-CONTEXT,


dialogue-abstract-syntax

FROM TC-Notation-Extensions tc-NotationExtensions


activityTest,


applyCharging {},


applyChargingReport {},


assistRequestInstructions {},


callGap {},


callInformationReport {},


callInformationRequest {},


cancel {},


connect {},


connectToResource {},


continue,


continueWithArgument {},


disconnectForwardConnection,


establishTemporaryConnection {},


eventReportBCSM {},


furnishChargingInformation {},


initialDP {},


releaseCall {},


requestReportBCSMEvent {},


resetTimer {},


sendChargingInformation {}

FROM CAP-gsmSSF-gsmSCF-ops-args gsmSSF-gsmSCF-Operations


playAnnouncement {},


promptAndCollectUserInformation {},


specializedResourceReport

FROM CAP-gsmSCF-gsmSRF-ops-args gsmSCF-gsmSRF-Operations


specializedResourceControlPackage {}

FROM CAP-gsmSCF-gsmSRF-pkgs-contracts-acs gsmSCF-gsmSRF-Protocol


id-ac-CAP-gsmSSF-scfGenericAC,


id-ac-CAP-gsmSSF-scfAssistHandoffAC,


id-CAPSsfToScfGeneric,


id-CAPAssistHandoffssfToScf,


id-as-gsmSSF-scfGenericAS,


id-as-assistHandoff-gsmSSF-scfAS,


id-package-scfActivation,


id-package-gsmSRF-scfActivationOfAssist,


id-package-assistConnectionEstablishment,


id-package-genericDisconnectResource,


id-package-nonAssistedConnectionEstablishment,


id-package-connect,


id-package-callHandling,


id-package-bcsmEventHandling,


id-package-ssfCallProcessing,


id-package-timer,


id-package-billing,


id-package-charging,


id-package-trafficManagement,


id-package-callReport,


id-package-signallingControl,


id-package-activityTest,


id-package-cancel,


classes,


ros-InformationObjects,


tc-Messages,


tc-NotationExtensions, 


gsmSSF-gsmSCF-Operations,


gsmSCF-gsmSRF-Operations,


gsmSCF-gsmSRF-Protocol

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-object-identifiers (100) version3(2)}

;

****    NEXT MODIFIED SECTION    ****

6.2.1
gsmSCF/gsmSRF operations and arguments

CAP-gsmSCF-gsmSRF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-gsmSCF-gsmSRF-ops-args(103) version3(2)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

IMPORTS


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


opcode-playAnnouncement,


opcode-promptAndCollectUserInformation,


opcode-specializedResourceReport

FROM CAP-operationcodes operationcodes


CollectedInfo,


Digits {},


ExtensionField {},


InformationToSend {},


SendingSideID

FROM CAP-datatypes datatypes


canceled,


improperCallerResponse,


missingParameter,


parameterOutOfRange,


systemFailure,


taskRefused,


unavailableResource,


unexpectedComponentSequence,


unexpectedDataValue,


unexpectedParameter

FROM CAP-errortypes errortypes


PARAMETERS-BOUND

FROM CAP-classes classes


ros-InformationObjects,


operationcodes,


datatypes,


errortypes,


classes

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}

;

****    NEXT MODIFIED SECTION    ****

6.2.2.1
gsmSRF/gsmSCF ASN.1 modules

CAP-gsmSCF-gsmSRF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1)  modules(3) cap-gsmSCF-gsmSRF-pkgs-contracts-acs(104) version3(2)}

DEFINITIONS ::= BEGIN

-- This module describes the operation-packages, contracts and application-contexts used

-- over the gsmSCF-gsmSRF interface.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes



CONTRACT,


OPERATION-PACKAGE,


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


TCMessage {} 

FROM TCAPMessages tc-Messages


APPLICATION-CONTEXT,


dialogue-abstract-syntax

FROM TC-Notation-Extensions tc-NotationExtensions


playAnnouncement {},


promptAndCollectUserInformation {},


specializedResourceReport

FROM CAP-gsmSCF-gsmSRF-ops-args gsmSCF-gsmSRF-Operations


activityTest,


cancel {},


assistRequestInstructions {}

FROM CAP-gsmSSF-gsmSCF-ops-args gsmSSF-gsmSCF-Operations


gsmSRF-scfActivationOfAssistPackage {}

FROM CAP-gsmSSF-gsmSCF-pkgs-contracts-acs gsmSSF-gsmSCF-Protocol


id-package-specializedResourceControl,


id-ac-gsmSRF-gsmSCF,


id-contract-gsmSRF-gsmSCF,


id-package-gsmSRF-scfCancel,


id-as-basic-gsmSRF-gsmSCF,


classes,


ros-InformationObjects,


tc-Messages,


tc-NotationExtensions,


gsmSCF-gsmSRF-Operations,


gsmSSF-gsmSCF-Operations,


gsmSSF-gsmSCF-Protocol

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) r cap-object-identifiers (100) version3(2)}

;

****    NEXT MODIFIED SECTION    ****

7.1

SMS operations and arguments

CAP-SMS-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-SMS-ops-args(105) version3(2)}

DEFINITIONS IMPLICIT TAGS::= BEGIN

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


ros-InformationObjects,


tc-Messages
FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects






ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) modules(0)

cs1-datatypes(2) version1(0)}




MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) cS2(20)

modules(0) in-cs2-datatypes (0) version1(0)}




IMSI,


ISDN-AddressString

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version6(6)}


LocationInformation

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version6(6)}


PARAMETERS-BOUND

FROM CAP-classes classes


opcode-activityTestSMS,


opcode-connectSMS,


opcode-continueSMS,


opcode-eventReportSMS,


opcode-furnishChargingInformationSMS,


opcode-initialDPSMS,


opcode-releaseSMS,


opcode-requestReportSMSEvent,


opcode-resetTimerSMS

FROM CAP-operationcodes operationcodes


CalledPartyBCDNumber {},


EventSpecificInformationSMS,


EventTypeSMS,


ExtensionField {},


FCISMSBillingChargingCharacteristics,


LocationInformationGPRS,


RPCause,


SMSEvent,


TimeAndTimezone {},


TimerID,


TimerValue,


TPDataCodingScheme,


TPProtocolIdentifier,


TPShortMessageSubmissionInfo,


TPValidityPeriod

FROM CAP-datatypes datatypes


missingCustomerRecord,


missingParameter,


parameterOutOfRange,


systemFailure,


taskRefused,


unexpectedComponentSequence,


unexpectedDataValue,


unexpectedParameter

FROM CAP-errortypes errortypes

;

****    NEXT MODIFIED SECTION    ****

7.2.1
SMS ASN.1 module

CAP-smsSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-smsSSF-gsmSCF-pkgs-contracts-acs(106) version3(2)}

DEFINITIONS ::= BEGIN

-- This module describes the operation-packages, contracts and application-contexts used

-- over the gsmSSF/gprsSSF-gsmSCF interface.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes 



CONTRACT,


OPERATION-PACKAGE,


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


TCMessage {} 

FROM TCAPMessages tc-Messages


APPLICATION-CONTEXT,


dialogue-abstract-syntax

FROM TC-Notation-Extensions tc-NotationExtensions


activityTestSMS,


connectSMS{},


continueSMS,


eventReportSMS{},


furnishChargingInformationSMS{},


initialDPSMS{},


releaseSMS,


requestReportSMSEvent{},


resetTimerSMS{}

FROM CAP-SMS-ops-args sms-Operations


sms-Operations,


tc-NotationExtensions,


tc-Messages,


ros-InformationObjects,


classes,


id-as-sms-AS 

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers (100) version3(2)}

;

****    NEXT MODIFIED SECTION    ****

8.1
gsmSCF/gprsSSF operations and arguments

CAP-gprsSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-GPRS-ops-args(107) version3(2)}

DEFINITIONS IMPLICIT TAGS::= BEGIN

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


ros-InformationObjects

FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) modules(0)

cs1-datatypes(2) version1(0)}




MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) cS2(20)

modules(0) in-cs2-datatypes (0) version1(0)}




IMSI,


ISDN-AddressString

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version6(6)}


PARAMETERS-BOUND

FROM CAP-classes classes


opcode-activityTestGPRS,


opcode-applyChargingGPRS,


opcode-applyChargingReportGPRS,


opcode-cancelGPRS,


opcode-connectGPRS,


opcode-continueGPRS,


opcode-entityReleasedGPRS,


opcode-furnishChargingInformationGPRS,


opcode-initialDPGPRS,


opcode-releaseGPRS,


opcode-eventReportGPRS,


opcode-requestReportGPRSEvent,


opcode-resetTimerGPRS,


opcode-sendChargingInformationGPRS

FROM CAP-operationcodes operationcodes


AccessPointName {},


GPRSCause {},


ChargingCharacteristics,


ChargingResult,


FCIGPRSBillingChargingCharacteristics,


GPRSChargingID,


GPRSEventSpecificInformation {},


GPRSEvent,


GPRSEventType,


GPRSMSClass,


GPRS-ReferenceNumber


PDPID,


PDPType,


QualityOfService,


RAIdentity,


SCIGPRSBillingChargingCharacteristics,


SGSNCapabilities,


TimeAndTimezone {},


TimerID,


TimerValue

FROM CAP-datatypes datatypes


missingCustomerRecord,


missingParameter,


parameterOutOfRange,


systemFailure,


taskRefused,


unexpectedComponentSequence,


unexpectedDataValue,


unexpectedParameter,


unknownPDPID,


unknownGPRSReference,
    overlappingDialogue
FROM CAP-errortypes errortypes

;

****    NEXT MODIFIED SECTION    ****

8.2.1
gprsSSF/gsmSCF ASN.1 module

CAP-gprsSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-gprsSSF-gsmSCF-pkgs-contracts-acs (108) version3(2)}

DEFINITIONS ::= BEGIN

-- This module describes the operation-packages, contracts and application-contexts used

-- over the gprsSSF-gsmSCF interface.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes 



CONTRACT,


OPERATION-PACKAGE,


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


TCMessage {} 

FROM TCAPMessages tc-Messages


APPLICATION-CONTEXT,


dialogue-abstract-syntax

FROM TC-Notation-Extensions tc-NotationExtensions


ActivityTestGPRS {},


applyChargingGPRS {},


applyChargingReportGPRS {},


cancelGPRS {},


connectGPRS {},


continueGPRS {},


entityReleasedGPRS {},


furnishChargingInformationGPRS {},


initialDPGPRS {},


releaseGPRS {},


eventReportGPRS {},


requestReportGPRSEvent {},


resetTimerGPRS {},


sendChargingInformationGPRS {}

FROM CAP-gprsSSF-gsmSCF-ops-args gprsSSF-gsmSCF-Operations


id-ac-CAP-gprsSSF-gsmSCF-AC,


id-cap3GprsSsfTogsmScf,


id-as-gprsSSF-gsmSCF-AS,


id-as-gsmSCF-gprsSSF-AS,


classes,


ros-InformationObjects,


tc-Messages,


tc-NotationExtensions,


gprsSSF-gsmSCF-Operations

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers (100) version3(2)}

;
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