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****    FIRST MODIFIED SECTION    ****

8
GPRS Control

8.1
gsmSCF/gprsSSF operations and arguments

…

EntityReleasedGPRSArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {



gPRS-ReferenceNumber


[0] GPRS-ReferenceNumber, 



gPRSCause





[1] GPRSCause {bound},



pDPID






[2]
PDPID  OPTIONAL


}

****   NEXT MODIFIED SECTION    ****

11.23
EntityReleasedGPRS procedure

11.23.1
General description

This operation is used by the gprsSSF to inform the gsmSCF that a PDP context has terminated abnormally. It is sent if the relationship has to be kept because of one or more other existing PDP contexts within this GPRS Reference Number which are not affected by this error/exception, or when the relationship is to be closed but there is no applicable EDP armed. 
11.23.1.1
Parameters

-
gPRS-ReferenceNumber:
This parameter identifies the instance of the gprsSSF. Each gprsSSF instance is uniquely related to a gsmSCF instance in the SCP.

-
gPRSCause
A number giving an indication to the gprsSCF about the reason for discontinuing the PDP context. This may be used by gsmSCF if FurnishChargingInformationGPRS is to be sent to the gprsSSF.

-
pDPID:
This parameter identifies the PDP context within the control relationship for which the processing shall be terminated.

11.23.2
Invoking entity (gprsSSF)

11.23.2.1
Normal procedure

gprsSSF preconditions:

(1)
State "Waiting for Instructions"; or State  "Monitoring".

gprsSSF postcondition:

1. No state transition when the indicated PDP context is not the last one. Possible armed EDPs are ignored for the indicated PDP context. All connections and resources related to the specific PDP is released.
2. State "Idle" when the PDP context is the last one, or when the attach/detach FSM was released. Possible armed EDPs are ignored for the attach/detach FSM or PDP context. All connections and resources related to the specific PDP or attach/detach FSM is released.
11.23.2.2
Error handling

Generic error handling for the operation related errors is described in clause 10 and the TCAP services which are used for reporting operation errors are described in clause 12.
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