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Reason for 
change:
CAP IMPORTs various definitions from other modules. These modules are contained in approved specifications.

The present CR proposes to include in 29.078 a table which indicates in which formal specifications the various modules, from which CAP IMPORTs, can be found.

Such table will add designers and other readers of the CAP specification to easily find the source of the imported definitions.

The modules in the chapters 6, 7 and 8 contain a reference to this table.



Clauses affected:
2.1 (new),   6.1.1,   6.1.2.1,   6.2.1,   6.2.2.1,   7.1,   7.2.1,   8.1,   8.2.1



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:
The CAP internal IMPORTs are not included in the new table.

****    FIRST MODIFIED SECTION    ****

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1]
ETR 186‑2: "Intelligent Network (IN); Interaction between IN Application Protocol (CAP) and Integrated Services Digital Network (ISDN) signalling protocols; Part 2: Switching signalling requirements for IN Capability Set 2 (CS2) service support in a Narrowband ISDN (N-ISDN) environment".


< … unmodified text … >


2.1 Specifications used for IMPORTs for CAP
The following table lists the modules from which CAP V3 imports. For each module, the table indicates in which formal specification this module can be found.

Module Name
Specification
Ref

CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cs1-datatypes(2) version1(0)}
ETS 300 374-1
[9]

CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) in-cs2-datatypes (0) version1(0)}
EN 301 140-1
[39]

MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) gsm-network(1) modules(3) map-CommonDataTypes(18) version6(6)}
3G TS 29.002
[13]

MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) gsm-network(1) modules(3) map-MS-DataTypes(11) version6(6)}
3G TS 29.002
[13]

MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) gsm-network(1) modules(3) map-CH-DataTypes(13) version6(6)}
3G TS 29.002
[13]

TCAPMessages {ccitt  recommendation q 773 modules(2) messages(1) version3(3)}
ITU-T Q.773
[48]

Remote-Operations-Information-Objects {joint-iso-ccitt remote-operations(4) informationObjects(5) version1(0)}
ITU‑T X.880
[37]

TC-Notation-Extensions {ccitt  recommendation q 775 modules(2) notation-extension (4) version1(1)}
ETS 300 287-1
[6]

****    NEXT MODIFIED SECTION    ****

6


Circuit Switched Call Control

6.1
gsmSSF/CCF - gsmSCF Interface

6.1.1
Operations and arguments

CAP-gsmSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cAP-gsmSSF-gsmSCF-ops-args(5) version3(2)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN
-- This module contains the operations and operation arguments used for the

-- gsmSSF – gsmSCF interface, for the control of circuit switched calls.
-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


tc-Messages,


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-object-identifiers(17) version3(2)}

…

****    NEXT MODIFIED SECTION    ****

6.1.2
gsmSSF/gsmSCF packages, contracts and ACs

6.1.2.1
gsmSSF/gsmSCF ASN.1 module

CAP-gsmSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-gsmSSF-gsmSCF-pkgs-contracts-acs (6) version3(2)}

DEFINITIONS ::= BEGIN



-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gsmSSF – gsmSCF interface, for the control of

-- circuit switched calls.
-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes

…

****    NEXT MODIFIED SECTION    ****

6.2
gsmSCF/gsmSRF interface

6.2.1
gsmSCF/gsmSRF operations and arguments

CAP-gsmSCF-gsmSRF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cAP-gsmSCF-gsmSRF-ops-args(7) version3(2)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

-- This module contains the operations and operation arguments used for the

-- gsmSRF – gsmSCF interface, for the control of circuit switched calls.

-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


opcode-playAnnouncement,


opcode-promptAndCollectUserInformation,


opcode-specializedResourceReport

FROM CAP-operationcodes operationcodes

…

****    NEXT MODIFIED SECTION    ****

6.2.2
gsmSRF/gsmSCF contracts, packages and ACs

6.2.2.1
gsmSRF/gsmSCF ASN.1 modules

CAP-gsmSCF-gsmSRF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1)  modules(3) cAP-gsmSCF-gsmSRF-pkgs-contracts-acs(8) version3(2)}

DEFINITIONS ::= BEGIN



-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gsmSRF – gsmSCF interface, for the control of

-- circuit switched calls.

-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes

…

****    NEXT MODIFIED SECTION    ****

7


MO SMS Control

This clause defines the operations, arguments, packages and appliaction contexts used for CSE control of MO SMS over the gsmSCF – gprsSSF and gsmSCF – gsmSSF interfaces.

7.1

SMS operations and arguments

CAP-SMS-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-SMS-ops-args(22) version3(2)}

DEFINITIONS IMPLICIT TAGS::= BEGIN

-- This module contains the operations and operation arguments used for the

-- gsmSSF/gprsSSF – gsmSCF interface, for the control of MO-SMS.
-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


ros-InformationObjects

FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cAP-object-identifiers(17) version3(2)}

…

****    NEXT MODIFIED SECTION    ****

7.2
SMS contracts, packages and ACs

7.2.1
SMS ASN.1 module

CAP-smsSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-smsSSF-gsmSCF-pkgs-contracts-acs(23) version3(2)}

DEFINITIONS ::= BEGIN



-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gsmSSF/gprsSSF – gsmSCF interface, for the

-- control of MO-SMS.

-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes

…

****    NEXT MODIFIED SECTION    ****

8
GPRS Control

8.1
gsmSCF/gprsSSF operations and arguments

CAP-gprsSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cAP-GPRS-ops-args(24) version3(2)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

-- This module contains the operations and operation arguments used for the

-- gprsSSF – gsmSCF interface, for the control of GPRS.

-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


ros-InformationObjects

FROM CAP-object-identifiers
{ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cAP-object-identifiers(17) version3(2)}

…

****    NEXT MODIFIED SECTION    ****

8.2
gsmSCF/gprsSSF contracts, packages and ACs

8.2.1
gprsSSF/gsmSCF ASN.1 module

CAP-gprsSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cAP-gprsSSF-gsmSCF-pkgs-contracts-acs (25) version3(2)}

DEFINITIONS ::= BEGIN



-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gprsSSF – gsmSCF interface, for the

-- control of GPRS.

-- The table in sect. 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes

…

****    END OF DOCUMENT    ****







