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Reason for 
change:
The current specification does not clearly indicate which types of Quality of Service for GPRS shall be sent by the SGSN to the SCP at various occasions:

· Requested QoS (the QoS requested by the terminal at PDP Context Establishment)

· Subscribed QoS (the QoS stored in the SGSN for the subscriber)

· Negotiated Qos (the QoS indicated by the GGSN at PDP Context Establishment Acknowledgement)

The present CR addresses this deficiency, by specifying exactly which QoS(‘s) shall be reported in the various Information Flows from gprsSSF to gsmSCF.
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Other 
comments:
The stage 1 for CAMEL Phase 3 has the same deficiency. This shall be corrected by means of a corrective CR on the stage 1.

****   FIRST MODIFIED SECTION    ****

6.6.1
gprsSSF to gsmSCF Information Flows

6.6.1.1
Activity Test GPRS Ack

6.6.1.1.1
Description

This IF is the response to the Activity Test GPRS.

6.6.1.1.2
Information Elements

This IF contains no information elements.

6.6.1.2

Apply Charging Report GPRS

6.6.1.2.1
Description

This IF is used by the gprsSSF to report to the gsmSCF the information requested in the Apply Charging GPRS IF. In addition, this IF is used to notify the gsmSCF of user initiated change in QoS.  Note that there are several possible QoS profiles defined by the combinations of the different QoS attributes as defined in 3G TS 23.060, see reference [11]. A PLMN may only support and charge on a limited subset of those QoS. It is recommended that changes in QoS are only reported in Apply Charging Report GPRS for those QoS profiles.

6.6.1.2.2
Information Elements
The following information elements are used:

Information element name
Required
Description

Gprs Reference Number
M
This IE contains an identifier that is allocated by the gprsSSF and it is used to identify the gprsSSF instance taking care of GPRS session or PDP context.

Charging Result
M
This IE contains the charging information for the PDP provided by the gsmSSF. It is a choice between elapsed time and data volume.

Quality of Service
C

This IE is described in the table below.

Active
M
This IE indicates if the GPRS session or PDP context is still established, or if it has been detached or deactivated.

PDP ID
C
This IE identifies the PDP context which the Apply Charging Report is applicable for. If not present the dialogue corresponds to the GPRS session or to one single PDP context.

M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).
Quality of Service contains the following information elements:
Information element name
Required
Description

Negotiated QoS
C
This IE identifies the QoS which was negotiated between the user, the SGSN and the GGSN, as a result of a ‘Modify PDP Conext’ request.
This IE shall be included only if sending of the Apply Charging Report was triggered by a change in Quality of Service.

C
Conditional (The IE shall be sent, if available).
6.6.1.3
Entity Released GPRS

6.6.1.3.1
Description

This IF is used by the gprsSSF to inform the gsmSCF at any phase that a GPRS session or PDP context has been terminated by the SGSN withoust reporting any EDP.

6.6.1.3.2
Information Elements

The following information elements are used:

Information element name
Required
Description

Gprs Reference Number
M
This IE contains an identifier that is allocated by the gprsSSF and it is used to identify the gprsSSF instance taking care of GPRS session or PDP context.

GPRS Cause
M
This IE contains the Cause value indicating the reason for discontinuation of the PDP context.

PDP ID
M
This IE identifies the PDP context which has been terminated by the SGSN.

M
Mandatory (The IE shall always be sent).

6.6.1.4
Event Report GPRS

6.6.1.4.1
Description

This IF is used to notify the gsmSCF of a GPRS event (e.g. Attach or Detach) previously requested by the gsmSCF in a Request Report GPRS Event IF.

6.6.1.4.2
Information Elements

The following information elements are required:

Information element name
Required
Description

Gprs Reference Number
M
This IE contains an identifier that is allocated by the gprsSSF and it is used to identify the gprsSSF instance taking care of GPRS session or PDP context.

GPRS Event type 
M
This IE specifies the type of event that is reported.

Misc GPRS Info
M
This IE indicates the DP type (EDP-N or EDP-R).

GPRS Event Specific Information
C
This IE contains information specific to the reported event, e.g. new routeing area in case of change of position or charging id in case of PDP Context Establishment Acknowledgement.

PDP ID
C
This IE identifies the PDP context, which the Report GPRS Event is applicable for. If not present the dialogue corresponds to the Attach/Detach FSM or to one single PDP context.

M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).

6.6.1.5
Initial DP GPRS

6.6.1.5.1
Description

This IF is generated by the gprsSSF when a trigger is detected at a DP in the GPRS state machines, to request instructions from the gsmSCF.

6.6.1.5.2
Information Elements

The following information elements are required:

Information element name
Required
Description

Gprs Reference Number
M
This IE contains an identifier that is allocated by the gprsSSF and it is used to identify the gprsSSF instance taking care of GPRS session or PDP context.

ServiceKey
M
 This IE indicates to the gsmSCF the requested CAMEL Service. It is used to address the required application/SLP within the gsmSCF.

GPRS Event Type 
M
This IE indicates the armed GPRS DP event resulting in the Initial Data Event IF.

MSISDN
M
This IE contains the basic MSISDN of the MS.

IMSI
M
This IE identifies the mobile subscriber.

Time and Time zone 
M
This IE contains the time that the gprsSSF was triggered, and the time zone the gprsSSF resides in.

GPRS MS Class
C
This IE contains the MS network and radio access capabilities.

PDP Type
C
This IE identifies the PDP Type, e.g. X.25 or IP.

Quality of Service
C
 This IE is described in the table below.

Access Point Name
C
This IE identifies the address Access Point Name the MS has requested to connect to.

Routeing Area Identity
C
This IE contains the location information of the MS.

Charging ID
C
This IE contains the Charging ID received from the GGSN for the PDP context.

SGSN Capabilities
C
This IE specifies the capabilities of the SGSN node to support the CAMEL interwork, e.g. support of Advice of Charge.

M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).

Quality of Service contains the following information elements:

Information element name
Required
Description

Requested QoS
C
This IE identifies the QoS requested by the subscriber for a new PDP Context. It shall be included if the InitialDPGPRS is sent at PDP Context Establishment, at PDP Context Establishment Acknowledgement and at Change of Position Context.

Subscribed QoS
C
This IE identifies the subscribed QoS. It shall be included if the InitialDPGPRS is sent at PDP Context Establishment, at PDP Context Establishment Acknowledgement and at Change of Position Context.

Negotiated QoS
C
This IE identifies the QoS which was negotiated between the user, the SGSN and the GGSN. It shall be included if the InitialDPGPRS is sent at PDP Context Establishment Acknowledgement and at Change of Position Context.

C
Conditional (The IE shall be sent, if available)

****    END OF DOCUMENT    ****







