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Reason for 
change:

Currently the SGSN SS7 address is twice in the InitialDP-GPRS CAP operation. The duplication is removed. The correct terminology is:

· SGSN Number =

The SS7 number of the SGSN currently serving this MS.
· SGSN Address =
The IP address of the SGSN currently serving this MS.
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Other 
comments:


****    NON MODIFIED SECTION    ****

****             For Your Information       ****

5
Common CAP Types

5.2 Data types

…..

LocationInformationGPRS

::= SEQUENCE {



cellGlobalIdOrServiceAreaIdOrLAI
[0] OCTET STRING (SIZE(5..7))
OPTIONAL,



geographicalInformation


[1] OCTET STRING (SIZE (8))


OPTIONAL,


    sgsn-Number






[2]
ISDN-AddressString


OPTIONAL

}

-- CellGlobalIdOrServiceAreaIdOrLAI is coded in accordance with 3G TS 29.002 [13].

-- GeographicalInformation refers to geographical Information as defined

-- in 3G TS 23.032 [44].

……

****   FIRST and LAST MODIFIED SECTION    ****

8
GPRS Control

8.1
gsmSCF/gprsSSF operations and arguments

InitialDPGPRSArg {PARAMETERS-BOUND : bound}::= SEQUENCE {






serviceKey 





[0] ServiceKey,



gPRSEventType 




[1] GPRSEventType,



mSISDN






[2] ISDN-AddressString,



iMSI 






[3] IMSI,



timeAndTimeZone 



[4] TimeAndTimezone {bound},


gPRSMSClass 




[5] GPRSMSClass





OPTIONAL,



pDPType



 


[6] PDPType






OPTIONAL,



qualityOfService 



[7] QualityOfService 



OPTIONAL,



accessPointName 



[8] AccessPointName{bound}


OPTIONAL,



routeingAreaIdentity 


[9] RAIdentity





OPTIONAL,



chargingID 





[10] GPRSChargingID




OPTIONAL,



sGSNCapabilities



[11] SGSNCapabilities



OPTIONAL,



locationInformationGPRS


[12] LocationInformationGPRS

OPTIONAL,



extensions





[13] SEQUENCE SIZE(1..bound.&numOfExtensions) 
OF 















ExtensionField {bound}

OPTIONAL,



...



}
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