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Reason for 
change:

TSG-N4 have agreed that the Call Diversion Treatment Indicator shall be checked in the VLR. Hence, the Call Diversion Treatment Indicator is included in the Send Info for Incoming Call IF.
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Other 
comments:
Editorial corrections have also been made to the definition of the Call Diversion Treatment Indicator in Send Routeing Info.

**** First Modified Section ****
4.6.10.1
Send Routeing Info

…

4.6.10.1.2
Information Elements

Send Routeing Info contains the following CAMEL specific IE:

Information element name
Required
Description

Alerting Pattern
C
This IE indicates the kind of Alerting Pattern to be applied.

Suppression Of Announcement
C
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed. 
Shall be sent in the interrogation if available, i.e., when it has been received from the gsmSCF.

Suppress T-CSI
C
This IE indicates that T-CSI shall be suppressed.
Shall always be sent in the second interrogation

Supported CAMEL Phases
M
This IE lists the supported CAMEL phases.

Call Reference Number
M
This IE carries the Call Reference Number allocated for the call by the GMSC.

Shall be allocated once per call and sent in both first and second interrogations.

GMSC Address
M
This IE is the E.164 address of the GMSC

Call Diversion Treatment Indicator
C
This IE indicates whether or not the call can be forwarded using the Call Forwarding or Call Deflection Supplementary Services.

Shall be sent if received within Forward Service Interaction Indicator in Service Interaction Indicators Two from the IAM or previous CAMEL processing. 

C
Conditional (The IE shall be sent, if received from the gsmSCF or set by the gsmSSF).

M
Mandatory (The IE shall always be sent when the GMSC supports CAMEL).

**** Next Modified Section ****
4.6.12.1
Send Info For Incoming Call

…

4.6.12.1.2
Information Elements

Send Info For Incoming Call contains the following CAMEL specific IE

Information element name
Required
Description

Suppress VT-CSI
C
This IE indicates that VT-CSI shall be suppressed.
Shall never be sent in the first interrogation; shall always be sent in the second interrogation.

Call Diversion Treatment Indicator
C
This IE indicates whether or not the call can be forwarded using the Call Forwarding or Call Deflection Supplementary Services.

Shall be sent if received within the Forward Service Interaction Indicator in the Service Interaction Indicators Two from the IAM or previous CAMEL processing.

C
Conditional (The IE shall be sent if applicable)
**** End of Document ****



