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Reason for 
change:

1. Cause type definition: ASN.1 syntax correction: range constraint ‘minCauseLength’ must begin with lower case.
2. GPRSCause type definition: range constraints and description do not suit with each other:

· According to 3G TS 29.060 cause information element is defined with fix 2 bytes (1st octet: “Type = 1 (Decimal)”; 2nd octet: “cause value”).

· ITU-T Q.850 is referenced but not applicable to GPRS causes.
· According to comment just the cause value (only 1 Byte) shall be included.

· Currently GPRSCause octet string is defined with range 2..32 analogous to Cause’.





Clauses affected:
5.1



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


*** First modified part in 5.1 ***

Cause {PARAMETERS-BOUND : bound} 


::= OCTET STRING (SIZE(


minCauseLength .. bound.&maxCauseLength))

-- Indicates the cause for interface related information. 

-- Refer to ETS 300 356‑1 [8] Cause parameter for encoding.

-- For the use of cause and location values refer to ITU‑T Recommendation Q.850 [22] 

-- Shall always include the cause value and shall also include the diagnostics field,

-- if available.

*** Next modified part in 5.1 ***

GPRSCause {PARAMETERS-BOUND : bound} 


::= OCTET STRING (SIZE(2
))

-- Indicates the cause for interface related information. 

-- Refer to 3G TS 29.060 [43] Cause parameter for encoding.






