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11 September 2000 as v3.6--.0 (after N2#13)

Input Change Requests (N2#13 output)

	TDoc #
	spec
	CR #
	Rev
	Cat
	Title
	Editor’s comment

	N2-000358
	23.078
	187
	1
	F
	Transfer of Procedure Check_CD_SII2 from TS 23.072
	4

	N2-000367
	23.078
	215
	
	F
	Correction to description of DP Collected_Info
	4

	N2-000378
	23.078
	198
	2
	F
	Location Number GPRS
	7

	N2-000380
	23.078
	209
	
	F
	Correction CAMEL_MT_GMSC_INIT
	4

	N2-000408
	23.078
	206
	1
	F
	GPRS location information in GPRSEventSpecificInformation
	6

Note #1

	N2-000411
	23.078
	188
	2
	F
	Update of References for the Location Information IE
	7 (only)

	N2-000416
	23.078
	213
	1
	F
	Correction of MO-SMS SDL's
	7

Note #2

	N2-000418
	23.078
	137
	4
	F
	E-parameter handling of distinct CAP dialogues/TDPs
	4, 6

Note #3/#4

	N2-000419
	23.078
	205
	1
	F
	Handling of the Call Diversion Treatment Indicator
	4

	N2-000420
	23.078
	207
	1
	F
	Removal of NPI check in DP Analyzed_Information
	4

	N2-000427
	23.078
	219
	
	F
	Correction to Initial DP SMS Information Flow
	3, 7

	N2-000434
	23.078
	218
	1
	D
	Clarification of description of number comparison for dialled services
	4

	N2-000436
	23.078
	208
	2
	F
	SDL modelling and overlapping dialogue case
	6

Note #4/#5

	N2-000438
	23.078
	194
	3
	F
	Corrections on GPRS
	6

Note #4/#6

	N2-000439
	23.078
	200
	7
	F
	ACR/AC supervision for GPRS
	6

Note #4/#7

	N2-000440
	23.078
	216
	1
	F
	Introduction of Guard Timer for GPRS TCAP dialogue handling
	6

Note #4/#8


Changes and reminders by the editor

	Note #
	Change
	Result by N2

	Note #1
	Reference number to 3G TS 23.060, “[11]” added.
	

	Note #2
	-
For some test boxes texts had been in comment. Changed to the text extention.

-
SDL figure CAMEL_SMS_SUBMITTED appears before CAMEL_SMS_FAILURE, as 7.5.2.1 says.
	

	Note #3
	Bullet symbol changed dot -> “-“
	

	Note #4
	Due to the multiple CRs on clause 6, the following structure changes applied in subclause 6.5.3:

6.5.3.1
(new, by CR 23.078-194r3) Process GPRS_SSF

6.5.3.2
(new, by CR 23.078-194r3) Process GPRS_Dialogue_Handler

6.5.3.3
(new, by CR 23.078-194r3) Pocedure Handle_AC_GPRS

6.5.3.4
(new, by CR 23.078-194r3) Pocedure Handle_ACR_GPRS

6.5.3.5
(new, by CR 23.078-194r3) Pocedure Complete_FCI_Record_GPRS

6.5.3.6
(former 6.5.3.1) Procedure Handle_SCI_GPRS

6.5.3.6.1
(new, by CR 23.078-194r3) Handling of SCI_GPRS for the Session

6.5.3.6.2
(new, by CR 23.078-194r3) Handling of SCI_GPRS for a PDP Context

6.5.3.7
(new, by CR 23.078-194r3) Procedure Handle_PDP_Acknowledgement

6.5.3.8
(new, by CR 23.078-200r7/216r1) GPRS duration control, procedures Handle_AC_GPRS and Handle_ACR_GPRS

6.5.3.8.1
(new, by CR 23.078-200r7) Overview

6.5.3.8.2
(new, by CR 23.078-216r1) TC guard timer

6.5.3.8.2.1
(new, by CR 23.078-216r1) General

6.5.3.8.2.2
(new, by CR 23.078-216r1) Check guard timer

6.5.3.8.2.2.1
(new, by CR 23.078-216r1) Apply Charging GPRS

6.5.3.8.2.2.2
(new, by CR 23.078-216r1) Release GPRS

6.5.3.8.2.2.3
(new, by CR 23.078-216r1) PDP Context Disconnect

6.5.3.9

(former 6.5.3.2 title renamed) SDL diagrams for process GPRS_SSF and procedures
References to/from these subclause changed accorgingly.

SDL figures re-arranged.


	

	Note #5
	Dialogue Id in the SDL GPRS_Dialogue_handler “i” and “j” changed to “j” and “k”, respectively, for better visibility.
	

	Note #6
	-
As the CR changed the DP names to starting with CAPITAL letters, all the DP names also changed throughout the clause.

-
Existing table 3 replaced by the new table (deleted and added).

-
Procedure names to be in line with S2 CR in N2-000429.

-
SDL: Routeing_Area_Update_Context (sheet 2), the state changed to DP_Change_Of_Position_Context. (error in the CR)

-
(6.5.3.6) PDP Context is (has been) Acknowledged, -> acknowledged

-
“Reset Tssf to Value ...” after receiving CAP_ResetTimerGPRS during WFI, -> “Reset Tssf to value ...” (editorial modification of existing description)

-
“Abort” signal sent by the gprsSSF to the GPRS_Dialogue_Handler changed to “TC_Abort”.
-
Receiving Int_DP_PDP_Context_Disconnection in Mon and the branch of EDP-R, -“Instruction_counter :=1” (add “:” before “=”)

-
SDL Handle_SCI_GPRS, the top left text “section” to “subclause”

	

	Note #7
	-
Original figures modified, e.g. “Tsws” -> “Tsw(Session), size to be fit.

-
Editorial changes applied, e.g. deletion double spaces, etc.

-
“Note: There may be Guard timer(s) in gprsSSF to supervise the response from the gsmSCF on the Apply Charging Report GPRS operation” deleted, due to the agreed CR 23.078-216r1.
	

	
	
	

	Note #8
	Throughout the document, spaces preceding colone (:), semicolone (;) or fullstop (.) found. Deleted.
	


18 September 2000 as v3.6-.0 (revision of v3.6--.0)

Changes and reminders

	Note #
	Change
	Result by N2

	
	Change by CR 23.078-187 removed. It was superseded by CR 23.078-187r1.
	

	
	In clause 4, SDL gsmSSF, following existing errors found and corrected;

-
Sheet 13: "provoques" -> "provokes" (two places),

-
Sheet 14: "provoques" -> "provokes" (two places),

-
Sheet 16: Receiving signal "Timer expiry Tssf" and the comment "Internal" connected.  (the comment is isolated now),

-
Sheet 17:  Straightly down from Int_DP_T_Answer, task box "Set Outstanding_Requests=1" -> "Outstanding Requests:=1",

-
Sheet 18:  Straightly down from EDP-R branch, task box "Set Outstanding_Requests=1" -> "Outstanding Requests:=1",
-
Sheet 24:  The state "Monitor" -> “Mnitoring"
	

	
	In clause 6, GPRS, following changes and corrections;

-
In all the SDL check boxes “:=” to “=” where applicable,

-
Packed SDL symboles moved a little for more spacing where applicable,

-
Receiving signal Int_Continue added in the SDL CAMEL_GPRS_PDP_Context_Establishment sheet 2,

-
Missing “CAP_” to “CAP_Entity_Released_GPRS” added where applicable in GPRS_SSF,

-
Add “(Sessein)” to “Int_Continue” to specify the session explecitely in GPRS_SSF,

-
Correction of the notation “j” and “k” in GPRS_Dialogue_Handler.
	


To be Input Change Requests after CN#9 approval

	TDoc #
	spec
	CR #
	Rev
	Cat
	Title

	N2-000280
	23.078
	181
	2
	F
	Indication of Network requested PDP Context in Initial DPGPRS  message

	N2-000409
	23.078
	217
	
	F
	PDP establishment

	NP-xxxxxx
	23.078
	xxx
	
	F
	Correction to the missing connection in SDL gsmSSF


