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Change history (Information to N2)

01 August 2000 as Draft Vx.1.0 (after N2#12)

Base document

3G TS 23.079 CAMEL Phase 3 (Release 1999) V 3.5.0 (2000-06)

Input Change Requests (N2#12 output)

TDoc #
spec
CR #
Rev
Cat
Title
Editor’s comment

N2-000327
23.078
134
4
F
Interworking of Call Forwardings and new CAMEL3 trigger detection points
4

Note #1

N2-000336
23.078
185
1
F
Addition of the Handle_FCI_GPRS procedure
6

Note #2

N2-000275
23.078
186

F
Correction to Procedure CAMEL_ICH_MSC_INIT
4

N2-000276
23.078
187

F
Transfer of Procedure CHECK_CD_SII2 from TS 23.072
4

Note #3

N2-000329
23.078
188
1
F
Update of References for the Location Information IE
4,7,9,11

Note #4

N2-000283
23.078
190

F
Removal of duplicate SGSN address/number from IDP-GPRS
6

N2-000286
23.078
191

F
Clean-up the Monitoring state User Interaction
4

Note #5

N2-000287
23.078
192

D
Editorial corrections and enhancements 
4, 7

N2-000335
23.078
193
1
F
GPRS Change of Position Procedure for Session and Context 
6

Note #6

N2-000326
23.078
201
1
F
Correction to Proceure CAMEL_Modify_CUG_Info
4

N2-000342
23.078
203
1
D
Move of processing rules for GPRS context.
6

N2-000331
23.078
204

F
Interaction with CUG
4

Input proposal(s) for Release 2000 (N2#12 output)

TDoc #
Title
Editor’s comment

N2-000323
Introduction of Alerting DP
4

Note #13

Changes and reminders by the editor

Note #
Change
Result by N2

Note #1
-
A blank space inserted before a right parenthes “(“ in the description Called Party Number in 4.6.5.2.

-
“:” -> “,” for “For the TDP ...”.

-
Bullet symbol change dot -> “-“ in GSM Forwarding Pending.
OK

Note #2
-
Note at the top left of the procedure Handle_FCI_GPRS, “... to handling ...” -> “... to handle ...”
-
“?” added in the decision boxes in the procedure Handle_FCI_GPRS.
OK

Note #3
The note at the top left sanswiched by “/*” and “*/”.
OK

Note #4
-
Bullet symbol change dot -> “-“ in Location area ID.

-
Description of Geographical information in 11.3.2.1.2 is referred to 23.032 while other clause referres to 23.018.  Is it ok?
OK

Note #5
Deletion of the indicated sheet affects total sheet number.  However, other sheets will be updated later unless no technical changes were given during the Helsinki meeting.
OK

Note #6
-
New procedure CAMEL_GPRS_Routeing_Area_update_PDP_Context would be preferable.

-
Proposed CAMEL_GPRS_Routeing_Area_update_Context (sheet 1) may need revised. Does not the receiving the signal Int_error result in Abort_session and Detach in Release_session?
NO

Covered by CR-194r3





Note #7
New figure counters inserted in some figure titiles.  Also reference to bookmark instead of hard coding of the number (the text reference to the figure 8.1).
OK

Note #8
“:”inserted after “Figure 6.1” as “Figure 6.1:”
OK

Note #9
Blank space between the figure number and the sheet number (alphabetical) deleted in the clauses 6 and 7.  This is the alignment of the style to the clause 4.
OK

Note #10
Full title of this specification.  Added.
OK

Note #11
Clause 4.3.6.2 title font change
OK

Note #12
SDL procedure CAMEL OCH_MSC1, duplicated underscore “_” removed in a procedure call CAMEL_OCH_ETC
OK

Note #13
Contents were revised by the originator as the meeting discussed. Further changes by the editor as follows:

-
Figures in O/T-BCSM modified.

-
In table 4.1, “:” removed after “that”.

-
Figure titles for SDL changed to all capital letters (Alerting -> ALERTING).

-
In SDL procedure CAMEL_MT_MSC_ALERTING the note at the top left sanswiched by “/*” and “*/”.

-
DP numbers are only used in the tables for the implicit disarmed DPs. Is it still meaningful to use the numbers?

-
Is the naming “CAMEL_MT_MSC_ALERTING” or the place appropriate to be placed among “xxx_GMSC_xxx”?
OK

Not decided at N2#12

Not decided at N2#12

21 August 2000 as Draft Vx.1.1 (revision of draft Vx.1.0)

Changes and reminders

Note #
Change
Result by N2


Error implementing CR 23.078-188r1 corrected. (4.6.1.9.2. rational of “C” conditional)
OK

11 September 2000 as Draft Vx.2.0 (after N2#13)

Input Change Request (N2#13 output)

TDoc #
spec
CR #
Rev
Cat
Title
Editor’s comment

N2-000358
23.078
187
1
F
Transfer of Procedure Check_CD_SII2 from TS 23.072
4

N2-000367
23.078
215

F
Correction to description of DP Collected_Info
4

N2-000378
23.078
198
2
F
Location Number GPRS
7

N2-000380
23.078
209

F
Correction CAMEL_MT_GMSC_INIT
4

N2-000408
23.078
206
1
F
GPRS location information in GPRSEventSpecificInformation
6

Note #1

N2-000411
23.078
188
2
F
Update of References for the Location Information IE
7 (only)

N2-000416
23.078
213
1
F
Correction of MO-SMS SDL's
7

Note #2

N2-000418
23.078
137
4
F
E-parameter handling of distinct CAP dialogues/TDPs
4, 6

Note #3/#4

N2-000419
23.078
205
1
F
Handling of the Call Diversion Treatment Indicator
4

N2-000420
23.078
207
1
F
Removal of NPI check in DP Analyzed_Information
4

N2-000427
23.078
219

F
Correction to Initial DP SMS Information Flow
3, 7

N2-000434
23.078
218
1
D
Clarification of description of number comparison for dialled services
4

N2-000436
23.078
208
2
F
SDL modelling and  overlapping dialogue case
6

Note #4/#5

N2-000438
23.078
194
3
F
Corrections on GPRS
6

Note #4/#6

N2-000439
23.078
200
7
F
ACR/AC supervision for GPRS
6

Note #4/#7

N2-000440
23.078
216
1
F
Introduction of Guard Timer for GPRS TCAP dialogue handling
6

Note #4/#8

Input proposal(s) for Release 2000 (N2#13 output)

TDoc #
Title
Editor’s comment

N2-000402
CAMEL control of Optimal Routeing
4

Note#9

Changes and reminders by the editor

Note #
Change
Result by N2

Note #1
Reference number to 3G TS 23.060, “[11]” added.


Note #2
-
For some test boxes texts had been in comment. Changed to the text extention.

-
SDL figure CAMEL_SMS_SUBMITTED appears before CAMEL_SMS_FAILURE, as 7.5.2.1 says.


Note #3
Bullet symbol changed dot -> “-“


Note #4
Due to the multiple CRs on clause 6, the following structure changes applied in subclause 6.5.3:

6.5.3.1
(new, by CR 23.078-194r3) Process GPRS_SSF

6.5.3.2
(new, by CR 23.078-194r3) Process GPRS_Dialogue_Handler

6.5.3.3
(new, by CR 23.078-194r3) Pocedure Handle_AC_GPRS

6.5.3.4
(new, by CR 23.078-194r3) Pocedure Handle_ACR_GPRS

6.5.3.5
(new, by CR 23.078-194r3) Pocedure Complete_FCI_Record_GPRS

6.5.3.6
(former 6.5.3.1) Procedure Handle_SCI_GPRS

6.5.3.6.1
(new, by CR 23.078-194r3) Handling of SCI_GPRS for the Session

6.5.3.6.2
(new, by CR 23.078-194r3) Handling of SCI_GPRS for a PDP Context

6.5.3.7
(new, by CR 23.078-194r3) Procedure Handle_PDP_Acknowledgement

6.5.3.8
(new, by CR 23.078-200r7/216r1) GPRS duration control, procedures Handle_AC_GPRS and Handle_ACR_GPRS

6.5.3.8.1
(new, by CR 23.078-200r7) Overview

6.5.3.8.2
(new, by CR 23.078-216r1) TC guard timer

6.5.3.8.2.1
(new, by CR 23.078-216r1) General

6.5.3.8.2.2
(new, by CR 23.078-216r1) Check guard timer

6.5.3.8.2.2.1
(new, by CR 23.078-216r1) Apply Charging GPRS

6.5.3.8.2.2.2
(new, by CR 23.078-216r1) Release GPRS

6.5.3.8.2.2.3
(new, by CR 23.078-216r1) PDP Context Disconnect

6.5.3.9

(former 6.5.3.2 title renamed) SDL diagrams for process GPRS_SSF and procedures
References to/from these subclause changed accorgingly.

SDL figures re-arranged.


Note #2 for Vx.2.2

Note #5
Dialogue Id in the SDL GPRS_Dialogue_handler “i” and “j” changed to “j” and “k”, respectively, for better visibility.


Note #6
-
As the CR changed the DP names to starting with CAPITAL letters, all the DP names also changed throughout the clause.

-
Existing table 3 replaced by the new table (deleted and added).

-
Procedure names to be in line with S2 CR in N2-000429.

-
SDL: Routeing_Area_Update_Context (sheet 2), the state changed to DP_Change_Of_Position_Context. (error in the CR)

-
(6.5.3.6) PDP Context is (has been) Acknowledged, -> acknowledged

-
“Reset Tssf to Value ...” after receiving CAP_ResetTimerGPRS during WFI, -> “Reset Tssf to value ...” (editorial modification of existing description)

-
“Abort” signal sent by the gprsSSF to the GPRS_Dialogue_Handler changed to “TC_Abort”.

-
Receiving Int_DP_PDP_Context_Disconnection in Mon and the branch of EDP-R, -“Instruction_counter :=1” (add “:” before “=”)

-
SDL Handle_SCI_GPRS, the top left text “section” to “subclause”



Note #7
-
Original figures modified, e.g. “Tsws” -> “Tsw(Session), size to be fit.

-
Editorial changes applied, e.g. deletion double spaces, etc.

-
“Note: There may be Guard timer(s) in gprsSSF to supervise the response from the gsmSCF on the Apply Charging Report GPRS operation” deleted, due to the agreed CR 23.078-216r1.
Note #1 for Vx.2.2





Note #8
Throughout the document, spaces preceding colone (:), semicolone (;) or fullstop (.) found. Deleted.






Note#9
Abbriviation for “OR” in subclause 3.2, or the full wording “optimal routeing” for the information element name required?


18 September 2000 as Draft Vx.2.1 (revision of draft Vx.2.0)

Changes and reminders by the editor

Note #
Change
Result by N2


Change by CR 23.078-187 removed. It was superseded by CR 23.078-187r1.



In clause 4, SDL gsmSSF, following existing errors found and corrected;

-
Sheet 13: "provoques" -> "provokes" (two places),

-
Sheet 14: "provoques" -> "provokes" (two places),

-
Sheet 16: Receiving signal "Timer expiry Tssf" and the comment "Internal" connected.  (the comment is isolated now),

-
Sheet 17:  Straightly down from Int_DP_T_Answer, task box "Set Outstanding_Requests=1" -> "Outstanding Requests:=1",

-
Sheet 18:  Straightly down from EDP-R branch, task box "Set Outstanding_Requests=1" -> "Outstanding Requests:=1",
-
Sheet 24:  The state "Monitor" -> “Mnitoring"



In clause 6, GPRS, following changes and corrections;

-
In all the SDL check boxes “:=” to “=” where applicable,

-
Packed SDL symboles moved a little for more spacing where applicable,

-
Receiving signal Int_Continue added in the SDL CAMEL_GPRS_PDP_Context_Establishment sheet 2,

-
Missing “CAP_” to “CAP_Entity_Released_GPRS” added where applicable in GPRS_SSF,

-
Add “(Sessein)” to “Int_Continue” to specify the session explecitely in GPRS_SSF,

-
Correction of the notation “j” and “k” in GPRS_Dialogue_Handler.



Abbriviation “OR” added to subclause 3.2 as “Optimal Routeing”, which relates to the proposal by N2-000402.


22 September 2000 as Draft Vx.2.2 (Further input after CN#9)

To be Input Change Requests after CN#9 approval

TDoc #
spec
CR #
Rev
Cat
Title

N2-000280
23.078
181
2
F
Indication of Network requested PDP Context in Initial DPGPRS  message

N2-000409
23.078
217

F
PDP establishment

NP-000581
23.078
220

F
Correction to the missing connection in SDL gsmSSF

Changes and reminders by the editor

Note #
Change
Result by N2

Note #1
“Note” recovered.  Further alignment among issues on the guard timer required.



In clause 4, SDL gsmSSF, following existing errors found and corrected;

-
Sheet 6: "Set Outstanding_Requests=Outstanding_Requests - 1" -> "Outstanding_Requests:=Outstanding_Requests - 1",

-
Sheet 6: "Set Outstanding_Requests=0" -> "Outstanding_Requests:=0",

-
Sheet 11: "Set Outstanding_Requests=Outstanding_Requests + 1" -> "Outstanding_Requests:=Outstanding_Requests + 1",

-
Sheet 13: "CallActive:=FAKSE" -> "CallActive:=FALSE".


Note #2
Subclause 6.5.3.9 title: "SDL diagrems ..." -> "SDL diagrams ..."







22 September 2000: Accept all the revisions after all input and changes listed above. (For clean copy only)


07 October 2000 as Draft Vx.2.3 (as an input to CN2#14)

Changes and reminders by the editor

Note #
Change
Result by N2

30/09
Error implementing CR 23.078-137r4 corrected. (missing SDLs to be updated, gsmSSF sheets 8 and 9, Handle_O_Answer and Handle_T_Answer)



07 October 2000: Accept all the revisions after all input and changes listed above. (For clean copy only)


