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****    FIRST MODIFIED SECTION    ****

4.4.2.1.1.3
Routing

Entry events:

-
Availability of routeing address and nature of address. (DP Analysed_Information).

Actions:

-
Information is being analysed and/or translated according to dialling plan to determine routeing address.

-
Routeing address being interpreted.

-
Originating call: Outgoing barring services and ODB categories not already applied are checked and invoked if necessary.

Exit events:

-
Indication from the terminating half BCSM that the call is accepted and answered by the terminating party. (DP O_Answer)

-
An exception condition is encountered - this leads to the O_Exception PIC.

-
Calling party abandons the call- this leads to the O_Abandon DP.

-
A busy indication is received from the terminating party - this leads to the O_Busy DP.

-
A not reachable indication is received from the terminating party - this leads to the O_Busy DP.

-
Attempt to select the route for the call fails - this leads to the Route_Select_Failure DP.
-
An alerting indication (ISUP ACM) is received from the terminating party – this leads to the O_Term_Seized DP.

-
If the no reply timer expires and DP O_No_Answer is armed - this leads to the O_No_Answer DP.

****   NEXT MODIFIED SECTION    ****

4.4.3.1.1.2
Terminating Call Handling

Entry events:

-
Response is received from HLR / VLR and terminating CSI (if available) is analysed. (DP Terminating_Attempt_Authorised).

-
New routeing information is received when Busy event (DP T_Busy) or No Answer event (DP T_No_Answer) is reported from Terminating Call Handling PIC.

-
New routeing information is received when Disconnect event is reported from T_Active PIC.

-
New routeing information is received when the terminating party not reachable is reported from Terminating Call Handling PIC.

NOTE:
The HLR may use MAP signalling to indicate to the GMSC before the call is extended to the destination VMSC that the terminating party is not reachable, or the destination VMSC may use telephony signalling to indicate to the GMSC after the call has been extended to the destination VMSC that the terminating party is not reachable.

Actions:

-
The response from HLR / VLR is analysed.

-
Routeing address and call type being interpreted. The next route or terminating access is being selected.

-
The GSM supplementary service call forwarding is invoked if necessary.

Exit events:

-
Call is accepted and answered by terminating party.

-
An indication is received that the called party is being alerted - this leads to the Call_Accepted DP.

-
An exception condition is encountered - this leads to the T_Exception PIC. Example exception conditions: the call setup to the MSC/GMSC was not successful.

-
Calling party abandons the call - this leads to the T_Abandon DP.

-
The terminating access is busy in the VMSC or a busy indication is received from the destination exchange in the GMSC - this leads to the T_Busy DP.

-
Not reachable event detected or failure of attempt to select the route for the terminating leg in GMSC or the MS cannot be reached in the VMSC - this leads to the T_Busy DP.

-
If no reply timer expires and DP T_No_Answer is armed - this leads to the T_No_Answer DP.
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