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**** First Modified Section ****
4.6.2.11
Establish Temporary Connection

4.6.2.11.1
Description

This IF is used to create a connection between an initiating gsmSSF and an assisting gsmSSF as a part of the assist procedure. It can also be used to create a connection between a gsmSSF and a gsmSRF.

4.6.2.11.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Assisting SSP IP Routing Address
M
M
M
M
This parameter indicates the destination address of the gsmSRF or assisting gsmSSF for the assist procedure. As a network operator option, the Assisting SSP IP Routing Address may contain embedded within it, a "Correlation ID" and " Scf ID", but only if "Correlation ID" and "Scf ID" are not specified separately.

Correlation ID
O
O
O
O
This parameter is used for :

- the correlation of dialogues from the initiating gsmSSF-> gsmSCF with dialogues from gsmSRF -> gsmSCF

- the correlation of dialogues from the initiating gsmSSF-> gsmSCF with dialogues from assisting gsmSSF -> gsmSCF.

Carrier 
O
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
O
This IE identifies the type of number in the Charge Number (e.g. subscriber versus PLMN operator number).

Charge Number
O
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.

Scf ID
O
O
O
O
This parameter indicates the gsmSCF identifier

Service Interaction Indicators Two
O
O
O
O
This parameter indicates whether or not a bothway through connection is required between thecall segment and the gsmSRF. The handling when this IE is not present is defined in ETSI EN 301 070-1 ([7]).

Call Segment ID
M
M
M
M
This IE indicates the call segment to be connected to the resource. The subsequent user interaction shall apply  to all parties connected to the call segment.

M
Mandatory (The IE shall always be sent).

O
Optional (Service logic dependent).

Carrier contains the following information:

Information element name
MO
MF
MT
VT
Description

Carrier Identification Code
M
M
M
M
This IE uniquely identifies a North American long distance carrier.

Carrier Selection Information
M
M
M
M
This IE indicates the way the carrier was selected e.g.:
– dialled
– subscribed

M
Mandatory (The IE shall always be sent).
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