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***Text extracted from 22.078 for information ***

A.3
GPRS Information provided to the CSE

Table A-3 shows the information that shall be reported to the CSE on various GPRS events. The numbers reflect the applicable CAMEL phase (3). 


Attach
PDP Context Establishment
(Initial Service Event)
PDP Context Establishment
(Subsequent Service Event)
PDP Context Establishment Ack
(Initial Service Event)
PDP Context Establishment Ack
(Subsequent Service Event – PDP Context relationship)
PDP Context Establishment Ack
(Subsequent Service Event – GPRS Sessiion Relationship I) – note 1
PDP Context Establishment Ack
(Subsequent Service Event – GPRS Session relationship II) – note 2

Event met
3
3
3
3
3
3
3

Type of monitoring
-
-
3
-
3
3
3

MSISDN
3
3
-
3
-
-
-

IMSI
3
3
-
3
-
-
-

Service Key
3
3
-
3
-
-
-

Location information, at least to the resolution of Routing Area of the attaching subscriber
3
3
3
3
-
3
-

Time stamp information
3
3
3
3
-
3
-

Time zone information
3
3
3
3
-
3
-

GPRS MS Class (note 3)
3
3
-
3
-
-
-

PDP transport protocol, i.e. IP or X.25
-
3
3
3
-
3
-

Quality of Service (requested)
-
3
3
3
-
3
-

Quality of Service (subscribed)
-
3
3
3
-
3
-

Quality of Service (negotiated)
-
-
-
3
3
3
3

Destination address information
-
3
3
3
-
3
-

GPRS charging ID
-
-
-
3
3
3
3

Table A-3: GPRS Information transferred towards the CSE

Note 1:
PDP Context Establishment Ack (Subsequent Service Event – GPRS Session relationship I): The PDP Context Establishment event for this PDP Context has not been reported.

Note 2:
PDP Context Establishment Ack (Subsequent Service Event – GPRS Session relationship II): The PDP Context Establishment event for this PDP Context has been reported.

Note 3:
GPRS MS Class: Subparameter MS RadioAccessCapability is not supported in UMTS Network.  

*** Propsed change in 23.078 ***

6.6.1.4
Event Report GPRS

6.6.1.4.1
Description

This IF is used to notify the gsmSCF of a GPRS event (e.g. Attach or Detach) previously requested by the gsmSCF in a Request Report GPRS Event IF.

6.6.1.4.2
Information Elements

The following information elements are required:

Information element name
Required
Description

Gprs Reference Number
C
This IE consists of a number assigned by the gprsSSF and a number assigned by the gsmSCF. It is used for TCAP dialogue segmentation.
Refer to 3GPP TS 29.078 [5] for the usage of this element.

GPRS Event type 
M
This IE specifies the type of event that is reported.

Misc GPRS Info
M
This IE indicates the DP type (EDP-N or EDP-R).

GPRS Event Specific Information
M
This IE contains information specific to the reported event.

PDP ID
C
This IE identifies the PDP context, which the Report GPRS Event is applicable for. If not present the dialogue corresponds to the Attach/Detach State Model or to one single PDP context.

M
Mandatory (The IE shall always be sent).

C
Conditional (The IE shall be sent, if available).

If the GPRS Event type contains DP Change of Position GPRS Session, then the GPRS Event Specific Information IE contains the following information elements:

Information element name
Required
Description

Location Information in SGSN
M
See subclause 7.6.1.2.2.

M
Mandatory (The IE shall always be sent).

If the GPRS Event type contains DP Change of Position Context, then the GPRS Event Specific Information IE contains the following information elements:

Information element name
Required
Description

Access Point Name
C1
This IE identifies the address Access Point Name to which the MS is connected.

Charging ID
C1
This IE contains the Charging ID received from the GGSN for the PDP context.

Location Information in SGSN
M
See subclause 7.6.1.2.2.

PDP Type
C1
This IE identifies the PDP Type. See 3GPP TS 23.060 [11].

Quality Of Service
C1
This IE is described in the table below.

Time and Time Zone
C1
This IE contains the time that the gprsSSF met the detection point, and the time zone the gprsSSF resides in.

M
Mandatory (The IE shall always be sent).

C1
Conditional (The IE shall be sent, if available at inter-SGSN routing area update. Shall not be sent at intra-SGSN routing area update).

If the GPRS Event type contains DP Detach or DP PDP context disconnection, then the GPRS Event Specific Information IE contains the following information elements:

Information element name
Required
Description

Initiating Entity
M
This IE identifies the entity that has initiated the disconnection or detachment.

M
Mandatory (The IE shall always be sent).

If the GPRS Event type contains DP PDP context establishment, then the GPRS Event Specific Information IE contains the following information elements:

Information element name
Required
Description

Access Point Name
M
This IE identifies the address Access Point Name the MS has requested to connect to.

PDP Type
M
This IE identifies the PDP Type. See 3GPP TS 23.060.

Quality Of Service
M
This IE is described in the table below.

Location Information in SGSN
M
See subclause 7.6.1.2.2.

Time and Time Zone
M
This IE contains the time that the gprsSSF met the detection point, and the time zone the gprsSSF resides in.

PDP Initiation Type
M
This IE indicates whether a PDP context was established as a result of a network-initiated request or as a result of a subscriber request.

M
Mandatory (The IE shall always be sent).

If the GPRS Event type contains DP PDP context establishment acknowledgement, then the GPRS Event Specific Information IE contains the following information elements:

Information element name
Required
Description

Access Point Name
C
This IE identifies the address Access Point Name to which the MS is connected.

Charging ID
M
This IE contains the Charging ID received from the GGSN for the PDP context.

PDP Type
C
This IE identifies the PDP Type. See 3GPP TS 23.060.

Quality Of Service
M
This IE is described in the table below.

Location Information in SGSN
C
See subclause 7.6.1.2.2.

Time and Time Zone
C
This IE contains the time that the gprsSSF met the detection point, and the time zone the gprsSSF resides in.

M
Mandatory (The IE shall always be sent).
C
Conditional (The IE shall be sent if available).



