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Reason for change:
(

There are still small errors in GPRS related operations to be corrected.




Summary of change:
(

Correction applied to the gprsSSF postcondition in ActivityTestGPRS operation

Correction in the case of the overlapping dialogue in 12.1.7.1.4 on GPRS Reference ID and the wording of TC primitive.




Consequences if 
(

not approved:
Possible misunderstanding of the use of the operation above, and incorrect usage of the operations.
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11.2 and 12.1.7.1.4
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Other comments:
(

This CR shall be treated as “Essential Correction”

*** First modified part ***

11.2
ActivityTestGPRS procedure

11.2.1
General description

11.2.2
Responding entity (gprsSSF)

11.2.2.1
Normal procedure

gprsSSF precondition:

(1)
A relationship exists between the gsmSCF and the gprsSSF 

gprsSSF postcondition:

(1)
The SSME‑FSM stays in the state" Idle Management"

(2)
If the relationship exists and if there is a gprsSSF using the GPRS-Reference Number, the SSME sends a Return Result "ActivityTestGPRS" to the gsmSCF. The SSME‑FSM returns to the state"Idle Management".

If the GPRS Reference ID is not active, the TC in the gprsSSF will issue a U‑Abort.

(3)
The temporary TC dialogue is closed.

CR editor’s note: P-Abort is not applicable since TCAP dialogue is opened, but non-existing GPRS referenceID may be detected by the TCAP user.

*** Next modified part ***

12.1.7.1.4
gsmSCF‑to‑gprsSSF messages

This subclause defines the normal procedures for TC messages from the gsmSCF to the gprsSSF.

In the case of overlapping dialogues for the same relationship the gsmSCF opened dialogue is closed by the gprsSSF as specified in clause 5.7. The gsmSCF shall first respond normally to the operations sent by the gprsSSF, and then decide on the further actions.

CR editor’s note: Error codes is obsolete, user abort is used here.
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