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The description of SS-CSI in the Information Flow Insert Subscriber Data, from HLR to VLR, does not specify that SS-CSI shall not contain a marking for CCBS.

Reason why the marking for CCBS in SS-CSI shall not be sent to the VLR is that the SS Invocation Notifications for CCBS are initiated by the HLR, not by the MSC.

This restriction needs to be specified clearly. It may otherwise lead to the impression to designers of CAMEL Phase 3 functionality in the VLR, that the Insert Subscriber Data information flow (MAP protocol) needs to be updated, to receive the marking for CCBS in SS-CSI.

The proposed note in ASN.1, to indicate that the CCBS marking in SS-CSI shall not be sent to the VLR, may be compared to the note in ASN.1 that ‘notificationtoCSE’ and ‘csiActive’, present in various CSI’s, shall not be sent to VLR, GMSC or SGSN.
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*** First Change ***
17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

...

< unmodified ASN.1 definition >

...

SS-CSI ::= SEQUENCE {


ss-CamelData
SS-CamelData,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


notificationToCSE
[0]
NULL

OPTIONAL,


csi-Active
[1]
NULL

OPTIONAL

--
notificationToCSE and csi-Active shall not be present when SS-CSI is sent to VLR.

--
They may only be included in ATSI/ATM ack/NSDC message.

}

SS-CamelData  ::= SEQUENCE {


ss-EventList
SS-EventList,


gsmSCF-Address
ISDN-AddressString,


extensionContainer
[0] ExtensionContainer
OPTIONAL, 


...,


notificationToCSE
[1]
NULL

OPTIONAL,


csiActive

[2]
NULL

OPTIONAL}

--
notificationToCSE and csiActive shall not be present when SS-CSI is sent to VLR.

--
They may only be included in ATSI/ATM Ack message.
SS-EventList  ::= SEQUENCE SIZE (1..maxNumOfCamelSSEvents) OF SS-Code


-- Actions for the following SS-Code values are defined in CAMEL Phase 3:


-- ect

SS-Code ::= '00110001'B


-- multiPTY
SS-Code ::= '01010001'B


-- cd

SS-Code ::= '00100100'B


-- ccbs

SS-Code ::= '01000100'B


-- all other SS codes shall be ignored

-- when SS-CSI is sent to the VLR, it shall not contain a marking for ccbs.
maxNumOfCamelSSEvents INTEGER ::= 10

...

< unmodified ASN.1 definition >

...

*** End of Document ***
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