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When a terminating call is subject to CAMEL based services, the location of the called subscriber is given at the initial contact from the network to the CSE. For some service this location information might be not sufficient and precise enough. Siemens propose to add the location information to the procedure where the called subscribers is alerted. At this time the subscriber is paged and the location information is very accurate.
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This item in the stage 1 was approved by SA1 plenary.

4.6.1.6
Event Report BCSM

4.6.1.6.1
Description

This IF is used to notify the gsmSCF of a call-related event (i.e., BCSM events as answer and disconnect) previously requested by the gsmSCF in a Request Report BCSM Event IF.

4.6.1.6.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Event type BCSM
M
M
M
M
This IE specifies the type of event that is reported.

Event Specific Information BCSM
C
C
C
C
This IE indicates the call related information specific to the event.

Leg ID
M
M
M
M
This IE indicates the party in the call for which the event is reported.

Misc Call Info
M
M
M
M
This IE indicates the DP type.

CR editor’s note: proposed change is the below text added as the event specific information BCSM for T_Alerting.

If the Event Type BCSM IE contains T_Alerting, then the Event Specific Information BCSM IE contains the following information elements:

Information element name
MO
MF
MT
VT
Description

Location Information
-
-
-
C
See subclause 4.6.1.7.
The LocationInforamtion shall belong to the VT-CSI for the subscriber.
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6.10 Called party alert reporting procedure

The purpose of this procedure is to manage an outgoing call set-up at the time when the called party is alerted.
If the CSE has activated this service event for this call and the called party alert event occurs the IPLMN/VPLMN shall:
- Suspend call processing, notify the CSE and await further instructions, or
- Notify the CSE and continue call processing.
The following information shall be provided to the CSE:
- Event met;
- The party in the call for which the event is reported (only called party applicable);

- Type of monitoring.

If #4s-the VPLMN that-contacts-withreportsed the alerting event to the CSE. the location information of the MS which
was-obtained-by-the paging-shall be provided to the CSE.

When the IPLMN/VPLMN has made contact with the CSE, the CSE shall be able to instruct the IPLMN/VPLMN to act
as described below:

- Perform charging activities;

- Activate subsequent control service events for the call. The CSE shall have the possibility to send the following
information:

- The service event which shall be detected and reported:
- Calling party abandon;
- Unsuccessful call establishment. In the case of no answer the CSE may provide a no answer timer;
- (Call disconnection;
- Mid call event (DTMF);
- Called party connection.

- The party in the call for which the event shall be detected and reported;

- The type of monitoring (control or notification).

- Order in-band user interaction with the calling party.

There shall be no restriction regarding the order of the above instructions or the number of times each of the above
instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue the following
instruction:

- Allow the call processing to continue unchanged.
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