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CR editor’s note: This document was taken from the release 99. In this document, on ly gsmSSF/gprsSSF preconditions and postconditions are aligned with the draft 29.078 (N2-000610).

11.32
InitialDPSMS procedure

11.32.1
General description

This operation is sent by the gsmSSF or gprsSSF after detection of a TDP-R in the FSM, to request the gsmSCF for instructions to complete the MO SMS submission.

11.32.1.1
Parameters

-
destinationSubscriberNumber:
This IE contains a number to identify the Destination short message entity.

-
callingPartyNumber:
This parameter carries the MSISDN of the sending MS.

-
eventType:
This parameter indicates the armed FSM DP event, resulting in the InitialDPSMS operation.

-
iMSI:
IMSI of the mobile subscriber for which the CAMEL service is invoked. For encoding see 3GPP TS 29.002 [13].

-
locationInformationInMSC:
This parameter indicates the location of the sending MS when the SM is sent via MSC.

-
locationInformationInSGSN:
This parameter indicates the location of the sending MS when the SM is sent via GPRS SGSN.

-
serviceKey:
This parameter indicates to the gsmSCF the requested IN service. It is used to address the required application/SLP within the gsmSCF (not for gsmSCF addressing).

-
timeAndTimeZone:
This parameter contains the time that the gsmSSF/gprsSSF was triggered, and the time zone that the invoking gsmSSF/gprsSSF resides in.

-
tPDataCodingScheme:
This IE indicates the data coding scheme of the TP‑User Data field, and may indicate a message class. The message class may indicate e.g. the originator of Short Message.
-
tPShortMessageSubmissionSpecificInfo:
This IE contains the 1st octect of the SMS-SUBMIT TPDU which is specified in 3GPP TS 23.040 [46].
-
tPProtocolIdentifier:
This IE indicates the protocol used above SM-Transfer Layer.
-
tPValidityPeriod:
This IE indicates the length of the validity period or the absolute time of the validity period termination.
-
sMSCAddress:
This I.E defines the address of the SMSC to which the MO short message is intended to be submitted.

11.32.2
Invoking entity (gsmSSF or gprsSSF)

11.32.2.1
Normal procedure

gsmSSF/gprsSSF preconditions:

(1)
A Short Message submission attempt or a Short Message delivery attempt has been initiated.

(2)
An event has been detected at a DP.

(3)
For MT-SMS, the event fulfilled the criteria for the DP being executed.

gsmSSF/gprsSSF postcondition:

(1)
A control relationship has been established and the gsmSSF/gprsSSF waits for instructions from the gsmSCF.

The address of the gsmSCF the InitialDPSMS operation shall be sent to is fetched from the SMS-CSI. The gsmSSF or gprsSSF provides all available parameters.

A control relationship is established to the gsmSCF. The gsmSSF/gprsSSF application timer TSSF is set when the gsmSSF/gprsSSF sends InitialDPSMS for requesting instructions from the gsmSCF. It is used to prevent from excessive SMS delivery suspension time.

11.32.2.2
Error handling

If the destination gsmSCF is not accessible then the gsmSSF/gprsSSF instructs the MSC/SGSN to handle the SM according to the Default SMS Handling parameter of the SMS-CSI.

On expiration of TSSF before receiving any operation, the gsmSSF/gprsSSF aborts the interaction with the gsmSCF and instructs the VMSC/SGSN to handle the SM according to the Default SMS Handling parameter of the SMS-CSI.

If the sending mobile party abandons after the sending of InitialDPSMS, then the gsmSSF/gprsSSF closes the control relationship after the first answer message from the gsmSCF has been received, and after the SMSC has responded or a timer has expired.

Generic error handling for the operation related errors is described in clause 10 and the TC services which are used for reporting operation errors are described in clause 12.
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