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This proposal is based on the previously noted collective CR (N2-000586 in CN2#15 (Paris) Nov 2000).

*** Change in clause 2.14.3.6 ***

2.14.3.6
Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI)

This data defines the contents of the MT SMS CAMEL subscription information used for the interworking between gsmSCF and gsmSSF, for CAMEL control of circuit switched MT SMS.

MT-SMS-CSI consists of the following data items:

· TDP List. The TDP list is a list of SMS TDP descriptions. Each TDP description contains the following elements:

1. DP Value. The DP value identifies the DP in the MT SMS State Model where service triggering may take place.
For MT SMS , the only allowed DP value is DP SMS-Delivery-Request.

2. DP criteria: The DP criteria indicates on which criteria the gsmSSF shall access the gsmSCF.
3. gsmSCF Address. The gsmSCF addess is the address (E164 number) of the gsmSCF where the MT SMS CAMEL Service associated with this TDP, is located for this subscriber.

4. Service Key. The service key identifies to the gsmSCF the service logic that shall be applied.

5. Default SMS handling. The default SMS handling indicates whether the MT SMS submission request shall be rejected or continued in the case of error in the dialogue between the gsmSSF and gsmSCF.

· CAMEL Capability Handling. CAMEL Capability Handling indicates the CAMEL Phase that is required for the MT SMS service.
The CAMEL Capability Handling for MT-SMS-CSI shall have the value CAMEL phase 4.
*** Change in clause 2.14.4.2 ***

2.14.4.2
Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI)

This data defines the contents of the MT SMS CAMEL subscription information. The MT-SMS-CSI in SGSN is used for the Interworking between SGSN and gsmSCF, for CAMEL control of packet switched MT SMS.

MT-SMS-CSI consists of the following data items:

· TDP List. The TDP list is a list of SMS TDP descriptions. Each TDP description contains the following elements:

1. DP Value. The DP value identifies the DP in the MO SMS State Model where service triggering may take place.
For MT-SMS-CSI, the only allowed DP value is DP SMS-Delivery-Request

2. DP criteria: The DP criteria indicates on which criteria the gsmSSF shall access the gsmSCF.

3. gmSCF Address. The gsmSCF addess is the address (E.164 number) of the gsmSCF where the MT SMS CAMEL Service associated with this TDP, is located for this subscriber.

4. Service Key. The service key identifies to the gsmSCF the service logic that shall be applied.

5. Default SMS handling. The default SMS handling indicates whether the MT SMS submission request shall be rejected or continued in the case of error in the dialogue between the gprsSSF and gsmSCF.

· CAMEL Capability Handling. CAMEL Capability Handling indicates the CAMEL Phase that is required for the MT SMS service.
The CAMEL Capability Handling for MT-SMS-CSI in SGSN shall have the value CAMEL phase 4.
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