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****    FIRST MODIFIED SECTION    ****


5	Common CAP Types


5.1	Data types


:


<unmodified text>


:








CAMEL-AChBillingChargingCharacteristics {PARAMETERS-BOUND : bound} ::= CHOICE {


	timeDurationCharging					[0] SEQUENCE {


			maxCallPeriodDuration				[0] INTEGER (1..864000),


			releaseIfdurationExceeded			[1] BOOLEAN DEFAULT FALSE,


			tariffSwitchInterval				[2] INTEGER (1..86400)			OPTIONAL,


		    tone							    [3] BOOLEAN DEFAULT FALSE,


			audibleIndicator					[3]	AudibleIndicator			DEFAULT 


																					{tone FALSE},	


		    extensions						    [4] SEQUENCE SIZE(1..bound.&numOfExtensions) OF 


														ExtensionField	{bound} OPTIONAL,


		    ...


		}


	}


--  tariffSwitchInterval is measured in 1 second units.


--  maxCallPeriodDuration is measured in 100 millisecond units





	AudibleIndicator ::= CHOICE {


		tone 						BOOLEAN, 


		burstlist				[1] Burstlist 


			}


 


--CR Editor’s note : editorial correction above.


	Burstlist ::= SEQUENCE {


		warningPeriod			[0] INTEGER	(1..1200) DEFAULT 30,


		bursts					[1] Burst


		}





-- warningPeriod is measured in 1 second units.





	Burst::= SEQUENCE {


		numberofBursts			[0]	INTEGER (1..3)	DEFAULT 1,


		burstInterval			[1]	INTEGER	(1..20)	OPTIONAL,


		numberofTonesInBurst	[2] INTEGER (1..3) 	DEFAULT 3,


		toneDuration			[3]	INTEGER	(1..20)	DEFAULT 2, 


		toneInterval			[4]	INTEGER	(1..20)	DEFAULT 2


		}





-- burstInterval, toneDurartion and toneInterval are measured in 100 millisecond units





:


<unmodified text>











****    NEXT MODIFIED SECTION    ****


11.3	ApplyCharging procedure


11.3.1	General description


This operation is used for interacting from the gsmSCF with the gsmSSF function: CSE control of call duration. The ApplyChargingReport operation provides the feedback from the gsmSSF to the gsmSCF.


The charging scenarios supported by this operation are those given in 3GPP TS 22.078 for CSE control of call duration.


11.3.1.1	Parameters


-	aChBillingChargingCharacteristics:�This parameter specifies a list of parameters required for CSE control of call duration:


The list may contain:


-	timeDurationCharging:


This list contains the following parameters:


-		maxCallPeriodDuration:�This parameter specifies the period of time for which a call can progress before an ApplyChargingReport shall be sent to the gsmSCF.


-		releaseIfdurationExceeded:�This parameter specifies the action to be taken at the gsmSSF when the duration specified above has been reached. If the parameter is present, then the call is released.


--		tone:�If the parameter is present, then a warning tone is played when the warning tone timer expires.


-		tariffSwitchInterval:�This parameter indicates to the gsmSSF the time duration until the next tariff switch. The measurement of the elapsed tariff switch period commences immediately upon successful execution of this operation.


audibleIndicator: �This parameter indicates to the gsmSSF that an audible indicator may be played to the served subscriber. This audible indicator may either be a predefined sequence of tones or a sequence defined by the gsmSCF. This parameter shall consist of either tone or burstlist as described below:


-	tone:�This parameter indicates that a predefined sequence of tones is played when the warning tone timer expires.


-	burstlist:�This parameter indicates that a variable sequence of tones  may be played during the call period specified in the maxCallPeriodDuration parameter. This parameter may consist of the following parameters


-	warningPeriod:�This parameter indicates the time, before the Max Call Period Duration timer expires when the playing of the burstlist shall start.


-	burst:�This parameter indicates the number of bursts that that form the burstlist.


-	burstInterval:�This parameter indicates the time interval between the burst defined in the burstlist.


-	toneInBurst:�This parameter indicates the number of tones to be played in each burst. There may be up to three tones per burst.


-	toneDuration:�This parameter indicates the time duration that the tone shall be played for.


-	toneInterval:�This parameter indicates the time interval between successive tones in a burst


-	partyToCharge:�This parameter indicates the party in the call.











****    End of Document    ****
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