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****    FIRST MODIFIED SECTION    ****

7.6.3.76
MO-SMS-CSI

This parameter identifies the subscriber as having mobile originating SMS CAMEL services as defined in 3G TS 23.078. For the CAMEL phase 3 the MO-SMS-CSI is the same as the SMS-CSI.

7.6.3.xx
MT-SMS-CSI

This parameter identifies the subscriber as having mobile terminating SMS CAMEL services as defined in 3G TS 23.078.

****   NEXT MODIFIED SECTION    ****

8.8.1.3
Parameter use

……..

VLR CAMEL Subscription Info

This parameter is sent for subscribers who have CAMEL services which are invoked in the MSC. In CAMEL phase 1, this parameter contains only the O-CSI. In CAMEL Phase 2, this parameter may contain O-CSI, SS-CSI and TIF-CSI. In CAMEL Phase 3, this parameter may contain O-CSI, D-CSI, SS-CSI, VT-CSI, MO-SMS-CSI/SMS-CSI, M-CSI and TIF-CSI. In CAMEL Phase 4, this parameter may contain O-CSI, D-CSI, SS-CSI, VT-CSI, MO-SMS-CSI, MT-SMS-CSI, M-CSI and TIF-CSI. In CAMEL Phase 2 TDP-Criteria for O-CSI may be associated with O-CSI. In CAMEL Phase 3, additionally, TDP-Criteria for VT-CSI may be associated with VT-CSI. In CAMEL Phase 4, additionally, TDP-Criteria for MT-SMS-CSI may be associated with MT-SMS-CSI. The VLR CAMEL Subscription Info is sent at location updating or when any information in the applicable CAMEL Subscription Info in the HLR has been changed.

At location updating, the complete set of VLR CAMEL Subscription Info is sent in one dialogue.

When CAMEL Subscription Information is changed in the HLR and changed data have to be sent to the VLR, then:

-
for CAMEL Phase 1 and CAMEL Phase 2, the complete set of VLR CAMEL Subscription Info is sent in one dialogue;

-
for CAMEL Phase 3 or higher, one or more specific elements of VLR CAMEL Subscription Info are sent in one dialogue.

When the VLR receives a specific element of VLR CAMEL Subscription Info, it shall overwrite the corresponding specific element of VLR CAMEL Subscription Info (if any) which it has stored for that subscriber.

The specific elements of VLR CAMEL Subscription Info which may be sent are:

-
VLR CAMEL Subscription Info which is applicable for CAMEL Phase 1 and CAMEL Phase 2, which consists of any one or more of:

-
O-CSI;

-
TDP-Criteria for O-CSI;

-
SS-CSI;

-
TIF-CSI.

-
D-CSI;

-
VT-CSI;

-
TDP-Criteria for VT-CSI;

-
MO-SMS-CSI;

· MT-SMS-CSI;

· TDP-Criteria for MT-SMS-CSI;

-
M-CSI.

If the VLR CAMEL Subscription Info is omitted in the Insert Subscriber Data operation the VLR shall keep the previously stored VLR CAMEL Subscription Info. Within one dialogue subsequent received data are interpreted as add-on data. If the VLR detects that there is overlapping in the information received within a dialogue, it shall send the error Unexpected Data Value. This parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it.

The VLR CAMEL Subscription Info may contain the TIF-CSI (Translation Information Flag) for CAMEL Phase 2 andhigher. See 3G TS 23.072 for the use of this parameter and the conditions for its presence.

****   NEXT MODIFIED SECTION    ****

<same section as earlier, but later>

SGSN CAMEL Subscription Info

The SGSN CAMEL Subscription Info is sent at GPRS location updating or when any information in the applicable SGSN CAMEL Subscription Info in the HLR has been changed. In CAMEL Phase 3, this parameter may contain one or both of GPRS-CSI and MO-SMS-CSI/SMS-CSI. In addition, in CAMEL phase 4 and higher, this parameter may also contain MT-SMS-CSI and TDP-Criteria for MT-SMS-CSI.

At GPRS location updating the complete set of SGSN CAMEL Subscription Info is sent.

When CAMEL Subscription Information is changed in the HLR and changed data have to be sent to the SGSN, then one or more specific elements of SGSN CAMEL Subscription Info are sent in one dialogue.

When the SGSN receives a specific element of SGSN CAMEL Subscription Info, it shall overwrite the corresponding specific element of SGSN CAMEL Subscription Info (if any) which it has stored for that subscriber.

The specific elements of SGSN CAMEL Subscription Info which may be sent are:

-
MO-SMS-CSI;

· MT-SMS-CSI;

· TDP-Criteria for MT-SMS-CSI;

-
GPRS-CSI.

This parameter is used only by the SGSN and if the VLR receives this parameter it shall ignore it.

****   NEXT MODIFIED SECTION    ****

8.8.2
MAP-DELETE-SUBSCRIBER-DATA service

…

8.8.2.3
Parameter use

…

CAMEL Subscription Info Withdraw

This parameter is used to indicate that CAMEL Subscription Info shall be deleted from the VLR or from the SGSN. All CAMEL Subscription Info for the subscriber shall be deleted. This parameter is used by the VLR and by the SGSN. This parameter should not be sent in the same message as the Specific CSI Withdraw parameter.

Specific CSI Withdraw

This parameter is used to indicate that one or more specific elements of CAMEL Subscription Info shall be deleted from the VLR or from the SGSN. 

The specific elements of CAMEL Subscription Info which may be withdrawn are:

-
O-CSI with TDP criteria for O-CSI;

-
SS-CSI;

-
TIF-CSI;

-
D-CSI;

-
VT-CSI with TDP criteria for VT-CSI;

-
MO-SMS-CSI;

· MT-SMS-CSI with TDP-Criteria for MT-SMS-CSI;

-
M-CSI;

-
GPRS-CSI.

This parameter is used by the VLR and by the SGSN. It shall not be sent to VLRs that do not support CAMEL phase 3. This parameter should not be sent in the same message as the CAMEL Subscription Info Withdraw parameter.

****   NEXT MODIFIED SECTION    ****

17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

…….

SGSN-CAMEL-SubscriptionInfo ::= SEQUENCE {


gprs-CSI

[0]
GPRS-CSI
OPTIONAL,


mo-sms-CSI

[1]
SMS-CSI
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...,


mt-sms-CSI
[3]
SMS-CSI
OPTIONAL,

mt-smsCAMELTDP-CriteriaList
[4]
MT-smsCAMELTDP-CriteriaList
OPTIONAL
     }

SpecificCSI-Withdraw ::= BIT STRING {


o-csi (0),


ss-csi (1),


tif-csi (2),


d-csi (3),


vt-csi (4),


mo-sms-csi (5),


m-csi (6),


gprs-csi(7),


mt-sms-csi (8)

} (SIZE(8..32)) 

-- exception handling:

-- bits 9 to 31 shall be ignored if received

VlrCamelSubscriptionInfo ::= SEQUENCE {


o-CSI

[0] O-CSI

OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


...,


ss-CSI

[2] SS-CSI
OPTIONAL,


o-BcsmCamelTDP-CriteriaList
[4] O-BcsmCamelTDPCriteriaList
OPTIONAL,


tif-CSI

[3] NULL
OPTIONAL,


m-CSI

[5] M-CSI
OPTIONAL,


mo-sms-CSI

[6] SMS-CSI
OPTIONAL,


vt-CSI

[7] T-CSI
OPTIONAL,


t-BCSM-CAMEL-TDP-CriteriaList
[8] T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


d-CSI

[9] D-CSI
OPTIONAL,


mt-sms-CSI                          [10] SMS-CSI
OPTIONAL,

mt-smsCAMELTDP-CriteriaList
[11]
MT-smsCAMELTDP-CriteriaList
OPTIONAL.
}

MT-smsCAMELTDP-CriteriaList ::= SEQUENCE SIZE (1.. maxNumOfCamelTDPData) OF

MT-smsCAMELTDP-Criteria
MT-smsCAMELTDP-Criteria ::= SEQUENCE {

sms-TriggerDetectionPoint
SMS-TriggerDetectionPoint,


mt-sms-TPDU-Type
[0]
MT-SMS-TPDU-Type

OPTIONAL

... }

MT-SMS-TPDU-Type ::= ENUMERATED {


SMS-DELIVER 
(0),

SMS-SUBMIT-REPORT 
(1),


SMS-STATUS-REPORT 
(2),

... }
- 

--
exception handling:

--
For MT-SMS-TPDU-Type sequences containing this parameter with any

--
other value than the ones listed above the receiver shall ignore 
--
the whole MT-SMS-TPDU-Type sequence.
--
In the CAMEL phase 4, SMS-SUBMIT-REPORT shall not be used.
CamelCapabilityHandling ::= INTEGER(1..16) 


-- value 1 = CAMEL phase 1,


-- value 2 = CAMEL phase 2,


-- value 3 = CAMEL Phase 3,


-- value 4 = CAMEL Phase 4:


-- reception of values greater than 4 shall be treated as CAMEL phase 4.

SupportedCamelPhases ::= BIT STRING {


phase1 (0),


phase2 (1),


phase3 (2),


phase4 (3)

} (SIZE (1..16)) 

-- A node shall mark in the BIT STRING all CAMEL Phases it supports.

-- Other values than listed above shall be discarded.

SMS-CSI ::= SEQUENCE {


sms-CAMEL-TDP-DataList
[0] SMS-CAMEL-TDP-DataList
OPTIONAL,


camelCapabilityHandling
[1] CamelCapabilityHandling
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


notificationToCSE
[3] NULL

OPTIONAL,


csi-Active
[4] NULL

OPTIONAL,


...}

--
notificationToCSE and csi-Active shall not be present 

--   when MO-SMS-CSI/SMS-CSI or MT-SMS-CSI is sent to VLR/SGSN.

--
They may only be included in ATSI/ATM ack/NSDC message.

SMS-CAMEL-TDP-DataList ::= SEQUENCE SIZE (1..maxNumOfCamelTDPData) OF


SMS-CAMEL-TDP-Data

--
SMS-CAMEL-TDP-DataList shall not contain more than one instance of

--
SMS-CAMEL-TDP-Data containing the same value for sms-TriggerDetectionPoint.

SMS-CAMEL-TDP-Data ::= SEQUENCE {


sms-TriggerDetectionPoint
[0] SMS-TriggerDetectionPoint,


serviceKey
[1] ServiceKey,


gsmSCF-Address
[2] ISDN-AddressString,


defaultSMS-Handling
[3] DefaultSMS-Handling,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


...


}

SMS-TriggerDetectionPoint ::= ENUMERATED {


sms-CollectedInfo (1),


...,


sms-DeliveryRequest (2)

}

--
exception handling:

--
For SMS-CAMEL-TDP-Data sequences containing this parameter with any

--
other value than the ones listed the receiver shall ignore the whole 

--
SMS-CAMEL-TDP-Data sequence.

DefaultSMS-Handling ::= ENUMERATED {


continueTransaction (0) ,


releaseTransaction (1) ,


...}

--
exception handling:

--
reception of values in range 2-31 shall be treated as "continueTransaction"

--
reception of values greater than 31 shall be treated as "releaseTransaction"

RequestedCAMEL-SubscriptionInfo ::= ENUMERATED {


o-CSI

(0),


t-CSI

(1),


vt-CSI

(2),


tif-CSI

(3),


gprs-CSI

(4),


mo-sms-CSI

(5),


ss-CSI

(6),


m-CSI

(7),


d-csi

(8),


mt-sms-CSI                           (9)

} (SIZE (1..32) ) 


-- exception handling:


-- bits 10 to 31 shall be discarded if received.

CAMEL-SubscriptionInfo ::= SEQUENCE {


o-CSI

[0]
O-CSI
OPTIONAL,


o-BcsmCamelTDP-CriteriaList
[1]
O-BcsmCamelTDPCriteriaList
OPTIONAL, 


d-CSI

[2]
D-CSI
OPTIONAL,


t-CSI

[3]
T-CSI
OPTIONAL,


t-BCSM-CAMEL-TDP-CriteriaList
[4]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


vt-CSI

[5]
T-CSI
OPTIONAL,


vt-BCSM-CAMEL-TDP-CriteriaList
[6]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


tif-CSI

[7]
NULL

OPTIONAL,


tif-CSI-NotificationToCSE
[8]
NULL

OPTIONAL,


gprs-CSI

[9]
GPRS-CSI
OPTIONAL,


mo-sms-CSI

[10]
SMS-CSI
OPTIONAL,


ss-CSI

[11]
SS-CSI
OPTIONAL,


m-CSI

[12]
M-CSI
OPTIONAL,


extensionContainer
[13]
ExtensionContainer
OPTIONAL,


...,


mt-sms-CSI                           [14]
SMS-CSI
OPTIONAL,


mt-smsCAMELTDP-CriteriaList
[11]
MT-smsCAMELTDP-CriteriaList
OPTIONAL.
}
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