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Reason for change:

In CAMEL Phase 2, the MSC sends the VLR a second SIFOC if the call was subject to CAMEL invocation based on O-CSI. This allows the VLR to check the conditional outgoing call barrings against the destination routeing address provided by the gsmSCF.

In CAMEL Phase 3, the handling was enhanced to deal with D-CSI and N-CSI as well. The MSC should send the VLR a second SIFOC if the call was subject to at least one of O-CSI, D-CSI and N-CSI. However, following through the SDLs (Procedure CAMEL_MO_Dialled_Services), the MSC will send the second SIFOC regardless of whether there was any CAMEL invocation for the call.




Summary of change:

Introduction of a new boolean variable CAMEL_Invocation. The variable is checked to determine whether the second SIFOC is sent.




Consequences if 

not approved:
In a CAMEL 3 VPLMN, any MO call that is not subject to a CAMEL invocation will fail.
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4.5.2.1
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Other comments:

In this revision, the variable CAMEL_Invocation is initialised to False in Procedure OG_Call_Setup which is defined in 3GPP TS 23.018 (see CRs mentioned above).

**** First Modified Section ****
4.5.2.1
Handling of mobile originated calls in the originating MSC

…
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Figure 4.9a: Procedure CAMEL_MO_Dialled_Services (sheet 1)
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Figure 4.10a: Procedure CAMEL_OCH_MSC_INIT (sheet 1)
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Figure 4.11a: Procedure CAMEL_SDS_MO_Init (sheet 1)
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[image: image7.wmf]/* Procedure in the MSC to perform

CAMEL handling for a network

Dialled Service for mobile originated calls*/
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Figure 4.12a: Procedure CAMEL_NDS_MO_INIT (sheet 1)
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