Page 1



3GPP TSG-CN WG2 Meeting #18 
Tdoc N2-010443

Puerto Rico, 14th - 18th May 2001

CR-Form-v3

CHANGE REQUEST



(

29.078
CR
181
(

rev
-
(

Current version:
4.0.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network

Core Network
X



Title:
(

Setting of End User Address Spare Bits




Source:
(

Alcatel




Work item code:
(

CAMEL3

Date: (

17.05.2001







Category:
(

A

Release: (

Rel-4


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(
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The sender of parameter End User Address shall set the four most significant bits (spare bits) of PDP Type Organization octet to 1.
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…

5
Common CAP Types

5.1
Data types

-- The Definition of Common Data Types follows

…

EndUserAddress
{PARAMETERS-BOUND: bound}


::= SEQUENCE {


pDPTypeOrganization





[0] OCTET STRING (SIZE(1)),


pDPTypeNumber






[1] OCTET STRING (SIZE(1)),


PDPAddress







[2] OCTET STRING (SIZE(



bound.&minPDPAddressLength .. bound.&maxPDPAddressLength))
OPTIONAL


}

-- Indicates the EndUserAddress, refer to 3GPP TS 29.060 for the encoding.

-- The pDPTypeOrganization shall use the least significant 4 bits of the octet encoded. 

-- The sender of this parameter shall set the most significant 4 bit of the octet to 1. 

-- The receiver of this parameter shall ignore the most significant 4 bits of this octet.

…
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