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Other comments:
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This document is based on 23.016 v3.7.0 which was available at the time of drafting.

├─SGSN CAMEL subscription information 
    │
    ├─ GPRS CAMEL Subscription Information
    │  │
    │  ├─ TDP Data List
    │  │
    │  │  ├─ GPRS CAMEL TDP Data (1)
    │  │  │  │
    │  │  │  ├─ GPRS TDP
    │  │  │  ├─ Service Key
    │  │  │  ├─ gsmSCF Address
    │  │  │  ├─ Default GPRS Handling
    │  │  │
    │  │  ├─....
    │  │  │
    │  │  ├─ GPRS CAMEL TDP Data (n)
    │  │  │  │
    │  │  │  ├─ GPRS TDP
    │  │  │  ├─ Service Key
    │  │  │  ├─ gsmSCF Address
    │  │  │  ├─ Default GPRS Handling
    │  │
    │  ├─ CAMEL Capability Handling
    │
    ├─ Mobility Management Event for GPRS Notification
    │   │                      CAMEL Subscription Info
    │   │
    │   ├─ Mobility Trigger List
    │   ├─ Service Key
    │   ├─ gsmSCF Address
    │
    ├─ SMS CAMEL Subscription Info


Figure 22: SGSN CAMEL subscription info
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