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Reason for change:


The treatment of the BOR requested IE in an entity which does not support BOR is not specified.

The service requirement for possible BOR of a forwarding leg which originates from the destination VMSC is not specified.




Summary of change:


Treatment of the BOR requested IE in an entity which does not support BOR is defined.

The BOR requested IE can be included in the Connect or Continue with Argument IF for the MF and VT cases.
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not approved:
Misalignment between service requirement and stage 2
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Other comments:


Changes since the previous version (N2-010124)
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**** First Modified Section ****
4.6.2.6
Connect

…

4.6.2.6.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Alerting Pattern
-
-
O
O
This IE indicates the kind of Alerting Pattern to be applied.

Calling Partys Category
O
O
O
O
This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Destination Routing Address
M
M
M
M
This IE contains the called party number towards which the call is to be routed.

Generic Number
O
O
O
O
This IE contains the generic number. Its used to convey the additional calling party number, which e.g. could be used to modify the calling line ID presented to the called user.

Carrier 
O
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
O
This IE identifies the type of number in the Charge Number (e.g. subscriber versus PLMN operator number).

Charge Number
O
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.

O-CSI Applicable
-
-
O
O
This IE indicates that the O-CSI, if present shall be applied on the outgoing leg.

Original Called Party ID
O
O
O
O
This IE carries the dialled digits if the call has met call forwarding on route to the gsmSSF or is forwarded by the gsmSCF.

Leg To Be Connected
O
O
O
O
This IE indicates the existing leg to which the Connect IF applies.

Redirecting Party ID
O
O
O
O
This IE indicates the directory number the call was redirected from.

Redirection Information
O
O
O
O
This IE contains forwarding related information, such as redirecting counter.

Suppression Of Announcements
-
-
O
O
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

Service Interaction Indicators Two
O
O
O
O
This IE is described in a table below.

CUG Interlock Code
O
O
O
O
See 3GPP TS 23.085 [20] for details of this IE.

Outgoing Access Indicator
O
O
O
O
See 3GPP TS 23.085 [20] for details of this IE.

Basic OR interrogation requested
O
O
-
O
This IE indicates that a Basic OR interogation is requested for the call. If Basic OR is successful, this will be reported to the gsmSCF in the Answer event report.
This IE shall be ignored if the VMSC associated with the gsmSSF does not suppot Basic OR.

This IE shall be ignored if it is received in a gsmSSF which is associated with a GMSC.

…
**** Last Modified Section ****
4.6.2.9
Continue With Argument

…

4.6.2.9.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
NC
NP
Description

Alerting Pattern
-
-
O
O
O
-
This IE indicates the kind of Alerting Pattern to be applied.

Calling Partys Category
O
O
O
O
O
O
This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Generic Number
O
O
O
O
O
O
This IE contains the generic number. Its used to convey the additional calling party number, which e.g. could be used to modify the calling line ID presented to the called user.

Carrier 
O
O
O
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
O
O
O
This IE identifies the type of number in the Charge Number (e.g. subscriber versus PLMN operator number).

Charge Number
O
O
O
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.

Suppression Of Announcements
-
-
O
O
O
O
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

Service Interaction Indicators Two
O
O
O
O
O
O
This IE is described in a table below.

CUG Interlock Code
O
O
-
-
O
O
See 3GPP TS 23.085 [20] for details of this IE.

Outgoing Access Indicator
O
O
-
-
O
O
See 3GPP TS 23.085 [20] for details of this IE.

Basic OR interrogation requested
O
O
-
O
O
O,S
This IE indicates that a Basic OR interogation is requested for the call. If Basic OR is successful, this will be reported to the gsmSCF in the Answer event report.
This IE shall be ignored if the VMSC associated with the gsmSSF does not support Basic OR.

This IE shall be ignored if it is received in a gsmSSF which is associated with a GMSC.

For an NP call leg, this IE can only be included if the original call was an MO or NC call.

Leg ID
O
O
O
O
O
O
This IE indicates the party for which call processing is to be resumed.

Suppress O-CSI
-
-
O
O
-
-
This IE indicates that O-CSI shall be suppressed for the forwarding leg or deflecting leg.

Suppress D-CSI
-
-
-
-
-
O
This IE indicates that D-CSI shall be suppressed for the new call leg. This IE can only be included if the IE is sent to the VMSC of the CAMEL subscriber.

Suppress N-CSI
-
-
-
-
-
O
This IE indicates that N-CSI shall be suppressed for the new call leg. This IE can only be included if the IE is sent to the VMSC of the CAMEL subscriber.

Suppress Outgoing Call Barring
-
-
-
-
-
O
This IE indicates that Outgoing Call Barrings for the created leg shall be suppressed. This IE can only be included if the ICA is sent to the VMSC of the CAMEL subscriber.

…
**** End of Document ****
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