Page 1



3GPP TSG-CN2 #18 
Tdoc N2-010449

Puerto Rico, 14th - 18th May 2001

CR-Form-v3

CHANGE REQUEST




23.078
CR
301

rev
0

Current version:
3.8.0








Proposed change affects:

(U)SIM

ME/UE

Radio Access Network

Core Network
X



Title:

CAMEL Capability Handling in GPRS-CSI




Source:

Vodafone Group Plc




Work item code: 

CAMEL3

Date: 
17th May 2001







Category:

F (Approved by consensus)

Release: 
R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:

CAMEL Capability Handling should be included in the GPRS-CSI downloaded to the SGSN. It is already specified in MAP.




Summary of change:

Inclusion of CAMEL Capability Handling in Insert Subscriber Data




Consequences if 

not approved:
Confusion on whether or not the CAMEL Capability Handling should be sent in Insert Subscriber Data or not, and how to handle the GPRS-CSI if CAMEL Capability Handling is not included
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6.6.3.2
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Other comments:



**** Extract from 3GPP TS 29.002 v3.8.0 – for information ****
17.7.1
Mobile Service data types

...

GPRS-CSI ::= SEQUENCE {


gprs-CamelTDPDataList
[0] GPRS-CamelTDPDataList
OPTIONAL,


camelCapabilityHandling
[1] CamelCapabilityHandling
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


notificationToCSE
[3]
NULL

OPTIONAL,


csi-Active
[4]
NULL

OPTIONAL,


...}

--
notificationToCSE and csi-Active shall not be present when GPRS-CSI is sent to SGSN.

--
They may only be included in ATSI/ATM ack/NSDC message. 

--
GPRS-CamelTDPData and  camelCapabilityHandling shall be present in 

--
the GPRS-CSI sequence.

--   If GPRS-CSI is segmented, gprs-CamelTDPDataList and camelCapabilityHandling shall be 

--   present in the first segment

…

**** Section for Information ****
6.3.1
GPRS CAMEL Subscription Information (GPRS-CSI)

This subclause defines the contents of the GPRS CAMEL Subscription Information.

6.3.1.1
gsmSCF Address

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E.164 number to be used for routeing.

6.3.1.2
Service Key

The Service Key identifies to the gsmSCF the service logic that shall apply. 

6.3.1.3
Default GPRS Handling

The Default GPRS Handling indicates whether the GPRS session or PDP context shall be released or continued as requested in case of error in the gprsSSF to gsmSCF dialogue.

6.3.1.4
TDP List

The TDP List indicates on which detection point triggering shall take place.

6.3.1.5
CAMEL Capability Handling

CAMEL Capability Handling indicates the phase of CAMEL which is asked by the gsmSCF for the service.  

6.3.1.6
CSI state

The CSI state indicates whether the GPRS-CSI is active or not.

6.3.1.7
Notification flag

The notification flag indicates whether the change of the GPRS-CSI shall trigger Notification on Change of Subscriber Data or not.

6.3.1.8
gsmSCF address list for CSI

The gsmSCF address list contains a list of gsmSCF addresses to which Notification on Change of Subscriber Data is to be sent. This list is common to all CSI.

**** Modified Section ****
6.6.3.2
Insert Subscriber Data

6.6.3.2.1
Description

This IF is specified in 3GPP TS 29.002 [4] and used by the HLR to insert subscriber data in the SGSN.

6.6.3.2.2
Information Elements

Insert Subscriber Data contains the following CAMEL specific IE:

Information element name
Required
Description

GPRS-CSI
C
This IE identifies the subscriber as having CAMEL GPRS services. 

C
Conditional (The IE shall be sent, if required).

GPRS-CSI contains the following information:

Information element name
Required
Description

GsmSCF Address
M
See subclause 6.3.1.1.

Service Key
M
See subclause 6.3.1.2.

Default Session Handling
M
See subclause 6.3.1.3.

TDP List
M
See subclause 6.3.1.4.

CAMEL Capability Handling
M
See subclause 6.3.1.5

M
Mandatory (The IE shall always be sent).

**** End of document ****
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