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–– First modified section ––

6.6.2
gsmSCF to gprsSSF Information Flows

...

6.6.2.5
Connect GPRS

6.6.2.5.1
Description

This IF is used by the gsmSCF to request the gprsSSF to modify the APN used when establishing a PDP Context. This IF shall not be used for a secondary PDP context or for a network initiated PDP context.

6.6.2.5.2
Information Elements
The following information elements are required:
Information element name
Required
Description

Access Point Name
M
This IE contains the Access Point Name (APN) to be used when establishing the PDP Context. The gsmSCF should provide an APN which is allowed by the served subscriber's subscription. The APN provided by the gsmSCF is used for selecting the primary PDP context as specified in 3GPP TS 23.060 [11].  The gsmSCF provided APN may consist of Network Identity (NI) only, or Network Identity and Operator Identity (OI). The APN provided by the gsmSCF replaces entirely the APN requested by the MS. If the gsmSCF does not provide OI in APN then the SGSN selects the OI independent of MS.

PDP Id
C
This IE identifies the PDP Context where the new Access Point Name shall be used. If not present the dialogue corresponds to one single PDP context.

gsmSCF Address
C1
This IE is the E.164 address of the gsmSCF involved in the GPRS dialogue.

M
Mandatory (The IE shall always be sent).

C
Conditional
C1
Conditional (This IE shall be sent if the Connect GPRS IF is sent in response to an Initial DP GPRS IF. Otherwise it shall be absent.)

6.6.2.6
Continue GPRS

6.6.2.6.1
Description

This information flow requests the gprsSSF to proceed with processing at the DP at which it previously suspended processing to await gsmSCF instructions. The gprsSSF completes DP processing, and continues processing (i.e., proceeds to the next point in the Attach/Detach State Model or PDP Context State Model) without substituting new data from the gsmSCF.

6.6.2.6.2
Information Elements

The following information element is required:

Information element name
Required
Description

PDP ID
C
This IE identifies the PDP context which processing shall continue for. If not present the dialogue corresponds to the GPRS session or to one single PDP context.

gsmSCF Address
C1
This IE is the E.164 address of the gsmSCF involved in the GPRS dialogue.

C
Conditional (The IE shall be sent, if available).
C1
Conditional (This IE shall be sent if the Continue GPRS IF is sent in response to an Initial DP GPRS IF. Otherwise it shall be absent.).
**** End of Document ****
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