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Reason for change:
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Summary of change:

Corrections to SDL handling for the MT & VT call cases




Consequences if 

not approved:
If a CAMEL4 control relationship exists for an MT or VT call, reconnect on leg2 disconnect will not be possible.
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Other comments:

The equivalent set of CRs for the MO call case were agreed at CN2#18 (Tdocs N2-010420 and N2-010349). The equivalent CRs for the MF call case are presented here (Tdocs N2-010494 and N2-010495). The remaining open issues are highlighted in Tdoc N2-010492.

**** First Modified Section ****
4.5.3.1
Retrieval of routeing information in the GMSC

The functional behaviour of the GMSC is specified in 3GPP TS 23.018 [11]. The procedures specific to CAMEL are specified in this subclause:

-
Procedure CAMEL_Set_ORA_Parameters;

-
Procedure CAMEL_MT_GMSC_INIT;

-
Procedure CAMEL_MT_MSC_ALERTING;

-
Procedure CAMEL_MT_GMSC_ANSWER;

-
Procedure CAMEL_MT_GMSC_DISC1;

-
Procedure CAMEL_MT_GMSC_DISC2;

-
Procedure CAMEL_MT_GMSC_DISC3; 

-
Procedure CAMEL_MT_GMSC_DISC4;

-
Procedure CAMEL_MT_GMSC_DISC5;

-
Procedure CAMEL_MT_GMSC_DISC6;

-
Procedure CAMEL_MT_CTR;

-
Procedure CAMEL_MT_ETC;

-
Procedure CAMEL_Start_TNRy;

-
Procedure CAMEL_Stop_TNRy;

-
Procedure CAMEL_MT_GMSC_Notify_CF.

-
Procedure CAMEL_MT_LEG2_GMSC;

-
Process CAMEL_MT_LEG1_GMSC;

-
Procedure CAMEL_MT_RECONNECT_GMSC.

NOTE: Procedure CAMEL_MT_GMSC_DISC3 applies to CAMEL Phase 1 only.

The procedure Send_ACM_If_Required is specified in 3GPP TS 23.018 [11].

The procedure CAMEL_MT_LEG2_GMSC supervises the terminating party only. The process CAMEL_MT_LEG1_GMSC supervises the originating party only. Hence, signals from the destination exchange are received by the procedure CAMEL_MT_LEG2_GMSC and signals from the originating exchange are received by the process CAMEL_MT_LEG1_GMSC.

The following paragraphs give details on the behaviour of the GMSC in the procedure CAMEL_MT_GMSC_INIT.

…
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Figure 4.37c: Procedure CAMEL_MT_GMSC_INIT (sheet 3)
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Figure 4.38a: Procedure CAMEL_MT_MSC_ALERTING (sheet 1)
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Figure 4.39b: Procedure CAMEL_MT_MSC_ALERTING (sheet 2)
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Figure 4.40a: Procedure CAMEL_MT_GMSC_ANSWER (sheet 1)
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Figure 4.40b: Process CAMEL_MT_GMSC_ANSWER (sheet 2)
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Figure 4.49a: Procedure CAMEL_MT_GMSC_Notify_CF (sheet 1)
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Figure 4.50a: Procedure CAMEL_MT_LEG2_GMSC (sheet 1)
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Procedure CAMEL_MT_RECONNECT_GMSC
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Figure 4.xxa: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 1)
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Figure 4.xxb: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 2)
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Procedure CAMEL_MT_RECONNECT_GMSC

3(4)

/* Signals to/from the right

are to/from the destination

exchange */

Wait_For_ACM,

Wait_For_Answer

Resume

Call

Handling

CCBS_MT_GMSC

_Check_CCBS

_Possible

See TS 23.093

Resume call

:= True

OR_Handle

_RCH

See TS 23.079

Result?

Result :=

Reconnect

Result :=

Fail

Wait_For

_ACM

-

Reconnect

Fail

Pass

Refuse


Figure 4.xxc: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 3)
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Figure 4.xxd: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 4)
**** Next Modified Section ****
4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

The functional behaviour of the terminating VMSC is specified in 3GPP TS 23.018 [11]. 

The behaviour specific to CAMEL is:

-
the inclusion of the O-CSI and/or D-CSI parameter in the Perform Call Forwarding message sent to the process MT_CF_MSC if it was received in the Send Info For Incoming Call ack;

-
the requirement to suppress the connection of announcements or tones if the VLR includes the suppression of announcements parameter in the Send Info For Incoming Call negative response.

The procedures specific to CAMEL are specified in this subclause:

-
Procedure CAMEL_ICH_VLR.

-
Procedure CAMEL_O_CSI_Check_VLR.

-
Procedure CAMEL_D_CSI_Check_VLR

-
Procedure CAMEL_VT_CSI_Check_VLR.

-
Procedure CAMEL_ICH_MSC_INIT.

-
Procedure CAMEL_MT_VMSC_Notify_CF.

-
Procedure CAMEL_ICH_LEG2_MSC;

-
Process CAMEL_ICH_LEG1_MSC;

-
Procedure CAMEL_ICH_RECONNECT_MSC.

The procedure CAMEL_ICH_LEG2_MSC supervises the terminating party only. The process CAMEL_ICH_LEG1_MSC supervises the originating party only. Hence, signals from the BSS are received by the procedure CAMEL_ICH_LEG2_MSC and signals from the originating exchange are received by the process CAMEL_ICH_LEG1_MSC.

…
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Figure 4.65a: Procedure CAMEL_ICH_LEG2_MSC (sheet 1)
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Figure 4.65c: Procedure CAMEL_ICH_LEG2_MSC (sheet 3)
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Figure 4.66a: Process CAMEL_ICH_LEG1_MSC (sheet 1)
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Figure 4.66b: Process CAMEL_ICH_LEG1_MSC (sheet 2)
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Figure 4.xxa: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 1)
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Figure 4.xxb: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 2)
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Figure 4.xxc: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 3)
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Figure 4.xxd: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 4)
**** End of Document ****
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