3GPP TSG-CN2 Meeting #19 
Tdoc N2-010508

Dresden, Germany, 9th – 13th July 2001

CR-Form-v4

CHANGE REQUEST




29.078
CR
---

rev
0

Current version:
d5.2.0








Proposed change affects:

(U)SIM

ME/UE

Radio Access Network

Core Network
X



Title:

Introduction of InitiateCallAttempt procedure




Source:

Vodafone Group Plc




Work item code:

CAMEL4

Date: 
2nd July 2001







Category:

B

Release: 
REL-5


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:

CPH requires a new operation - InitiateCallAttempt




Summary of change:

Introduction of the description of the InitiateCallAttempt procedure
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New subclause: 11.d
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Other comments:

The ASN.1 for this operation was agreed in Tdoc N2-010317.

**** New Section ****
11.d
InitiateCallAttempt

11.d.1
General Description

This operation is used to request the gsmSSF to create a new call leg to one call party using the address information provided by the gsmSCF (e.g. wake-up call). EDP-Rs shall be armed for  answer and all the call failure events, in order to have the gsmSCF treat this call appropriately when any of these events is encountered. InitiateCallAttempt can also be used to create an additional call party in a new Call Segment within an existing Call Segment Association.
11.d.1.1
Parameters

-
destinationRouteingAddress:
This parameter contains the called party number towards which the call is to be routed.

-
callingPartyNumber:
This parameter identifies which number shall be regarded as the calling party for the created call.
-
legToBeCreated:
This parameter indicates the LegID to be assigned to the newly created party.

-
newCallSegment:
This parameter indicates the CS ID to be assigned to the newly created Call Segment.
-
callReferenceNumber:
This parameter gives the call reference number assigned to the call by the gsmSCF. For encoding see 3GPP TS 29.002 [13].
-
gsmSCFAddress:
This parameter indicates the address of the gsmSCF initiating the operation.
-
suppress-T-CSI:
This parameter indicates that the T-CSI for the served subscriber shall be suppressed for this call leg.
11.d.2
Responding entity (gsmSSF)

11.d.2.1
Normal procedure

gsmSSF Precondition:

-
none.
gsmSSF Postconditions:

1) A new O-BCSM has been created; call processing is suspended.

2) The CS_gsmSSF process moves from the "Idle" state to the "Waiting For Instructions" state.
All subsequent operations are treated according to their normal procedures.
11.d.2.2
Error handling

Generic error handling for the operation related errors is described in clause 10, and the TC services which are used for reporting operation errors are described in clause 14.
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