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*** First Change ***

6

Circuit Switched Call Control

6.1
gsmSSF/CCF - gsmSCF Interface

6.1.1 Operations and arguments

CAP-gsmSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-gsmSSF-gsmSCF-ops-args(101) version3(2)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

-- This module contains the operations and operation arguments used for the

-- gsmSSF – gsmSCF interface, for the control of circuit switched calls.

-- The table in section 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


tc-Messages,


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)
umts-network(1) modules(3) cap-object-identifiers(100) version3(2)}


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

modules(0) cs1-datatypes(2) version1(0)}


CallSegmentID,


MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

cS2(20) modules(0) in-cs2-datatypes (0) version1(0)}


Ext-BasicServiceCode,


IMSI,


ISDN-AddressString

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version6(6)}


CUG-Index,


CUG-Interlock,


CUG-Info,


LocationInformation,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version6(6)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CH-DataTypes(13) version6(6)}


PARAMETERS-BOUND

FROM CAP-classes classes


opcode-activityTest,


opcode-applyCharging,


opcode-applyChargingReport,


opcode-assistRequestInstructions,


opcode-callGap,


opcode-callInformationReport,


opcode-callInformationRequest,


opcode-cancel,


opcode-connect,


opcode-connectToResource,


opcode-continue,


opcode-continueWithArgument,


opcode-disconnectForwardConnection,


opcode-dFCWithArgument,


opcode-disconnectLeg,


opcode-entityReleased,


opcode-establishTemporaryConnection,


opcode-eventReportBCSM,


opcode-furnishChargingInformation,


opcode-initialDP,


opcode-initiateCallAttempt,


opcode-moveLeg,


opcode-releaseCall,


opcode-requestReportBCSMEvent,


opcode-resetTimer,


opcode-sendChargingInformation,


opcode-splitLeg

FROM CAP-operationcodes operationcodes


AChBillingChargingCharacteristics {},


AdditionalCallingPartyNumber {},


AlertingPattern,


AssistingSSPIPRoutingAddress {},


BCSMEvent {},


BearerCapability {},


CalledPartyNumber {},


CalledPartyBCDNumber {},


CallingPartyNumber {},


CallingPartysCategory,


CallResult {},


Carrier,


Cause {},


CGEncountered,


ChargeNumber {},


ControlType,


CorrelationID {},
   DCSIApplicable,

DestinationRoutingAddress {},


EventSpecificInformationBCSM {},


EventTypeBCSM,


ExtensionField {},


FCIBillingChargingCharacteristics {},


GapCriteria {},


GapIndicators,


GapTreatment,


GenericNumbers {},


HighLayerCompatibility,


InvokeID,


IPRoutingAddress {},


IPSSPCapabilities {},


leg1,


LocationNumber {},


MonitorMode,


NAOliInfo,
   NCSIApplicable,

OCSIApplicable,


OriginalCalledPartyID {},


ReceivingSideID,


RedirectingPartyID {},


RedirectionInformation,


RequestedInformationList {},


RequestedInformationTypeList {},


ScfID {},


SCIBillingChargingCharacteristics {},


SendingSideID,


ServiceInteractionIndicatorsTwo,


TimeAndTimezone {},


TimerID,


TimerValue

FROM CAP-datatypes datatypes

*** Next Change ***

initialDP {PARAMETERS-BOUND : bound} OPERATION ::= {


ARGUMENT

InitialDPArg {bound}


RETURN RESULT
FALSE


ERRORS


{missingCustomerRecord |






missingParameter |






parameterOutOfRange |






systemFailure |






taskRefused |






unexpectedComponentSequence |






unexpectedDataValue |






unexpectedParameter}


CODE


opcode-initialDP


}

-- Direction: gsmSSF -> gsmSCF, Timer: Tidp 
-- This operation is used after a TDP to indicate request for service.

InitialDPArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {


serviceKey






[0] ServiceKey
,


calledPartyNumber




[2] CalledPartyNumber {bound}




OPTIONAL,


callingPartyNumber




[3] CallingPartyNumber {bound}




OPTIONAL,


callingPartysCategory



[5] CallingPartysCategory





OPTIONAL,


cGEncountered





[7] CGEncountered







OPTIONAL,


iPSSPCapabilities




[8] IPSSPCapabilities {bound}




OPTIONAL,


locationNumber





[10] LocationNumber {bound}





OPTIONAL,


originalCalledPartyID



[12] OriginalCalledPartyID {bound}



OPTIONAL,


extensions






[15] SEQUENCE SIZE(1..bound.&numOfExtensions) OF













ExtensionField {bound} 
OPTIONAL,

    highLayerCompatibility



[23] HighLayerCompatibility
OPTIONAL,


additionalCallingPartyNumber

[25] AdditionalCallingPartyNumber {bound}

OPTIONAL,


bearerCapability




[27] BearerCapability {bound}




OPTIONAL,


eventTypeBCSM





[28] EventTypeBCSM







OPTIONAL,


redirectingPartyID




[29] RedirectingPartyID {bound}




OPTIONAL,


redirectionInformation



[30] RedirectionInformation





OPTIONAL,


cause







[17] Cause {bound}







OPTIONAL,


serviceInteractionIndicatorsTwo

[32] ServiceInteractionIndicatorsTwo


OPTIONAL,


carrier







[37] Carrier {bound}






OPTIONAL,


cug-Index






[45] CUG-Index








OPTIONAL,


cug-Interlock





[46] CUG-Interlock







OPTIONAL,


cug-OutgoingAccess




[47] NULL









OPTIONAL,


iMSI







[50] IMSI









OPTIONAL,


subscriberState





[51] SubscriberState






OPTIONAL,


locationInformation




[52] LocationInformation





OPTIONAL,


ext-basicServiceCode



[53] Ext-BasicServiceCode





OPTIONAL,


callReferenceNumber




[54] CallReferenceNumber





OPTIONAL,


mscAddress






[55] ISDN-AddressString






OPTIONAL,


calledPartyBCDNumber



[56] CalledPartyBCDNumber {bound}



OPTIONAL,


timeAndTimezone





[57] TimeAndTimezone {bound}




OPTIONAL,


gsm-ForwardingPending



[58] NULL









OPTIONAL,


initialDPArgExtension



[59] InitialDPArgExtension





OPTIONAL,


 cSEDialogueExists                 [60] BOOLEAN 

DEFAULT 

FALSE,


...


}

*** Next Change ***

connect {PARAMETERS-BOUND : bound} OPERATION ::= {


ARGUMENT

ConnectArg {bound}


RETURN RESULT
FALSE


ERRORS 


{missingParameter |






parameterOutOfRange | 






systemFailure |






taskRefused |






unexpectedComponentSequence |






unexpectedDataValue |






unexpectedParameter}


CODE


opcode-connect


}

-- Direction: gsmSCF-> gsmSSF, Timer: Tcon 
-- This operation is used to request the gsmSSF to perform the call processing actions

-- to route or forward a call to a specified destination.

ConnectArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {


destinationRoutingAddress

[0] DestinationRoutingAddress {bound},


alertingPattern
[1] AlertingPattern
OPTIONAL,


originalCalledPartyID


[6] OriginalCalledPartyID {bound}


OPTIONAL,


extensions
[10] SEQUENCE SIZE(1..bound.&numOfExtensions) OF


ExtensionField {bound} 
OPTIONAL,


carrier






[11] Carrier {bound}





OPTIONAL,


callingPartysCategory
[28] CallingPartysCategory
OPTIONAL,


redirectingPartyID



[29] RedirectingPartyID {bound}



OPTIONAL,


redirectionInformation
[30] RedirectionInformation
OPTIONAL,


genericNumbers




[14] GenericNumbers {bound}




OPTIONAL,


serviceInteractionIndicatorsTwo [15] ServiceInteractionIndicatorsTwo
OPTIONAL,


chargeNumber




[19] ChargeNumber {bound}




OPTIONAL,


legToBeCreated




[21] LegID








OPTIONAL,


cug-Interlock




[31] CUG-Interlock






OPTIONAL,


cug-OutgoingAccess



[32] NULL








OPTIONAL,


suppressionOfAnnouncement
[55] SuppressionOfAnnouncement
OPTIONAL,


oCSIApplicable
[56] OCSIApplicable
OPTIONAL,


naOliInfo
[57] NAOliInfo
OPTIONAL,


bor-InterrogationRequested
[58] NULL
OPTIONAL,


dCSIApplicable
[56] DCSIApplicable
OPTIONAL,
   nCSIApplicable
[56] NCSIApplicable
OPTIONAL,

...


}

-- na-Info is included at the discretion of the gsmSCF operator.

*** Next Change ***

DCSIApplicable 








::= NULL

--  Indicates that the Dialled Services CAMEL Subscription Information, if present, shall be 

--  applied on the outgoing call leg created with a Connect operation. For the use of this 

--  parameter see 3GPP TS 23.078 [7].
NCSIApplicable 








::= NULL

--  Indicates that the Network CAMEL Subscription Information, if present, shall be 

--  applied on the outgoing call leg created with a Connect operation. For the use of this 

--  parameter see 3GPP TS 23.078 [7].

*** Next Change ***

11.9
Connect procedure

11.9.1
General description

This operation is used to request the gsmSSF to perform the call processing actions to route a call to a specific destination.

In general all parameters which are provided in a Connect operation to the gsmSSF shall replace the corresponding signalling parameter in the CCF in O-BCSM, in accordance with ETSI ES 201 296 [22] and shall be used for subsequent call processing. The CCF of the T-BCSM shall send corresponding signalling parameters to new call leg without using them in subsequent call processing. Parameters which are not provided by the Connect operation shall retain their value (if already assigned) in the CCF for subsequent call processing.

11.9.1.1
Parameters

-
destinationRoutingAddress:
This parameter contains the called party numbers towards which the call is to be routed.

-
alertingPattern:
This parameter indicates the type of alerting to be applied. It is defined in 3GPP TS 29.002 [10].

-
serviceInteractionIndicatorsTwo:
This parameter contains indicators which are exchanged between the gsmSSF and the gsmSCF to resolve interactions between IN based services and network based services.

-
callingPartysCategory:
This parameter indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

-
originalCalledPartyID:
 This parameter carries the dialled digits if the call is forwarded by the gsmSCF.

-
redirectingPartyID:
This parameter, if present, indicates the last directory number the call was redirected from.

-
redirectionInformation:
This parameter contains forwarding related information, such as redirecting counter.

-
genericNumbers:
This parameter allows the gsmSCF to set the Generic Number parameter used in the network. It is used for transfer of Additional Calling Party Number.

-
suppressionOfAnnouncement:
This parameter indicates that announcements and tones which are played in the exchange at non‑successful call set‑up attempts shall be suppressed.

-
oCSIApplicable:
This parameter indicates to the GMSC/gsmSSF or VMSC/gsmSSF that the Originating CAMEL Subscription Information, if present, shall be applied on the outgoing call leg created with the Connect operation. For the use of this parameter see 3GPP TS 23.078 [7].

-
Carrier:
This parameter indicates carrier information. It consists of the carrier selection field followed by the Carrier ID information to be used by gsmSSF for routeing a call to a carrier.

It comprises the following embedded sub-parameter:

-
carrierSelectionField
This parameter indicates how the selected carrier is provided (e.g. pre-subscribed). 

-
carrierID
This alternative indicates the carrier to use for the call. It contains the digits of the carrier identification code.

-
naOliInfo:
This parameter contains originating line information which identifies the charged party number type to the carrier.

-
ChargeNumber:
This parameter contains the number that identifies the entity to be charged for the call. It identifies the chargeable number for the usage of a carrier (applicable on a call sent into a North American long distance carrier). For a definition of this parameter refer to ANSI T1.113-1995 [92].

· -


-
cug-Interlock:
This parameter uniquely identifies a CUG within a network.

· cug-OutgoingAccess:
This parameter indicates if the calling user has subscribed to the outgoing access inter-CUG accessibility subscription option.

· bor-InterrogationRequested:
This parameter indicates that Basic Optimal Routeing is requested for the call.

-
dCSIApplicable:
This parameter indicates to the GMSC/gsmSSF or VMSC/gsmSSF that the Dialled services CAMEL Subscription Information, if present, shall be applied on the outgoing call leg created with the Connect operation. For the use of this parameter see 3GPP TS 23.078 [7].

-
nCSIApplicable:
This parameter indicates to the GMSC/gsmSSF or VMSC/gsmSSF that the Network CAMEL Subscription Information, if present, shall be applied on the outgoing call leg created with the Connect operation. For the use of this parameter see 3GPP TS 23.078 [7].

*** End of Document ***

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 1

