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*** First modified section ***

7.6.3.79
Extensible Call barring information for CSE

This parameter contains for each call barring service for CSE:

-
SS-Code;

-
a list of extensible call barring feature parameters.


The list may contain one item per Basic Service Group.

-
password;

-
wrong password attempt counter;

-
notification-to-CSE flag.

7.6.3.80
Extensible Forwarding information for CSE

This parameter represents the information for CSE related to each call forwarding service:

-
the SS-Code of the relevant call forwarding service;

-
if required, a list of extensible forwarding feature parameters;

-
the list may contain one item per Basic Service Group;

-
notification-to-CSE flag.

7.6.3.xx
Extensible ODB information for CSE

This parameter contains the information for CSE related to each operator determined call barring:

-
the operator determined call barring data;

-
notification-to-CSE flag.

7.6.3.81
Modification Request for CSI

This parameter indicates the CAMEL subscription information to be modified by CSE.

7.6.3.82
Modification Request for SS Information

This parameter indicates the call forwarding and call barring supplementary service data to be modified by CSE.

7.6.3.yy
Modification Request for ODB Information

This parameter indicates the operator determined call barring data to be modified by CSE.

7.6.3.83
Call Barring Data

This parameter contains the extensible call barring feature list (see subclause 7.6.3.21) and Notification to CSE flag.

7.6.3.84
Call Forwarding Data

This parameter contains the extensible call forwarding feature list (see subclause 7.6.3.16) and Notification to CSE flag.

7.6.3.85
ODB Data

This parameter contains the ODB general data, ODB HPLMN specific data and Notification to CSE flag.

7.6.3.86
Requested Subscription Info

This parameter indicates the subscription information being requested.

7.6.3.87
CS Allocation/Retention priority
This parameter indicates the allocation/retention priority for Circuit Switched (CS). It corresponds to the allocation/retention priority that is defined in 3G TS 23.107.
*** Next modified section ***

8.11.4
MAP-ANY-TIME-MODIFICATION service

8.11.4.1
Definition

This service is used by the gsmSCF, to modify information of the HLR at any time.

8.11.4.2
Service primitives

Table 8.11/4: Any_Time_Modification

Parameter name
Request
Indication
Response
Confirm

Invoke id
M
M(=)
M(=)
M(=)

gsmSCF-Address
M
M(=)



IMSI
C
C(=)



MSISDN
C
C(=)



Modification request for SS information
C
C(=)



Modification request for ODB information
C
C(=)



Modification request for CSI
C
C(=)



Long FTN Supported
C
C(=)



Ext Forwarding information-for-CSE


C
C(=)

Ext Call barring information-for-CSE


C
C(=)

Ext ODB information-for-CSE


C
C(=)

CAMEL subscription info


C
C(=)

User error


C
C(=)

Provider error



O

*** Next modified section ***

AnyTimeModificationArg ::= SEQUENCE {

subscriberIdentity
[0]
SubscriberIdentity,


gsmSCF-Address
[1]
ISDN-AddressString,


modificationRequestFor-CF-Info
[2]
ModificationRequestFor-CF-Info OPTIONAL,


modificationRequestFor-CB-Info
[3]
ModificationRequestFor-CB-Info OPTIONAL,


modificationRequestFor-CSI
[4]
ModificationRequestFor-CSI
OPTIONAL,


extensionContainer
[5]
ExtensionContainer
OPTIONAL,


longFTN-Supported
[6]
NULL

OPTIONAL,


...,


modificationRequestFor-ODB-Info
[7]
ModificationRequestFor-ODB-Info OPTIONAL
}

AnyTimeModificationRes ::= SEQUENCE {

ss-InfoFor-CSE
[0]
Ext-SS-InfoFor-CSE
OPTIONAL,


camel-SubscriptionInfo
[1]
CAMEL-SubscriptionInfo
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...,


odb-data

[3]
ODB-data
OPTIONAL

}

ModificationRequestFor-CF-Info ::= SEQUENCE {


ss-Code

[0]
SS-Code,


basicService
[1]
Ext-BasicServiceCode
OPTIONAL,


ss-Status

[2]
Ext-SS-Status
OPTIONAL,


forwardedToNumber
[3]
AddressString
OPTIONAL,


forwardedToSubaddress
[4]
ISDN-SubaddressString
OPTIONAL,


noReplyConditionTime
[5]
Ext-NoRepCondTime
OPTIONAL,


modifyNotificationToCSE
[6]
ModificationInstruction
OPTIONAL,


extensionContainer
[7]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-CB-Info ::= SEQUENCE {


ss-Code

[0]
SS-Code,


basicService
[1]
Ext-BasicServiceCode
OPTIONAL,


ss-Status

[2]
Ext-SS-Status
OPTIONAL,


password

[3]
Password
OPTIONAL,


wrongPasswordAttemptsCounter
[4]
WrongPasswordAttemptsCounter
OPTIONAL,


modifyNotificationToCSE
[5]
ModificationInstruction
OPTIONAL,


extensionContainer
[6]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-ODB-Info ::= SEQUENCE {


odb-data

[0]
ODB-data,


modifyNotificationToCSE
[1]
ModificationInstruction
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-CSI ::= SEQUENCE {


requestedCamel-SubscriptionInfo
[0]
RequestedCAMEL-SubscriptionInfo,


modifyNotificationToCSE
[1]
ModificationInstruction
OPTIONAL,


modifyCSI-State
[2]
ModificationInstruction
OPTIONAL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...}

ModificationInstruction ::= ENUMERATED {


deactivate
(0),


activate

(1)}
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