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CPH requires a new operation - EntityReleased




Summary of change:

Introduction of the description of the EntityReleased procedure
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Other comments:

The ASN.1 for this operation was agreed in Tdoc N2-010317.

**** New Section ****
11.c
EntityReleased

11.c.1
General Description

This operation is used to inform the gsmSCF about the release of a logical entity (CS or BCSM) caused by exception or errors. The CSA FSM sends the operation if this information cannot be conveyed in a TC_ABORT or TC_END because the TC dialogue has to be maintained for other logical entities (CS or BCSM) in this CSA which are not affected by this error/exception. This operation is not sent if the last CS in the CSA was released.
11.c.1.1
Parameters
This operation consists of a choice of the following parameters:
-
CSFailure:

Indicates that a CS was released. It consists of:
-
callSegmentID:
Identifies the released CS.

-
cause:
Indicates the cause for releasing this CS. The cause may be used by the gsmSCF to decide the further handling of the call.

-
BCSMFailure:
Indicates that a leg was released. It consists of:
-
legID:
Identifies the released leg.

-
cause:
Indicates the cause for releasing this BCSM. The cause may be used by the gsmSCF to decide the further handling of the call.
11.c.2
Invoking entity (gsmSSF)

11.c.2.1
Normal procedure

gsmSSF Precondition:

1)
Any state except idle.

gsmSSF Postcondition:

1)
If the released entity was a BCSM (leg), then only the appropriate resources are released.
If the released entity was a CS the related CS_gsmSSF process returns to the "Idle" state.
11.c.2.2
Error handling

Generic error handling for the operation related errors is described in clause 10, and the TC services which are used for reporting operation errors are described in clause 14.
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