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17.7	MAP constants and data types


17.7.1	Mobile Service data types


:


:


< unmodified text>


:


:





SpecificCSI-Withdraw ::= BIT STRING {


	o-csi (0),


	ss-csi (1),


	tif-csi (2),


	d-csi (3),


	vt-csi (4),


	sms-csi (5),


	m-csi (6),


	gprs-csi(7),


	t-csi (8)} (SIZE(8..32)) 


-- exception handling:


-- bits 98 to 31 shall be ignored if received. 


-- Bit 8 is only applicable for the NoteSubscriberDataModified operation.








CAMEL-SubscriptionInfo ::= SEQUENCE {


	o-CSI		[0]	O-CSI OPTIONAL,


	o-BcsmCamelTDP-CriteriaList	[1]	O-BcsmCamelTDPCriteriaList OPTIONAL, 


	d-CSI		[2]	D-CSI OPTIONAL,


	t-CSI		[3]	T-CSI OPTIONAL,


	t-BCSM-CAMEL-TDP-CriteriaList	[4]	T-BCSM-CAMEL-TDP-CriteriaList OPTIONAL,


	vt-CSI		[5]	T-CSI OPTIONAL,


	vt-BCSM-CAMEL-TDP-CriteriaList	[6]	T-BCSM-CAMEL-TDP-CriteriaList OPTIONAL,


	tif-CSI		[7]	NULL	 OPTIONAL,


	tif-CSI-NotificationToCSE	[8]	NULL	 OPTIONAL,


	gprs-CSI		[9]	GPRS-CSI OPTIONAL,


	sms-CSI		[10]	SMS-CSI OPTIONAL,


	ss-CSI		[11]	SS-CSI OPTIONAL,


	m-CSI		[12]	M-CSI OPTIONAL,


	extensionContainer	[13]	ExtensionContainer OPTIONAL,


	...,


	specificCSIDeletedList	[14]	SpecificCSI-Withdraw OPTIONAL}
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